
2023  /  2024

PRODUCT

CATALOGUE
ATECPOOL INTERNATIONAL GROUP

EUROPE



PRODUCT
CATALOGUE 
EUROPE

2023/2024





atecpool.com



ISO 9001: 2015

A global brand with global 
responsibility



Advanced  Water  
Technology

At Atecpool International Group, we are committed to providing exceptionally designed 

and engineered products for your pools, spas, and water features. Establishing trust with our 

customers and producers, through ensuring excellence and confidence in our transactions, is 

a priority. Atecpool International Group caters to our worldwide customer base through our 

offices, warehouses, and distribution centres located in 8 countries. Our dedication to innovative 

products of the highest quality has made us a renowned top-rated international brand, and when 

accompanied with our emphasis on quality control, we know we only provide our client’s the 

best. Our products are sourced from manufacturers who integrate sleek designs and high-quality 

engineering, tooling and production. Our decades of experience mean we have perfected the 

craft of designing, engineering and manufacturing premium equipment and pool accessories for 

customers internationally.

Atecpool’s 45 years of expertise has resulted in advancements which are ahead of industry 

standards such as our introduction of A-Connect, the mobile application which allows hassle-free 

monitoring and controlling of Atecpool equipment from your mobile, and robotic technology 

for automated cleaning of pools and spas with Hydro-cloud technology . Further advancements 

are related to our dedication to water-saving and eco-friendly solutions by introducing filtration 

techniques like Regenerative Filters with fully automated Self-Cleaning Patented Technology 

inbuilt . Our scope has broadened to provide a range of affordable water solution to the most 

advanced and sustainable water solutions to suit clients’ needs. 

We pride ourselves on our active participation in the FINA World Swimming Championship 

and the Olympic Games; it has been a genuine pleasure to establish and maintain long-lasting 

relationships with luxury hotels internationally. The astounding support from our valued 

customers has fueled Atecpool’s dedication to exceptional standards and industry-leading water 

solutions. We look forward to continuing to support our international clients and establish new 

working relationships.

Inspired by water. Enjoy your dreams. 



OUR COMPANY

ATECPOOL INTERNATIONAL GROUP

In 2002 ATECPOOLTM Internacional España emerged 

as the premium swimming pool brand with factories 

worldwide and our headquarters based in Barcelona, 

Spain. We revolutionised the pool and water treatment 

industry with our continuous efforts in innovation and 

design excellence, and continue to do so to this day. 

Our factories in Europe, the UK and USA manufacture 

ATECPOOLTM brand products of outstanding quality, 

innovative design, and expertly engineered, which 

are found in 24 countries worldwide. Our reliable, 

technologically-advanced and ecologically friendly 

products have been developed to meet all technical 

needs the market demands while enhancing 

user friendliness. Our high quality assurance is 

a characteristic for which we are renowned. At 

ATECPOOLTM we offer the best! 

OUR COMMITMENT

ATECPOOLTM is passionately committed to 

our client’s satisfaction, through sustainable, 

technologically-innovative, and eco-friendly solutions. 

To suit all client’s needs, we provide a range of water 

solutions from affordable to the most advanced and 

sustainable, and all technical demands are met with 

customisation. Our commitment keeps us going and 

encourages us in our continuous effort of product 

development.



OUR MAIN BRANCHES

Inspired by Water

Atecpool 
International 

Group

Atecpool  
Internacional  

España

Atecpool 
Netherlands

DESIGN & ENGINEERING

Our Production and Quality Management 

departments assure excellence in design and the 

engineered characteristics of all ATECPOOLTM 

brand products. ATECPOOLTM professionals ensure 

client’s satisfaction through our supply of premium, 

high-end products under our superior quality 

assurance program. With over 45 years of expertise 

in the pool industry, we have witnessed technological 

advancement in the industry and our own products; 

the introduction of A-connect, our mobile application 

which allows hassle-free monitoring and controlling 

of ATECPOOLTM equipment, makes us pioneers  

of our industry.
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AUTOMATIC POOL CLEANER
LIMPIADOR AUTOMÁTICO DE PISCINAS
ASPIRATEUR DE PISCINE AUTOMATIQUE

HYDROBOT

ATECPOOL presents: 
Intelligent Robot with  
Hydro-Cloud Technology 



ELECTRIC HEATER
CALENTADOR ELÉCTRICO
CHAUFFAGE ÉLECTRIQUE

THERMOLITE

ATECPOOL presents: 
Inline Electric Water Heater 



CATALOGUE OVERVIEW

ATECPOOL INVERPRO PUMP
PUMPS CATEGORY
Page n°24

20% times quieter at full capacity 
Equipped with Inverter technology, Atecpool InverPro is 20% times 
quieter than other pumps on the market, down to 36.6 dB(A) at 1m.

ATECPOOL SOLAR PUMP
PUMPS CATEGORY
Page n°30

Atecpool Solar Pump > The Green Revolution
Centrifugal pump, to be directly connected to solar panels. Alternatively it 
can be connected to an electrical grid.

ATECPOOL SMART SAVER
PUMPS CATEGORY
Page n°31

Atecpool Smart Saver > The Green Revolution
Convert alternating current frequency to another frequency, the result of 
this conversion leads to a motor speed change in pool pump application

ATECPOOL REG-X FILTER
POOL FILTRATION CATEGORY
Page n°38

Atecpool Reg-X Filter > Regenerative filter
The Reg-X Regenerative Media Filter uses patented technology to 
uniquely provide 1 micron filtration performance, compared to the 30-40 
micron particles removed in traditional sand filters.



CATALOGUE OVERVIEW

ATECPOOL BARENT FILTER
POOL FILTRATION CATEGORY
Page n°43

Atecpool Barent Filter
Atecpool Barent 1 M sand bed. Filter for semi commercial pools, made with 
industrial standards: reinforced fibreglass tank, UV resistant treatment.

ATECPOOL SERENE INVERTER HP
POOL HEATING CATEGORY
Page n°88

Atecpool Serene Inverter Heat Pump > 
The Green Revolution
The most silent heat pump on the market / ECO 
Friendly pool heating.

ATECPOOL BRIGHTBOT 6000
CLEANING EQUIPMENT CATEGORY
Page n°111

Atecpool Brightbot Pool Robot
Robotic pool cleaner independently developed by ATECPOOL for private, 
public, commercial, and other scenarios.

ATECPOOL DEHUMIDIFIER
POOL HEATING CATEGORY
Page n°92

Atecpool Dehumidifier
Atecpool Dehumidifier can easily tackle problems that 
cause condensation and furniture corrosion. Atecpool  
Dehumidifier for indoor pool installation.
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A-CONNECT
CONECTIVIDAD       /       CONNECTIVITÉ

MONITOR & MANAGE YOUR POOL FROM WHEREVER YOU ARE!



CONNECTIVITÉ

CONECTIVIDAD

A-CONNECT
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Atecpool Wi-Fi Pool
Automated pool

Atecpool Wi-Fi Pool
Piscina automatizada

Atecpool Wi-Fi Pool
Piscine automatisée 

Atecpool Wi-Fi Pool
Automatic wifi-connected control system for in-ground and above-ground swimming pools.
Keeping your pool water warm, clean and healthy is easy with this revolutionary pre-assembled wifi control system. 
This modular system is the latest revelation in the world of smart pools through implementation of Smart Plugs 
Wifipool. Monitoring and managing parameters such as pH and chlorine level, temperature, current and water levels 
are made effortless with our handy mobile application, available for Android and iOS. Controlling the filter pump via 
frequency regulator, switching lights on and off and controlling the temperature are all possible with the Wifipool app.
Crystal-clear water with the perfect temperature is just a few clicks away!

Wi-Fi
connection

Monitor & manage your pool
from wherever you are!

Atecpool Wi-Fi Pool

Sistema de control automático con conexión wifi para piscinas enterradas y 
elevadas.

Mantener el agua de su piscina caliente, limpia y saludable es fácil con este 
revolucionario sistema de control wifi premontado. Este sistema modular 
es la última revelación en el mundo de las piscinas inteligentes gracias a la 
implementación de Smart Plugs Wifipool. El control y la gestión de parámetros 
como el pH y el nivel de cloro, la temperatura, la corriente y los niveles de agua 
se realizan sin esfuerzo con nuestra práctica aplicación móvil, disponible para 
Android e iOS. Con la aplicación Wifipool es posible controlar la bomba de 
filtración a través del regulador de frecuencia, encender y apagar las luces y 
controlar la temperatura.

¡El agua cristalina con la temperatura perfecta está a solo unos clics de distancia!

Atecpool Wi-Fi Pool

Système de contrôle automatique connecté au wifi pour piscines enterrées 
et hors sol.

Garder l’eau de votre piscine chaude, propre et saine est facile avec ce 
système de contrôle Wi-Fi pré-assemblé révolutionnaire. Ce système 
modulaire est la dernière révélation dans le monde des piscines intelligentes 
grâce à la mise en œuvre des Smart Plugs Wifipool. La surveillance et la 
gestion des paramètres tels que le pH et le niveau de chlore, la température, 
le courant et les niveaux d’eau se font sans effort grâce à notre application 
mobile pratique, disponible pour Android et iOS. Contrôler la pompe de 
filtration via le régulateur de fréquence, allumer et éteindre les lumières et 
contrôler la température sont tous possibles avec l’application Wifipool.

Une eau cristalline à la température idéale n’est qu’à quelques clics !
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Atecpool Wi-Fi Pool
Automated pool

Atecpool Wi-Fi Pool

Atecpool Wi-Fi Pool
Piscina automatizada

Atecpool Wi-Fi Pool
Piscine automatisée 

Automatic wifi control system for built-in pools, aboveground pools and spas
The Atecpool Wifipool Smart Plug can be used to turn on and off virtually any pool equipment, e.g. a filtration 
pump, dosing pump or UV lamps, etc. In combination with our measurement modules, the Smart Plug can be 
programmed to start and stop depending on temperature, pH or chlorine levels, etc.

Wi-Fi
connection

Atecpool Wi-Fi Pool 
El enchufe inteligente Atecpool Wifipool se puede utilizar para encender y 
apagar prácticamente cualquier equipo de piscina, p. una bomba de filtración, 
una bomba dosificadora o lámparas UV, etc. En combinación con nuestros 
módulos de medición, el Smart Plug se puede programar para que arranque y 
se detenga en función de la temperatura, el pH o los niveles de cloro, etc.

Atecpool Wi-Fi Pool 
La prise intelligente Atecpool Wifipool peut être utilisée pour allumer et 
éteindre pratiquement tous les équipements de piscine, par ex. une pompe 
de filtration, une pompe doseuse ou des lampes UV... En combinaison avec 
nos modules de mesure, la Smart Plug peut être programmée pour démarrer 
et s’arrêter en fonction de la température, du pH ou du taux de chlore...

Product Code Description

WIFIPX0100 Wifipool plug 16A power measurement.

WIFIPX0110 Wifipool plug 10A power measurement.

WIFIPX0010 Wifipool on/off smart switch without power 
measurement 16A.

WIFIPX0020 Wifipool on/off smart switch with power 
measurement 16A.

WIFIPX0188 Frequency regulator for filter pump 240V (up to 
1.5kW)

WIFIPX2355 Wifipool CONNECT GO measuring box for water 
treatment (pH / RX / Level x2-Flow), expandable to pH 
and chlorine control.

WIFIPX2365 Wifipool CONNECT PRO measuring box (pH / RX /
Temp x2, Level x2 - Flow), expandable for control of 
pH, RX and heating.

WIFIPX2325 Wifipool module RX / flow / level incl probe Platinum 
+ clamp saddle 50mm > ½ inch + probe gland + USB 
transformer plug 1 connection.

WIFIPX2320 Wifipool module pH / flow / level incl probe + tapping  
saddle 50mm > ½ inch + probe gland + USB 
transformer plug 1 connection

WIFIPX2311 Wifipool module TLF (2x temp / flow / level) incl temp 
probe + clamp saddle 50mm > ½ inch + temp probe 
gland + USB transformer plug 1 connection.

Smart plug

Wi-Fi modified 
peristaltic pump

Rx module

pH module

TLF moduleSmart plug

Fully automated
Salt Electrolysis

Fully automated
pH Dosing

Fully automated
Heat Pump

Salt Electrolysis

PH Dosing

Pool Heating



PUMPS
BOMBAS       /       POMPE



POMPE

BOMBAS

PUMPS



ATECPOOL has developed an innovative range of 

pool pumps combining the new inverter SmartSaver 

and the new, high-efficiency synchronous motors 

with permanent magnets. 

The combination of these two technologies 

designed and developed entirely by ATECPOOL, 

assure  energy savings of over 80% compared to the 

traditional pumps. ATECPOOL is leading the market 

of Energy Saving technology for a better future.

Total adaptability, speed range from 1,200 RPM to 

2,900 RPM. With the increment of 50 RPM the pump 

automatically sets to the point of maximum savings.

ATECPOOL VARIABLE
SPEED PUMP

Working towards the green change
Atecpool Green Revolution



atecpool.com

Save more than 80% in energy cost

ATECPOOL
INVERPRO PUMP
INVERTER PUMP

Energy-Efficient Self-Priming Pump

Easy 
touch

Settable 
Timer

Save
Money

Certified 
Technology

Reduce CO₂ 
emmissions

Quiet
Pump

Ahorro de hasta un 80% de energía 
Économie jusqu`a 80 % en énergie

Bomba Inverter / Pompe Inverter

Bomba auto-aspirante de bajo consumo / Pompe Auto-amorçante Energie-econome
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Other pumps

Atecpool InverPro

InverPro VS Other Pumps(2.2kW)

(8.2 kWh 5.19h)
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TEL: 0086 20 37814527 FAX: 0086 20 37879695 Email: sales@aquagem.com.cn

AQUAGEM ELECTRIC LIMITED
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Atecpool InverPro
Inverter Pump

20% times quieter at full capacity 
Equipped with Inverter technology, Atecpool InverPro is 20 times quieter than other pumps on the market, down to 36.6 dB(A) at 1m.
Save Money: thanks to the Inverter Technology, the Atecpool InverPro pump consumes less energy than other on the market. 

Atecpool InverPro Pump

• Pre-filter with transparent 
lid in polycarbonate which 
allows easy observation of 
the pre-filter basket.

• Pump body made of 
polypropylene reinforced 
with fibreglass, resistant to 
the chemical products in 
the swimming pool.

• Noryl impeller with shaft in 
stainless steel AISI 316

• Mechanical seal in graphite 
and ceramics.

• Connections of suction and 
return at: Ø60.3 / 63mm 
bush connections.

Atecpool InverPro Specifications

Model Advised Pool 
Volume

Noise Level at 
10m

Noise Level 
at 1m

Input Power 
(p1)

Voltage Backwash Flow (m3/h) Connections

(m3) dB(A) dB(A) (kW) (V/Ph/Hz) Q max H max at 6m at 8m at 10m (mm)

ATECIP09 20~30 16.6~29.0 36.6~49.0 0.04~0.35

220~240v 
1ph

18.5 13.6 4.2~9.0 63

ATECIP11 25~40 17.7~30.4 37.7~50.4 0.07~0.5 23.5 17.5 9.6~15.0 4.5~11.5 63

ATECIP15 40~55 18.5~31.0 38.5~51.0 0.1~0.70 27.5 19.1 12.9~18.6 8.1~15.3 8.7~11.1 63

ATECIP22 60~80 20.0~33.1 40.0~53.1 0.14~1.0 32 21 13.5~23.1 12.0~20.1 10.9~16.5 63

20% más silenciosa a plena capacidad

Equipada con tecnología Inverter, Atecpool InverPro es 20 veces más silenciosa 
que otras bombas del mercado, hasta 36,6 dB (A) a 1 m.

Ahorre dinero: gracias a la tecnología Inverter, la bomba Atecpool InverPro 
consume menos energía que otras bombas.

20% fois plus silencieux à pleine capacité

Équipée de la technologie Inverter, Atecpool InverPro est 20 fois plus 
silencieuse que les autres pompes du marché, jusqu’à 36,6 dB (A) à 1 m.

Économiser de l’argent : grâce à la technologie Inverter, la pompe Atecpool 
InverPro consomme moins d’énergie que les autres pompes.

Atecpool InverPro
Bomba Inverter

Atecpool InverPro
Pompe Inverter

Other pumps

Atecpool InverPro

InverPro VS Other Pumps(2.2kW)

(8.2 kWh 5.19h)
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Atecpool InverPro Dimensions

Performance graph
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atecpool.com

ATECPOOL PUMP  
EUROMAX & EUROMAX+
NEW PUMPS

Self-Priming Pump

Bomba / Pompe

Bomba auto-aspirante / Pompe Auto-amorçante

Save
Money

Certified 
Technology

Green Technology
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Atecpool EuroMax
Self-priming Pump

Atecpool EuroMax
Self priming pump for above or in-ground swimming pools. 
Reinforced fiberglass body for maximum durability. Equipped with 
an advanced hydraulic design that enables high performance and 
reduces the noise to the minimum. Powerful motor with in-built 
thermal protector. Double protection to isolate water from electricity.

Atecpool EuroMax Specifications

• Pump body made of polypropylene, reinforced with fibreglass, resistant to the 
chemical products in the swimming pool.

• Noryl impeller with shaft in stainless steel AISI 316L.

• Mechanical seal in graphite and ceramic.

• Enclosed motor, totally silent, with IP-55 protection, 2,900 rpm, 220~240V - 50Hz 
single-phase.

• Connections of suction and return at 2 ¼” for Ø50 mm bush connections. 

• Suction and return unions D50 included

Atecpool EuroMax
Bomba auto aspirante

Atecpool EuroMax
Pompe auto amorçante

Atecpool EuroMax Pump Specifications
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EuroMax Pump Diagram

Self-Priming at 2 m

Thermal 
Protection

Connection of suction and 
return at G2-1/4 for 50 mm 
bush connection. 

CE and TÜV 
Certified

Class F (155)

IP55

6

Code Power 220-240V / 50Hz Manometric Height w.c.m

kW HP A Flow (m3/h)

2 6 8 10 12 14 16

AS050M 0,37 0,5 1,9 11 5 - - - - -

AS075M 0,55 0,75 2,7 15 11 7 3 - - -

AS100M 0,75 1 3,8 - 17 15 12 7 - -

AS150M 1,1 1,5 5,8 - 22 20 18 15 12 8

AS200M 1,5 2 7,0 - 28 25 23 21 18 14

Working conditions

Medium temp: 5 ~ 50°C

Environmental temp: <= 50°C

Max. working presure: 0.3 Mpa

Performance graph
2.5m

IP55
Class F

24

TÜV Rheinland
CERTIFIED
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Atecpool EuroMax+
Self-priming Pump

Atecpool EuroMax+ 
Self priming pump for above or in-ground swimming pools. 
Reinforced fiberglass body for maximum durability. 
Equipped with an advanced hydraulic design that enables high 
performance and reduces the noise to the minimum. Powerful 
motor with in-built thermal protector. Double protection to isolate 
water from electricity. 

Model L H

AS150SM 603 264

AS150ST 603 264

AS200SM 603 267

AS200ST 603 267

AS220SM 603 278

AS220ST 603 278

AS330SM 616 285

AS330ST 616 285

AS440SM 640 288

AS440ST 640 288

Atecpool EuroMax+ Specifications

• Pump body made of polypropylene, reinforced with fibreglass, resistant to the 
chemical products in the swimming pool.

• Noryl impeller with shaft in stainless steel AISI 316L.

• Mechanical seal in graphite and ceramic.

• Enclosed motor, totally silent, with IP-55 protection, 2,900 rpm, 220~240V - 50Hz 
single-phase or 380V - 50Hz three-phase.

• Connections of suction and return at 2 3/4” for Ø63 mm bush connections. 

• Suction and return unions D63 included

Atecpool EuroMax+
Bomba auto aspirante

Atecpool EuroMax+
Pompe auto amorçante

Atecpool EuroMax+ Pump Specifications

EuroMax+ Pump Diagram

Self-Priming at 2 m

Thermal 
Protection

Connection of suction and 
return at G2-3/4 for 63 mm 
bush connection. 

CE and TÜV 
Certified

Class F (155)

IP55

6

Code Power 220-240V / 50Hz 380-415V / 50Hz Manometric Height w.c.m

kW HP A (Mono Phase) A (Tri Phase) Flow (m3/h)

6 8 12 15 18 20 22

AS150SM
1,1 1,5

5,2 -
22 20 15 9 - - -

AS150ST - 2,8

AS200SM
1,5 2

7 -
28 26 22 19 13 3 -

AS200ST - 3,4

AS220SM
1,85 2,5

8,6 -
31 30 25 21 12 - -

AS220ST - 4,1

AS330SM
2,2 3

10 -
- 35 30 26 22 15 3

AS330ST - 4,8

AS440SM
3,0 4

14 -
- 39 34 31 26 23 16

AS440ST - 6,9

Working conditions: Medium temp: 5 ~ 50°C / Environmental temp: <= 50°C / Max. working presure: 0.3 Mpa

Performance graph

2.5m

IP55
Class F

24

TÜV Rheinland
CERTIFIED
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Atecpool Malta
Self-priming Pump

Atecpool Malta Pump

C

F

E

DI

DA

H

G

IB

J

A

2,900
RPM

Atecpool Malta
Bomba auto aspirante

Atecpool Malta
Pompe auto amorçante

Features

• Double connection, thread and 
fittings

• 2” female thread, fittings glue DN63

• Large pre-filter basket

• Cataphoresis painting

• Aluminium support base

• Stainless steel screws AISI-304

• IE3 Asynchronous motor at 2900 
rpm (3450 rpm @ 60 Hz)

• Lubricated bearings for life

• IP-55 grade, Class F Insulation

Design Features

• Polypropylene + Fiberglass 

• AISI 316 stainless steel shaft

• Impeller in Noryl

• Mechanical seal in stainless 
steel AISI-316

• Polycarbonate prefilter

Code HP kW I II III A B C E F G H I J DNI / DNA

230 230 400 (mm)

AMTA050M
AMTA050T

0,5 0,37
4,2
-

-
3

-
1,7

542 332 278 270 216 322 220 160 400 D63 int 2”

AMTA075M
AMTA075T

0,75 0,55
5
-

-
3,5

-
2

542 332 278 270 216 322 220 160 400 D63 int 2”

AMTA100M
AMTA100T

1 0,75
5,5
-

-
3,8

-
2,2

542 332 278 270 216 322 220 160 400 D63 int 2”

AMTA150M
AMTA150T

1,5 1,1
7,3
-

-
5

-
2,9

542 332 278 270 216 322 220 160 400 D63 int 2”

AMTA200M
AMTA200T

2 1,5
9,2
-

-
6

-
3,5

572 332 278 270 216 322 220 160 400 D63 int 2”

AMTA300M
AMTA300T

3 2,2
12,2
-

-
8,6

5 572 332 278 270 216 322 220 160 400 D63 int 2”

Performance graphic

Atecpool Malta

Performance graph
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ATECPOOL 
SOLAR PUMP
FOR SOLAR PANELS

Leading the green revolution

Bomba Solar / Pompe Solaire

Bomba solar auto-aspirante / Pompe solaire Auto-amorçante

Green Technology

Solar Energy & 
Electrical Grid Power

Atecpool Green 
Revolution

Easy touch 
screen

Settable 
Timer

Save
Money

Certified 
Technology

Reduce CO₂ 
emissions

Quiet
Pump

atecpool.com
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Atecpool Solar Pump > The Green Revolution

Centrifugal pump, to be directly connected to solar panels, or alternatively it can be connected to an electrical grid.

Atecpool Solar Pump
Direct Connection to Solar Panels

Atecpool Solar Pump Specifications

• High energy efficiency achieved due to photovoltaic panels

• Variable speed operation depending on solar radiation

• Electronic configuration improves duty point

• Energy saving due to solar panel power

• Low noise operation

• IP55 for humid and dusty environments

• Good mechanical integration of motor and inverter

• Powered either by solar panels or standard AC/DC with 
optional module

• Integrated inverter: built in aluminium with an independent 
ventilation system to guarantee excellent thermal 
performance

• Synchronous three-phase motor: high efficiency permanent 
magnets

• Mobile APP and Bluetooth connection used to set  
and monitor different parameters

Pump materials

• Pump body: polypropylene +30% GF.

• Impeller and diffuser: noryl + 30% GF.

• Shaft: stainless steel AISI 316L.

• Mechanical seal: carbon + resin - ceramics.

• Prefilter cover: polycarbonate.

• Prefilter basket: polypropylene +5% GF.

Atecpool Solar Pump

Model Rated 
Frequency

Input 
Current 

Input 
Voltage

Enclosure 
Rating

Motor 
insulation

Communication Input Output settings In-out

(Hz)

ASOLAR100 48 ~ 62 11A PF:1 90~400VDC 
1x90-265VAC

IP55 (NEMA-4) Class F RS485, MODBUS 
RTU protocol

4 analog inputs  
(10 or 15 VDC)

Two digital output 
N.O. or N.C.

1 ½”

Atecpool 
Solar Pump

Atecpool Solar Pump
Bomba Solar

Atecpool Solar Pump
Pompe solaire

Atecpool Bomba Solar Bomba centrífuga, para conectar directamente a 
paneles solares. O alternativamente se puede conectar a una red eléctrica.

Atecpool Pompe Solaire - Pompe centrifuge, à raccorder directement aux 
panneaux solaires. Ou alternativement, il peut être connecté à un réseau 
électrique.
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Atecpool SmartSaver Specification

Model Operation 
Condition

Input 
Power 

Input
Voltage

Frequency Output 
Voltage

Output
Power

Output 
Current

Enclosure 
Rating

Pump 
Type

Speed
Range

(C°) (AC) (V) (Hz) (V) (W) (A) (RPM)

SS100 -10 ~ 40°C 1ph AC 220V~240V 50 Hz 1ph, 0~240V Max 1.1kW Max 6A IP65 1 phase 1200~2900

SS200 -10 ~ 40°C 1ph AC 220V~240V 50 Hz 1ph, 0~240V Max 2.2kW Max 12A IP65 1 phase 1200~2900

SS103T -10 ~ 40°C 1ph AC 220V~240V 50 Hz 3ph, 0~240V Max 1.1kW Max 4.5A IP65 3 phase 1200~2900

SS203T -10 ~ 40°C 1ph AC 220V~240V 50 Hz 3ph, 0~240V Max 2.2kW Max 8A IP65 3 phase 1200~2900

Atecpool Pool Controls
SmartSaver Frequency Inverter
SmartSaver for smart savings  
Frequency inverter is a device that converts alternating current of one frequency to another frequency, the result of this 

conversion leads to a motor speed change in pool pump application. You can choose between 35 different speeds between 

1200 ~ 2900 RPM with an increment of 50 RPM, to meet different applications that do not need the full speed and power of the 

pump, like heating, filtration, circulation. 

SmartSaver Added Benefits 
Timer program 4: timers for 24-hour operation, each with an individual speed for different 

pool features, filtration or heating, better take advantage of electricity tariffs at different times 

during the day

Ahorro de hasta un 80% de energía 
Économie jusqu`a 80 % en énergie

SmartSaver para ahorros inteligentes

El inversor de frecuencia es un dispositivo que convierte la corriente alterna de 
una frecuencia a otra frecuencia, el resultado de esta conversión conduce a un 
cambio de velocidad del motor de la bomba de la piscina. Puede elegir entre 
35 velocidades diferentes entre 1200 ~ 2900 RPM con un incremento de 50 
RPM para cumplir con diferentes aplicaciones que no necesitan la velocidad y 
potencia total de la bomba, como calefacción, filtración, circulación y aspiración. 

SmartSaver pour une économie intélligente

Le regulateur de vitesse  est un convertisseur de fréquence, dont la 
conversion permet un changement de la vitesse moteur . 35 vitesses 
differentes entre 1200-2900 RPM sont possibles , avec des accroissements 
de plages 50 RPM pour differents applications ne nécessitant pas puissance 
et vitesse maximale, par example pour Chauffage , filtration , et circulation. 

Atecpool SmartSaver
Inversor de frequencia

Atecpool SmartSaver
Regulateur de vitesse

Beneficios adicionales de SmartSaver

Programa temporizador de 4 memorias: para 
operaciones de 24 horas, cada uno con una velocidad 
individual para diferentes características de la piscina, 
filtración o calefacción, aproveche mejor la tarifa 
eléctrica a diferentes horas del día.

Avantages supplémentaires de SmartSaver

Programme de minuterie 4: des minuteries pour un 
fonctionnement de 24 heures, chacune avec une 
vitesse individuelle pour différentes caractéristiques 
de la piscine, la filtration ou le chauffage, mieux profiter 
du tarif électrique à différentes heures de la journée.

2.5m

IP55
Class F

24

TÜV Rheinland

CERTIFIED

 100(d BA) 20 30 70605040

Pump

Pump + Smart Saver

Noise Level Comparison Noise Level Comparison 

 100(d BA) 20 30 70605040

Pump

Pump + Smart Saver

 100(d BA) 20 30 70605040

Pump

Pump + Smart Saver
 100(d BA) 20 30 70605040

Pump

Pump + Smart Saver

 100(d BA) 20 30 70605040

Pump

Pump + Smart Saver

 100(d BA) 20 30 70605040

Pump

Pump + Smart Saver

80% Energy Savings / Ahorros de 80% de energía / 80 % 
d´Economie d´énergie

Improved filtration / Filtración mejorada / Filtration 
améliorée

4 Timers for 24-hours operation / 4 temporizadores 
para funcionamiento las 24 horas / 4 règlages pour un 
fonctionnement 24 h

25% sound level reduction / 25% de reducción del nivel 
de ruido / 25 % réduction niveau sonore

Longer Lifespan / Vida útil más larga / Cycle de vie 
prolongé
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FILTRATION
FILTROS       /       FILTRATION
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FILTRATION

FILTROS

FILTRATION
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ATECPOOL Filters are developed for an efficient 

and high-performance mechanical filtration to 

ensure crystal clear water quality. 

 

ATECPOOL Reg-X Regenerative Media Filter uses 

patented technology to uniquely provide 1 micron 

filtration performance, compared to the 30-40 

micron particles removed in traditional sand or 

glass filters. Reg-X Regenerative Media Filter is 

unique filtration technique based on a patented 

technology. Saving more water, chemicals, energy, 

and space compared to traditional sand and 

glass filters. 96% water savings during backwash 

and thanks to the fully automized self-cleaning 

mechanism, avoids all manual cleaning and 

maintenance for Reg-X filters.

ATECPOOL 
POOL FILTRATION



atecpool.com

ATECPOOL
FILTRATION
NEXT GENERATION OF FILTERING

The healthy core of a swimming pool

Atecpool Filtros / Filtres Atecpool

El núcleo saludable de su piscina / Le coeur santé de votre piscine

Green Technology

Water
Care

Great 
Finishing

Long  
life-span

High
Quality
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Atecpool Ocea
Laminated Filter

Ocea Top Mounted Sand Filters

Ocea Side Mounted Sand Filters

• Maximum working temperature 40°C

• Fiberglass reinforced polyester base

• Injected interior parts in ABS and PVC

• Collector system using laterals 0.3mm slot

• Equipped with 2” sand/water drain 

• All gaskets in silicon 

• Maximum working pressure: 2.5 kg/cm2.

• Supplied with MPV 

• Closed top lid in two options  
- Transparent Glass Lid with nuts and gaskets (Side MPV Filters) 
- Injected ABS with nuts and gaskets (Top MPV Filters)

These codes include the filter valve. Velocity=50m3/h/m2

Maximum filtration velocity: 50m3/h/m2  

Maximum working pressure: 2.5 kg/cm2 

Testing Pressure: 4kg/cm2.

Velocidad máxima de filtración: 50m3/h/m2  

Presión máxima de trabajo: 2.5 kg/cm2 

Presión de prueba: 4kg/cm2.

Vitesse filtration maximale: 50m3/h/m2  

Pression maximal: 2.5 kg/cm2 

Pression essai: 4kg/cm2.

Recommended to  
be used with  

Activated Filtration 
Media

Recomendado para usarse con medios de 
filtración activados / Recommendé avec 
media filtration actif

Ocea Laminated Filter Specifications
Atecpool innovative design and advanced technology offers superior filtration performance and crystal clear water. Body in laminated 
Fiberglass, reinforced with polyester, making the filter fully anti-corrosive.

Especificaciones del filtro laminado Ocea 

El diseño innovador y la tecnología avanzada de Atecpool ofrecen un 

rendimiento de filtración superior y agua cristalina. Cuerpo laminado 

en fibra de vidrio reforzado con poliéster haciendo que el filtro sea  

totalmente anti-corrosivo..

Charactéristiques filtre laminé Ocea

Le design innovatif d´Atecpool , et une technologie avancée offrent une 
filtration supérieure ,et une eau limpide . Corps de filtre laminé en fibre de 

verre renforcé evitant toute corrosion 

Atecpool Ocea
Filtro  Laminado

Atecpool Ocea
Filtre laminé polyester

Code Diameter Max Flow Valve  
Connections

Sand

Ø mm m³/h mm Kg

065450 450 8 50 80

065500 500 10 50 90

065650 650 15 50 140

065760 760 22 63 305

065800 800 24 63 325

065950 950 30 63 530

Code Diameter Max Flow Valve  
Connections

Sand 

Ø mm m³/h mm Kg

066450 450 8 50 80

066500 500 10 50 90

066650 650 15 50 140

066760 760 22 63 305

066800 800 24 63 325

066950 950 32 63 530

Code Diameter Valve 
Connection

Filtration 
Area

Dimensions (mm)

A B D

TOP MOUNTED Ø mm mm m2 mm

065450 450 50 0.14 650 830 450

065500 500 50 0.20 750 930 500

065650 650 50 0.30 850 1030 650

065760 760 63 0.42 1000 1180 760

065800 800 63 0.46 1030 1210 800

065950 950 63 0.60 1030 1210 950

SIDE MOUNTED mm A B D C

066450 450 50 0.16 290 410 450 700

066500 500 50 0.20 300 420 500 800

066650 650 50 0.30 320 440 650 900

066760 760 63 0.44 360 560 760 1030

066800 800 63 0.48 380 580 800 1080

066950 950 63 0.64 380 580 950 1080
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ATECPOOL
REG-X FILTER
REGENERATIVE FILTER

The next generation of filtering systems

Filtro regenerativo / Filtre Régénératif

Próxima generación para sistemas de filtrado / Nouvelle génération pour les systèmes de filtrage

The Green Way to Filter Water 

El método verde para filtrar agua 
La méthode verte pour filtrer l’eau

Easy 
touch

Save
Money

Patented 
Technology

Silent
Operation

atecpool.com
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Atecpool Reg-X
Filtro Regenerativo

Atecpool Reg-X
Filtre Régénératif

The Reg-X Regenerative Media Filter uses patented 
technology to uniquely provide 1 micron filtration 
performance, compared to the 30-40 micron particles 
removed in traditional sand or glass filters. Reg-X Regenerative 
Media Filter is unique filtration technique based on a patented 
technology. Which saves more water, chemicals, energy, and 
space compared to traditional sand and glass filters.

Atecpool Reg-X Filter 
Regenerative Media Filter 

Atecpool Reg-X Filter Specifications

Model Diameter Height Filtration 
Area

Filtration 
Velocity

Flow 
rate

Perlite 
Weight

In / Out Drain / 
Recirculation 
/Rinse

Weight Operating 
Weight

Water 
Volume

Footprint

(mm) (mm) (m2) (m3/h/m2) (m3/h) (kg) (mm) (kg) (kg) (ltrs) (m2)

RF-PRFV-620  620  1850 14.2
2.5 36

4 D125 2"  110  570  450 0.3
4.5 64

RF-PRFV-750  750  1900 21.8
2.5 54

6 D140 D75  160  850  675 0.44
4.5 98

RF-PRFV-900  900  1950 31.6
2.5 79

9 D160 D90  210  1230  1000 0.64
4.5 142

RF-PRFV-1050  1050  2050 50.1
2.5 125

15 D200 D110  275  1675  1375 0.87
4.5 225

RF-PRFV-1200  1200  2100 64.8
2.5 162

18 D250 D125  320  2205  1850 1.13
4.5 292

RF-PRFV-1400  1400  2200 90.7
2.5 227

27 D315 D160  450  3120  2625 1.54
4.5 408

RF-PRFV-1600  1600  2200 114.3
2.5 286

32 D315 D160  600  4085  3425 2.01
4.5 514

36
m 3 / h

514
m 3 / h

TO

Atecpool Reg-X Filter Specifications

• Working pressure: 2.5 Bar

• Testing pressure: 4.0 Bar.

• Built in Fiberglass Reinforced Polyester (FRP). 

• No bumping or hammering.

• Hoses made with AISI316 stainless steel core covered with high 
tenacity polymer fiber. EPDM gaskets.

• Patented automatic self-cleaning and rinse system.

• Patented automatic active perlite regeneration system without vibrations or impacts.

• Automatic perlite coating system.

• Control panel with SIEMENS S7 PLC, display and control screen (HMI SIEMENS 7”), instrumentation and sensors.

• Supply of high performance blower pump for regeneration system, and a vacuum machine for perlite loading.

• Polyethylene strainer for self-cleaning system.

SAVINGS OF 

96%
IN WATER

Atecpool Reg-X Filter
Regenerative Media Filter

Reg-X Regenerative Media Filter traps particles on the surface of its flexible tubes, 
coated with micronized perlite media, during the filtration cycle. When the perlite 
becomes loaded, Reg-X triggers self-cleaning mechanism, a completely automated 
process (patented technology) avoiding complicated cleaning and maintenance 
operation, unlike similar regenerative filters in the industry. Reg-X stands for filtration 
performance to 1 Micron to provide the best water clarity, and energy, water and 
space savings.

96% water savings during backwash, and thanks to the automised self-cleaning 
mechanism, avoids all manual cleaning and maintenance for Reg-X filters.
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Atecpool Reg-X
Filtro Regenerativo

Atecpool Reg-X
Filtre Régénératif

Atecpool Reg Stark Filter Specifications

WAVE PARK ( Turtle Island, Siheung , Corea del Sur), 2020
4 módulos de 900 x 2.700 mm

2.400 m3/h

Atecpool Reg-Stark
Regenerative Media Filter

Atecpool Reg-Stark AISI-316L Series
Stainless Steel Filter

Atecpool Reg-Stark AISI-316L Specifications

• Working pressure : upto 10 Bar

• Testing pressure: upto 12 Bar.

• Supply of a regenerative filter of micronized perlite filter media:

• RF-316L, flow rates between 15 and 540 m3/h at between 2.5 and  
4.5 m3/h/m2 filter rates, inlet/outlet D75-D315 mm, filter area of 6.0 to 
120.0m2, max. differential pressure 0.9 bar, perlite weight 2 to 32 kg.

• Built in AISI 316L stainless steel.

• No bumping or hammering.

• Hoses made with AISI316 stainless steel core covered with high tenacity 
polymer fiber. EPDM gaskets.

• Patented automatic self-cleaning and rinse system.

• Patented automatic active perlite regeneration system without vibrations 
or impacts.

• Automatic perlite coating system.

• Supply of the filter with its control panel, SIEMENS S7 PLC, display and 
control screen (HMI SIEMENS 7-inch), instrumentation and sensors.

• Supply of high performance blower pump for regeneration system, and  
a vacuum machine for perlite loading.

• Polyethylene strainers for self-cleaning and regeneration systems.

Installation site - Turtle Island, South Korea

Savings are extreme with Reg-X Regenerative Media Filters 

Reg-X facilitates pump room space savings due to the fact that the 
minimum number or size of Reg-X filters provides the best filtration 
performance in comparison with many large traditional sand/glass 
filters. Reg-X filters can be 75% smaller in footprint than similar sized 
sand/glass filters. Savings related to plumbing, quantity of pumps and 
savings on chemicals makes Reg-X the most economic solution for 
water filtration. 

Model Diameter Height Filtration 
Area

Filtration 
Velocity

Flow 
rate

Perlite 
Weight

In / Out Drain / 
Recirculation 
/Rinse

Weight Operating 
Weight

Water 
Volume

Footprint

(mm) (mm) (m2) (m3/h/m2) (m3/h) (kg) (mm) (kg) (kg) (ltrs) (m2)

RF-316L-400  400  1800 6.0
2.5 15

2 D75 1 ½" Ball  260  440  180 0.13
4.5 27

RF-316L-600  600  1900 15.8
2.5 40

4 D125 2" Ball  330  750  420 0.28
4.5 71

RF-316L-800  800  1950 30.9
2.5 77

9 D160 D90  545  1315  770 0.5
4.5 139

RF-316L-1000  1000  2050 52.0
2.5 130

15 D200 D110  805  2075  1270 0.79
4.5 234

RF-316L-1200  1200  2100 68.2
2.5 170

18 D250 D125  1125  3025  1900 1.13
4.5 307

RF-316L-1400  1400  2200 93.0
2.5 232

27 D315 D160  1400  3880  2480 1.54
4.5 418

RF-316L-1600  1600  2200 120.0
2.5 300

32 D315 D160  1720  5260  3540 2.01
4.5 540

15
m 3 / h

540
m 3 / h

TO

SS316L
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Atecpool Reg-X
Filtro Regenerativo

Atecpool Reg-X
Filtre Régénératif

Atecpool Control Panel
For Reg-X and Reg-Stark

Control Panel for Atecpool Regenerative Filter

Installation scheme for Atecpool Reg-X Filter 

Installation scheme for REG-X Filter

atecpool.com

   20. Pressure Sensor (PT2)

   21. - Connection to Di�erential Pressure Switch (DPS)

   22. Pressure Sensor (PT1)

   23. + Connection to Di�erential Pressure Switch (DPS)

   24. Control Panel

   25. 7" HMI

* 26. Variable Frequency Drive (VFD)

   27. Vacuum Transfer Unit

   28. Vacuum Transfer Hose

   29. Perlite Loading Hose

* 30. Air Compressor (8 bar, min. 10 litres)

* 31. Water Separator

   32. Di�erential Pressure Switch (DPS)

   33. Upper Manhole

   34. Lower Manhole

   35. Viewing Window

* Not Included

   1. EV1 Suction Head PV (pneumatic valve)

   2. EV2 Impeller Head PV

   3. EV3 Recirculation PV

   4. EV4 Blower PV

   5. EV5 Self-Cleaning PV

   6. EV6 Drain PV

   7. EV7 Air Bleed PV

   8. EV8 Rinse PV

* 9. Pumps

   10. Blower Pump

   11. Self-Cleaning System Strainer

   12. Manual 2" Ball Valve

   13. Vacuum Transfer Valve

   14. Perlite Loading Valve

   15. Triple E�ect Suction Valve

   16. Level Sensor (HLS & LLS)

   17. Clamp Saddle

   18. Flow Sensor (FT)

* 19. Manual Valves

32

9

19

19

19

19

19

19

19

19

9

50

2624

27

28

31

30

29

33

1716

8 2

14

5

11
4

6

34

22 23

To pool

From pool

18

1

19

12

10

13

3

7

35

20

21

500 x 600 mm

200 x 145 mm

Atecpool Reg-X Filter Specifications
1. EV1 Suction Head PV (pneumatic valve)
2. EV2 Impeller Head PV
3. EV3 Recirculation PV
4. EV4 Blower PV
5. EV5 Self-Cleaning PV
6. EV6 Drain PV
7. EV7 Air Bleed PV
8. EV8 Rinse PV
9. Pumps (*)
10. Blower Pump

11. Self-Cleaning System Strainer
12. Manual 2” Ball Valve
13. Vacuum Transfer Valve
14. Perlite Loading Valve
15. Triple Effect Suction Valve
16. Level Sensor (HLS & LLS)
17. Clamp Saddle
18. Flow Sensor (FT)
19. Manual Valves (*)
20. Pressure Sensor (PT2)

21. Connection to Differential  
Pressure Switch (DPS)
22. Pressure Sensor (PT1)
23. + Connection to Differential  
Pressure Switch (DPS)
24. Control Panel
25. 7” HMI
26. Variable Frequency Drive (VFD) (*)
27. Vacuum Transfer Unit
28. Vacuum Transfer Hose

29. Perlite Loading Hose
30. Air Compressor (8 bar, min. 10 litres) (*)
31. Water Separator (*)
32. Differential Pressure Switch (DPS)
33. Upper Manhole
34. Lower Manhole
35. Viewing Window

(*) = Not included

Reg-X Filter Highlights
• Filtration process: Vertical regenerative filtration with micronized perlite filter media, fully 

automated (except perlite refilling), active regeneration system.

• Internal lining: Filter laminated with isophthalic polyester resin, reinforced with fiberglass, and 
internally painted with isophthalic top coat. Exterior coating with NPG isophthalic top coat.

• Internal separating plates in isophthalic resin with high chemical and mechanical resistance, 
reinforced with fiberglass.

• Upper and front manholes: plates laminated with isophthalic polyester resin, reinforced with 
fiberglass, and painted with isophthalic top coat.

• Diffuser/Internal collector: PVC PN10 pipe with external connection to flat flange according to 
DIN-2576 PN-10 in PVC-U.

• Supplied with air purge valve (triple action valve), 1 level transmitter, 2 analog pressure 
transmitter, 1 analog flow transmitter, 1 differential pressure switch, 1 safety pressure switch, 1 
control panel, 1 display touch screen (Siemens HMI control 7”), 1 blower pump, 1 vacuum cleaner 
for perlite filling, 2 polyethylene strainers for self-cleaning system.

• Maximum working temperature: 50ºC

• Operation with simple effect pneumatic valves (8) and 24VDC piloting.

• Automated system (Patented): This entire process is fully automatic, using pneumatic valves 
commanded by a PLC and operated with Display touch screen controls (Siemens HMI control 7”)

• Self-cleaning system
• Rinsing system
• Perlite active regeneration system without impacts or vibrations (using pressurized air)

• Remote Access for monitoring and control

• System without backwash
• Filter rates between 2.5 and 4.5 m3/h/m2

Wi-Fi
connection
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Atecpool Pneumatic Valves and Accessories
For Reg-X and Reg-Stark

Atecpool Butterfly Valves
With pneumatic actuator / SE / EPDM 

Atecpool Ball Valves
With pneumatic actuator / SE / EPDM 

Air compressor

Atecpool Air Blower

Vacuum Machine

Model Description Total units

(per box)

1009130 Butterfly Valve Pneumatic PVC EPDM D75 1

1009138 Butterfly Valve Pneumatic PVC EPDM D110 1

1009109 Butterfly Valve Pneumatic PVC EPDM D125 1

1009110 Butterfly Valve Pneumatic PVC EPDM D140 1

1009116 Butterfly Valve Pneumatic PVC EPDM D160 1

1009117 Butterfly Valve Pneumatic PVC EPDM D200 1

1009118 Butterfly Valve Pneumatic PVC EPDM D250 1

1009873 Butterfly Valve Pneumatic PVC EPDM D315 1

Model Description Total units

(per box)

1009255 Ball Valve Pneumatic PVC EPDM 1” 1

1009230 Ball Valve Pneumatic PVC EPDM 1 1/4” 1

1009232 Ball Valve Pneumatic PVC EPDM 2” 1

Atecpool pneumatic actuator Model Description Total units

(per box)

H085DE Pneumatic Actuator PVC EPDM 1

Model Description Total units

(per box)

BAC100 Air compressor 8 bar / 15 ltrs 1

Model Description Total units

(per box)

AH210-131 Air Blower 0.75 kW/145m3/hr 230V 160mbar 1

Model Description Total units

(per box)

BAY30 Vacuum Machine with longer tubes 1.2 kW 1



42 atecpool.com

Atecpool Válvulas
Válvulas 

Atecpool Vannes
Vannes

Atecpool Multiport Valves
Six-way valves

Functions

• Filter: Normal filtration and vacuuming.

• Backwash: Cleaning filter by reversing water flow.

• Rinse: Used after backwash to flush dirt from valve and pipes.

• Waste: Filter by-pass option to discharge dirt from vacuuming to waste or to lower water level.

• Recirculate: Filter by-pass option to circulate water back to pool directly

• Close: Stops all flow to filter or pool.

• Housing, cover and handle are made of ABS, gasket in EPDM and metallic components in S.S. and 
distributor in PPE.

• Multiport valves (MPV) are available in 2 different configurations.

• Top and Side Multiport valves:

• Top Multiport valve has two connections. 1½” and 2”.

• Side Multiport valve has three connections. 1½” and 2”.

• The design offers a wide range of possibilities to any installation, assuring perfect water-tightness 
and comfortable handling.

• With an innovative design, ease of handling and maximum reliability, these multiport valves are a basic 
element in achieving the perfect condition of your pool.

63 mm TOP multiport 
valve OCEA Filter

50mm  SIDE multiport 
valve OCEA Filter

63 mm SIDE multiport 
valve OCEA Filter

Code Dimension Colour Weight Volume 
pkg

mm inch kg m3

0663003 63 2” Black 5 0.028

Code Dimension Colour Weight Volume 
pkg

mm inch kg m3

0663005 50 1 1/2” Black 3.8 0.02

Code Dimension Colour Weight Volume 
pkg

mm inch kg m3

0663007 63 2” Black 5 0.04
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Atecpool Barent
1 / 1.2mts bed filter

Atecpool Barent
Filtro semi comercial

Atecpool Barent
Filtre pour piscine semi-commercial

Atecpool Barent Filter

Made with high industrial standards, reinforced fibreglass tank, UV resistant 
treatment. With side hole and sightglass. 2” connection.

Filters diameter: 620, 750 and 900mm. Includes pressure gauge and 6-way.

multiport valve 2”. Bed depth: 1 or 1.2 metres. Versions with laterals or bottom 
nozzle, plates, available.

Atecpool Barent  Specifications

• Top lid of easy opening.

• Folding diffuser to facilitate the loading of filtrant 
media.

• Side hole to facilitate the discharge of filtrant 
media and the access to the interior parts.

• Drain set designed to facilitate the emptying of 
water and sand.

• Internal air purge to prevent the formation of air 
bubbles inside the filter.

Atecpool Barent Filter Specifications

Functions
• Working pressure 0,6 -1,6 kg/cm²

• Maximum pressure 2 kg/cm²

• Testing pressure 3 kg/cm²

• Operating temperature 1º - 40ºC

• Top hole Ø 220 mm

• Side hole Ø 220 mm

• Drain water/sand 1”

Model Collector Ø Filtering Surface Flow Dimensions (mm) Gravel
(1-2mm)

Sand
(0,4-0,8mm)

bed depth (mm) (m²) (20 m³/h) (30 m³/h) A B C D E (Kg) (Kg)

BA620B10 Laterals 1.0 620 0,30 5,7 9,4 1645 620 728 868 1000 75 425

BA750B10 Laterals 1.0 750 0,44 8,3 13,8 1645 750 728 868 1000 75 575

BA900B10 Laterals 1.0 900 0,64 11,9 19,9 1645 900 728 868 1000 100 825

BA620B12 Laterals 1.2 620 0,30 5,7 9,4 1845 620 728 868 1200 75 525

BA750B12 Laterals 1.2 750 0,44 8,3 13,8 1845 750 728 868 1200 75 725

BA900B12 Laterals 1.2 900 0,64 11,9 19,9 1845 900 728 868 1200 100 1025

BA620P12 Bottom plate 1.2 620 0,30 5,7 9,4 1845 620 728 868 1200 75 500

BA750P12 Bottom plate 1.2 750 0,44 8,3 13,8 1845 750 728 868 1200 75 725

BA900P12 Bottom plate 1.2 900 0,64 11,9 19,9 1845 900 728 868 1200 100 975

Atecpool Barent Filter dimensions

Filtration Bed 1 or 1.2 meters
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Atecpool Baltico
1.2 meter Bed Filter

Atecpool Baltico
Filtro de alto rendimiento

Atecpool Baltico
Filtre de haute performance

Atecpool Baltico  
Commercial filters for public pools, made to industrial standards, reinforced fibreglass tank, 
UV resistant. Bottom with nozzles plate. Top lid and side lid of 400mm made in reinforced 
fibreglass. Equipped as standard with overpressure safety valve.

Atecpool Baltico  Specifications
• Bed depth: 1,2 meter.

• Drain set dia 75mm. plug 1”.

• PVC connection flanges.

• Filter with special ozone treatment available 
under request.

• OPTIONAL: 5 valves battery with PVC 
connections.

• OPTIONAL: sight glass FIMIR400 (2 units).

• OPTIONAL: side manhole FIBHL400.

Functions
• Working pressure: 0,6 - 2 kg/cm²

• Maximum pressure: 2,5 kg/cm²

• Testing pressure: 3,75 kg/cm²

• Operating temperature: 1º - 40ºC

• Top lid: Ø 400 mm

• Side manhole: Ø 400 mm

• Drain water/sand 1” / 3”

• Bed depth: 1200 mm

• Two sightglasses (optional) Ø 90 mm 

Atecpool Baltico Filter dimensions

Atecpool Baltico Filter Specifications

Code Ø Connection Filtration Area Filtration 
Velocity

Max 
Flow

Dimensions (mm) Gravel  
(1-2mm)

Sand  
(0.4-0.8mm)

mm mm m² m³/h/m² m³/h A B C D E (Kg) (Kg)

BTC105020 1050 63 0.87 20 17 2037 1050 917 1437 861 200 1320

BTC105034 1050 75 0.87 30-40 26-34 2037 1050 917 1437 861 200 1320

BTC105050 1050 90 0.87 50 43 2037 1050 917 1437 861 200 1320

BTC120023 1200 75 1.13 20-30 23-34 2037 1200 917 1437 861 250 1740

BTC120045 1200 90 1.13 40-50 45-56 2037 1200 917 1437 861 250 1740

BTC120055 1200 110 1.13 50 60 2037 1200 917 1437 861 250 1740

BTC140020 1400 75 1.54 20 31 2037 1400 917 1437 861 375 2460

BTC140030 1400 90 1.54 30 46 2037 1400 917 1437 861 375 2460

BTC140045 1400 110 1.54 40-50 62-77 2037 1400 917 1437 861 375 2460

BTC160020 1600 90 2.01 20 40 2037 1600 917 1437 861 500 2820

BTC160034 1600 110 2.01 30-40 60-80 2037 1600 917 1437 861 500 2820

BTC160050 1600 125 2.01 50 100 2037 1600 917 1437 861 500 2820

BTC180020 1800 90 2.54 20 51 2262 1800 932 1652 861 750 4020

BTC180030 1800 110 2.54 30 76 2262 1800 700 1652 861 750 4020

BTC180040 1800 125 2.54 40 102 2262 1800 700 1652 861 750 4020

BTC180050 1800 140 2.54 50 125 2262 1800 700 1652 861 750 4020

BTC200020 2000 110 3.14 20 63 2262 2000 700 1652 861 1000 5160

BTC200030 2000 125 3.14 30 94 2262 2000 700 1652 861 1000 5160

BTC200040 2000 140 3.14 40 125 2262 2000 700 1652 861 1000 5160

BTC200050 2000 160 3.14 50 157 2262 2000 700 1652 861 1000 5160

Filtration Bed 1.2 meter
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Atecpool Filter Media
Medios filtrantes de vidrio virgen

Atecpool Barent
Médias filtrants en verre vierge

Atecpool Filter Media
Virgin Glass Filter Media

Nature Works® - High Calibration Filtration Media

Nature Works® is the latest generation filter media based on virgin recycled glass, 
designed exclusively for water filtration. Just by changing your current filter 
media to Nature Works® you will maximize every standard filter’s performance.

The efficiency of Nature Works® is based on the elimination of the most 
common particles found in swimming pools that make water go misty. This 
simultaneously maximizes savings and efficiency. We achieve this thanks to a 
highly selected grain curve and to a surface treatment technology of the grains, 
which allows us to avoid Biofilm, keep the microchannels open and make the 
particles totally safe to handle.

Nature Works® - NW40 Green Glass Media

Nature Works® NW40 is a family of filter media based on recycled glass that has 
been developed exclusevely for liquid filtration. Among other features, it has been 
purified through the most advanced ecological process and is packaged in HQ 
recyclable bags. Each type of industrial filtration has different typical suspended 
matter with different size ranges, therefore each “stage type” of Nature Works®  
NW40 is focused on retaining different size ranges, simultaneously optimising 
savings, efficiency and maximizing utility. The target size ranges are enforced using 
the High Calibration Technology, which allows to control the size and proportion of 
the micro channels formed in the filter mass to create different “stage type” settings.

Nature Works®  
Stage 0

Nature Works® 
Stage 1

Description Technical glass high-calibrated for water treatment Technical glass high-calibrated for the filtration of the 
swimming pool water and for water treatment

Composition SiO2(74%), Na2O(11%), CaO(10%) SiO2 (74%); Na2O (11%); CaO (10%) / Purity Level: at least 
99.999%, (below detection limit)

Colour Transparent (Made exclusively from recycled flat glass)

Particle Density 2.490 kg/m³

Bulk Density 1.335 kg/m³

Granulometry 1,5 - 2,5 mm 0,6 - 0,8 mm

Packing 20 kg, recyclable paper bag UV-resistant / 1000 kg Bulk Bag

Filter Filling 20% of Nature Works Stage 0  - as bottom layer 
80% of Nature Works Stage 1 - as top layer

NW40 
Stage 0

NW40  
Stage 1

Description High-Calibration glass media for water filtration.

Composition SiO2(74%), Na2O(13%), CaO(10.5%), AI2O3(1.3%), K2O(0.3%), SO3(0.2%), MgO(0.2%), Fe2O3(0,04%), TiO2(0.01%)

Colour Multicoloured Glass

Particle Density 2.490 kg/m³

Bulk Density 1.290 kg/m³ 1.335 kg/m³

Granulometry 1,5 - 2,5 mm 0,6 - 1,2 mm

Packing 20 kg, recyclable paper bag UV-resistant / 1000 kg Bulk Bag

Installation 20% of NW40 Stage 0  - as bottom layer 
80% of NW40 Stage 1 - as top layer

IFTS LABS

T E S T E D

99.64%
FILTRATION
PERFORMANCE MAXIMUM

ENERGY
SAVING

IFTS TESTED



46 atecpool.com

POOL & SPA

FITTINGS
ACCESORIOS PARA PISCINA & SPA       /       RACCORD PISCINE ET SPAS
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RACCORD PISCINE 
ET SPAS

ACCESORIOS PARA 
PISCINA & SPA

POOL & SPA 
FITTINGS
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ATECPOOL provides vast range of swimming pool 

shell equipments in ABS, high quality stainless steel 

and poly-propyelene, ensuring you find everything 

you would ever need for an adequate water 

circulation in your swimming pool under one roof. 

If you are unsure of the shell equipment needed 

for your pool, then please contact a member of 

our team who will assist you in selecting your pool 

fittings. All pool fittings are designed and engineered 

by ATECPOOL with design excellence, high precision, 

user-friendly, easy-to-install and high adaptation to 

individual flow requirements.       

ATECPOOL POOL & 
SPA FITTINGS
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Atecpool Pool Fittings
Euro Skimmer ABS

Atecpool’s Euro Skimmer ABS - Concrete and Liner

New range of skimmer 17.5L with recommended flow of 7.5 m3/h. UV-treated white ABS with top square lid and frame. With flap and flow regulation 
plug. Supplied with extra strong plastic basket with handle. Skimmer has an option of 3 connection sizes: 11/2“ internal threaded, 2” threaded, and 
50mm diameter for gluing.

Overflow connection of 40mm diameter. For optimum results it is recommended to use 1 skimmer per 25m2 of pool surface area.  

Code Description A A1 B C C1 D F L N Weight Volume

(mm) (kg) (m3)

0159222 Euro Skimmer ABS Concrete 484 44 250 620 120 137 551 32 225 5.3 0.183

0159227 Euro Skimmer ABS Liner 484 44 250 630 120 137 551 32 235 5.8 0.183

atecpool.com

Pool Fittings
Narrow Mouth Skimmer ABS
Atecpool Narrow Mouth Skimmer ABS - Concrete and Liner

3/h. UV treated white ABS with top square lid and frame. 

connection sizes: 11/2“ internal threaded, 2” threaded and 50mm diameter for gluing.
2 of pool 

surface area.  

Code Description A A1 B C C1 D F L N Weight Volume

(mm) (kg) (m3)

0159222 Narrow Skimmer ABS Concrete 484 14.5 250.3 634 117.4 142.5 539.1 38 249.2 5.3 0.183

0159227 Narrow Skimmer ABS Liner 484 14.5 250.3 647 117.4 142.5 539.1 38 249.2 5.8 0.183

B

CC1

F

D

N

L
A1

A

50
502”

Concrete: Narrow mouth ABS skimmer w/ Square Frame and round lid for concrete pool.

Liner: Narrow mouth ABS skimmer w/ Brass Inserts for screws, Square Frame and round lid for liner pool.

Skimmer AISI 316
Standard Skimmer AISI 316 - Concrete and Liner

Made of stainless steel AISI 316, standard skimmer  
has internal threaded connection of 2”.  
Possibility of adjusting the height of the cover from  
30mm to 120mm. Recommended Flow is 8 m3/hr. 
Available for concrete and liner installation.

Wide Mouth Skimmer AISI 316  - Concrete and Liner

Made of stainless steel AISI 316, wide mouth  
skimmer has internal threaded connection of 2.5”.  
Possibility of adjusting the height of the cover  
from 30mm to 120mm. Recommended Flow is  
11 m3/hr. Available for concrete and liner installation. 

Code Description Weight Volume

(kg) (m3)

01592010 STD Skimmer AISI 316 Concrete 5.3 0.12

01592017 STD Skimmer AISI 316 Liner 5.5 0.12

Code Description Weight Volume

(kg) (m3)

01592020 Wide Mouth Skimmer AISI 316 Concrete 8.4 0.12

01592027 Wide Mouth Skimmer AISI 316 Liner 8.8 0.12

238x238

200

213156

173x173

93

290
218
206
2”

1054

1.5”

238x238
173x173

180140

960

2.1/2”

1021
310

160

1005

Concrete: Atecpool’s Euro Skimmer ABS - w/ Square Frame and round lid for concrete pool.

Liner: Atecpool’s Euro Skimmer ABS - w/ Brass Inserts for screws, Square Frame and round lid for liner pool.

Atecpool Pool Fiitting
Skimmer de boca estrecha ABS 

Raccord piscines Atecpool 
Skimmer ABS bouche étroite

Skimmer Euro Atecpool ABS - Concreto y Revestimiento

Nueva gama de skimmer 17,5L con caudal recomendado de 7,5 m3 / h. 
ABS blanco con tratamiento UV con tapa superior cuadrada y marco. 
Con tapa y tapón de regulación de caudal. Se suministra con cesta de 
plástico extra fuerte con asa. Skimmer tiene una opción de 3 tamaños de 
conexión: 11/2 “roscado interno, 2” roscado y 50 mm de diámetro para pegar. 
Conexión de rebosadero de 40 mm de diámetro. Para obtener resultados óptimos, 
se recomienda utilizar 1 skimmer por cada 25m2 de superficie de piscina.

Concreto: Skimmer ABS de boca estrecha con marco cuadrado y tapa 
redonda para piscina de concreto. 
 
Revestimiento: Skimmer Euro Atecpool ABS con inserciones de latón para 
tornillos, marco cuadrado y tapa redonda para piscina con revestimiento.

Skimmer ABS - pour béton ou line 

Nouvelle gamme de skimmer 17,5 L ( débit 7,5m3/h) , avec traiment UV - 
Couvercle carré .Avec volet , et bouchon de régulation - fournis avec panier 
plastique renforcé et anse - Skimmer avec une option de 3 connexion : 1 1/2” 
interne  à visser , 2” visser  , et 50mm à encoller. Débordement  40 mm - pour 
résultat optimal , utiliser 1 skimmer par 25 m2 de  surface de filtration

Béton: Skimmer Abs bouche étroite  , support carré et couvercle rond pour 
piscine béton
 
Liner: Skimmer Abs bouche étroite avec inserts en laiton  , support carré et 
couvercle rond pour piscine line
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Atecpool Pool Fiitting
Accesorios ABS

Raccord Piscine Atecpool 
Raccords ABS

Atecpool Pool Fittings
Wide Mouth Skimmer ABS

Wide Mouth Skimmer ABS
Manufactured in UV-treated white ABS with top square lid and frame. With flap and flow regulation plug. Supplied with extra strong plastic 
basket with handle. Skimmer has an option of 3 connection sizes: 1½” internal threaded, 2” threaded, and 50mm diameter for gluing. Overflow 
connection of 40mm diameter. Max. recommended flow is 5m3/h. For optimum results it is recommended to use 1 skimmer per 25m2 of pool 
surface area. The skimmer suction can also be used for vacuum cleaning the pool floor.

Code Description Weight Volume

(kg) (m3)

01590020 Skimmer Wide Mouth ABS Concrete 4.47 0.12

Wide Mouth Skimmer for concrete

Wide Mouth Skimmer for Liner

Code Description Weight Volume

(kg) (m3)

01591022 Skimmer Wide Mouth ABS Liner 5.09 0.12

248.9

550
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17
2
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0

35
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50 50
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46
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118

17
2.

5

atecpool.com

Pool Fittings
Wide Mouth Skimmer ABS

Wide Mouth Skimmer ABS

extra strong plastic basket with handle. Skimmer has an option of 3 connection sizes: 1½” internal threaded, 2” threaded 
3/h. For 

optimum results it is recommended to use 1 skimmer per 25m2 of pool surface area. The skimmer suction can also be 

Code Description Weight Volume

(kg) (m3)

01590020 Skimmer Wide Mouth ABS Concrete 4.47 0.12

248.9

550

137

357
17

2
42

0
35

40
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356
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25.31
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227

17
2.

5

Wide Mouth Skimmer for concrete

247

Wide Mouth Skimmer for Liner

Supplied with double elastic adhesive gasket, flange and screws for liner fixing. 

Code Description Weight Volume

(kg) (m3)

01591022 Skimmer Wide Mouth ABS Liner 5.09 0.12

Wide Mouth Skimmer for Liner

Code Description Weight Volume

(kg) (m3)

01591022 Skimmer Wide Mouth ABS Liner 5.09 0.12

248.9
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Pool Fittings
Wide Mouth Skimmer ABS

Wide Mouth Skimmer ABS

extra strong plastic basket with handle. Skimmer has an option of 3 connection sizes: 1½” internal threaded, 2” threaded 
3/h. For 

optimum results it is recommended to use 1 skimmer per 25m2 of pool surface area. The skimmer suction can also be 

Code Description Weight Volume

(kg) (m3)

01590020 Skimmer Wide Mouth ABS Concrete 4.47 0.12

248.9
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137
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Wide Mouth Skimmer for concrete

247

Skimmer de boca ancha ABS
Fabricado en ABS blanco con tratamiento UV con tapa superior cuadrada y 

marco. Con tapa y tapón de regulación de caudal. Se suministra con cesta 

de plástico extra fuerte con asa. Skimmer tiene una opción de 3 tamaños de 

conexión: 1½ ”roscado interno, 2” roscado y 50 mm de diámetro para pegar. 

Conexión de rebosadero de 40 mm de diámetro. Max. El caudal recomendado 

es de 5 m3 / h. Para obtener resultados óptimos, se recomienda utilizar 1 

skimmer por cada 25m2 de superficie de piscina. La succión del skimmer 

también se puede utilizar para aspirar el suelo de la piscina.

Se suministra con el kit de fijación para liner.

Écumoire à large goulot ABS
Fabriqué en ABS blanc traité anti-UV avec couvercle supérieur carré et 

cadre. Avec clapet et bouchon de régulation de débit. Fourni avec un panier 

en plastique extra solide avec poignée. Skimmer a une option de 3 tailles de 

connexion : 1½” fileté interne, 2” fileté et 50 mm de diamètre pour le collage. 

Raccord de trop-plein de 40 mm de diamètre. Max. Le débit recommandé 

est de 5m3/h. Pour un résultat optimal, il est recommandé d’utiliser 1 

skimmer par 25m2 de surface de piscine. L’aspiration du skimmer peut 

également être utilisée pour aspirer le fond de la piscine.

Livré avec kit de fixation de liner.
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Atecpool Pool Fittings  
ABS Inlets

Return Inlet ABS Threaded for Liner

Made in white ABS with 2” outer connection thread and  
Ø50 mm inner wall for liner pools. Supplied with gasket, 
screws and nut for liner fixing. Installed with female threaded 
wall conduits. Maximum Flow: 7 m3/hr. Recommended max. 
flow velocity 4 m/s.  

Code Description Std packing Volume

(m3)

01592828-3 Return Inlet ABS Threaded for Liner 12 0.020

Boquilla de retorno ABS Roscada

Fabricado en ABS blanco con rosca 
de conexión exterior de 2 ”y pared 
interior de Ø50 mm para piscinas de 
hormigón. Instalado con pasamuros 
roscados hembra. Caudal máximo: 
7 m3 / hr Máximo recomendado. 
velocidad de flujo 4 m / s.

Bouche de refoulement ABS fileté
ABS blanc , 2” connexion exterieure 

a visser et 50 mm intérieure à 

encoler pour piscines béton - 

nécessite traversée parois à visser 

femelle  .Débit max 7 m3/h - vitesse 

maximale recommendée 4 m/s

Entrada de succión ABS roscada

Fabricado en ABS blanco con rosca 
de conexión exterior de 2 ”y pared 
interior de Ø50 mm. Instalado con 
pasamuros roscados hembra. Se 
suministra con tapón roscado de 1 1/2 ”. 
Presión máxima: 6 bar

Bouche aspiration ABS a visser 
Piscine Béton
ABS blanc , 2” connexion exterieure 

a visser et 50 mm intérieure à 

encoler- nécessite traversée parois 

à visser femelle , bouchon à visser 

1 1/2”Pression maximale  6 bars

Boquillas aspiración ABS roscada 
piscinas Liner

En ABS blanco con rosca de 
conexión exterior de 2 ”y pared 
interior de Ø50 mm para piscinas 
revestidas. Se suministra con Kit 
accesorios  para la fijación del liner. 
Instalado con pasamuros roscados 
hembra. Tapón roscado de 1 1/2 ”.  
Presión máxima: 6 Bar.r

Bouche aspiration ABS a visser 
Piscine Liner
ABS blanc , 2” connexion exterieure 

a visser et 50 mm intérieure 

-  fournis avec kit accessoires de 

fixation line . nécessite traversée 

parois à visser femelle , bouchon à 

visser 1 1/2”. Bouchon à visser de 1 

1/2” .Pression maximale  6 bars

Boquillas de retorno ABS Roscada 
piscinas Liner

Fabricado en ABS blanco con 
rosca de conexión exterior de 2 ”y 
Pared interior de Ø50 mm para 
piscinas liner. Se suministra con kit 
accesorios para la fijación del liner. 
Instalado con pasamuros roscados 
hembra. Caudal máximo: 7 m3 / hr. 
Recomendado máx. velocidad de 
flujo 4 m / s.

Bouche refoulement ABS a 
visser pour line
ABS blanc , 2” connexion 

exterieure a visser et 50 mm 

intérieure à encoler pour piscinés 

béton . avec kit fixation liner 

- nécessite traversée parois à 

visser .Débit max 7 m3/h - vitesse 

maximale recommendée 4 m/s

Return Inlet ABS Threaded 
Made in white ABS with 2” outer connection thread and Ø50 mm 
inner wall for concrete pools. Installed with female threaded wall 
conduits. Maximum Flow: 7 m3/hr Recommended max. flow veloci-
ty 4m/s.

Code Description Std packing Volume

(m3)

01592828-2 Return Inlet ABS threaded 24 0.020

Suction Inlet ABS Threaded
Made in white ABS with 2” outer connection thread and 
Ø50 mm inner wall for concrete pools. Installed with female 
threaded wall conduits. Supplied with threaded plug of 1 1/2”.  
Maximum pressure: 6 Bar

Code Description Std packing Volume

(m3)

01592827-2 Suction Inlet ABS threaded 24 0.020

Suction Inlet ABS Threaded for Liner

Made in white ABS with 2” outer connection thread and Ø50 mm 
inner wall for liner pools. Supplied with gasket, screws and nut for 
liner fixing. Installed with female threaded wall conduits. Threaded 
plug of 1 1/2”. Maximum pressure: 6 Bar.

Code Description Std packing Volume

(m3)

01592827-4 Suction Inlet ABS Threaded for Liner 12 0.020

Atecpool Pool Fiitting
Accesorios ABS

Raccord Piscine Atecpool 
Raccords ABS
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Drenaje principal circular

Sumidero redondo en ABS blanco tratado UV Ø210 mm, salidas laterales roscadas 2 ”, rejilla 
con tornillos. Caudal máximo de 12 m3/h, diseñado para una velocidad de succión superficial 
que no exceda de 0,5 m / s. Para el modelo de revestimiento suministrado con juntas, brida y 
tornillos autoadhesivos.

Bonde de fond ronde
Bonde de fond en ABS blanc diam 210 mm, traitement UV, sorties filetées  2”, grille avec 

vis. Débit maximale 12 m3/h, conçue pour vitesse maximale aspiration de 0,5 m/s - Modèle 

Liner fournis avec joints, brides et vissage.

Pasamuros roscado ABS Piscina 
Hormigón

En ABS blanco, 300 mm. Conexión 
de rosca hembra y macho de 2 ”. Se 
utiliza con luces mini dicro roscadas 
y entradas roscadas. 2 orificios para 
un posicionamiento tenso en el 
hormigón.

Traversée de Parois fileté Piscine 
Béton

En ABS Blanc de 300 mm . 
connexion 2” male femelle et mâle 
à visser . A utiliser avec projecteurs 
mini dicro fileté et 2 connexions 
pour ajustement avec béton

Conducto roscado ABS para 
picinas revestidas

Rn ABS blanco, 300 mm. Conexión 
de rosca hembra y macho de 2 ”. Se 
utiliza con accesorios Liner. 2 orificios 
para un posicionamiento tenso en la 
piscina liner.

Traversée de Parois fileté Piscine 
Liner

En ABS Blanc de 300 mm . 
connexion 2” male femelle et mâle 
à visser . fournis avec kit accessoires 
line .  2 connexion pour ajustement 
avec piscines liner 

Atecpool Pool Fittings
Main Drains

Wall Conduits

Circular Main Drain
Circular main drain in UV treated white ABS Ø210 mm, 2” threaded side outlets, grill fitted with screws. Max flow rate: 12 m3/hr, designed for 
surface suction velocity not exceeding 0.5 m/s. For liner model supplied with self-adhesive gaskets, flange and screws.

Code Description Std packing Weight

(kg)

01592832 Circular Main Drain Concrete 1 0.6

01592832-1 Circular Main Drain Liner 1 0.6

Atecpool Pool Fiitting
Drenajes principales 

Raccords piscine Atecpool
Bonde de fond

Wall Conduit ABS Threaded Concrete

Made of White ABS, length 300mm. 2” female and male thread 
connection. Used with threaded mini dichro lights and threaded 
inlets. 2 holes for taut positioning in the concrete.

Wall Conduit ABS Threaded Liner

Made of White ABS, length 300mm. 2” female and male thread 
connection. Used with Liner fittings. 2 holes for taut positioning in 
the Liner pool.

Code Description Standard Packing Weight

(kg)

01592841 Wall Conduit white ABS Threaded for Concrete 12 3.0

01592841-1 Wall Conduit white ABS Threaded for Liner 12 3.0
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POOL

SURROUND
EXTERIOR DE PISCINA       /       EXTÉRIEUR PISCINE
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EXTÉRIEUR 
PISCINE

EXTERIOR DE 
PISCINA

POOL 
SURROUND
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ATECPOOL pool side equipment in high-grade 

stainless steel provides durability with best 

aesthetic appearance. Wide range selection of 

pool side equipment that will suit your custom 

requirements. Designed and built to enjoy a secure 

pool environment with maximum relaxation. 

Special stainless steel ornamental pool features 

designed and engineered by ATECPOOL with 

excellence and high precision.

ATECPOOL 
POOL SURROUND
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Pool Access Ladders

Standard Ladder
Atecpool ladders for residential and commercial swimming pools, made of polished stainless steel AISI 316 or AISI 304. Handrails in polished 
stainless steel (Ø42mm) tube. Steps in stainless steel with anti-slip security. Complete with anchors and earthing accessories.

Overflow Ladder
Overflow ladder with 957mm extended fixing. Made of polished stainless steel, AISI 304 or AISI 316. Handrails in polished stainless steel 
(Ø42mm) tube. Steps in stainless steel, with anti-slip security. Complete with anchors and earthing accessories.

Deluxe S.S. 304

G

A D

H

F

B

E

C

Steps A B C D E F G H

(mm) (mm) (mm) (mm) (mm) (mm) (mm)

2 757 610 250 1390 180 500 957 710

3 757 610 250 1640 180 500 957 960

4 757 610 250 1890 180 500 957 1210

5 757 610 250 2140 180 500 957 1460

Code Weight Volume

AISI 316 (kg) m3

2 steps overflow 13003215-13 10.0 0.07

3 steps overflow 13003215-14 12.0 0.08

4 steps overflow 13003215-15 14.0 0.08

5 steps overflow 13003215-16 15.0 0.10

Deluxe S.S. 316

Code Weight Volume

AISI 304 (kg) m3

2 steps overflow 13003215-9 10.0 0.07

3 steps overflow 13003215-10 12.0 0.08

4 steps overflow 13003215-11 14.0 0.08

5 steps overflow 13003215-12 15.0 0.10

Steps A B C D E F G

(mm) (mm) (mm) (mm) (mm) (mm) (mm)

2 410 620 250 1300 180 500 610

3 410 620 250 1550 180 500 610

4 410 620 250 1800 180 500 610

5 410 620 250 2050 180 500 610

Deluxe S.S. 304

G

A

F

B

E

C

D

Code Weight Volume

AISI 316 (kg) m3

2 steps standard 13003215-5 10.0 0.07

3 steps standard 13003215-6 11.8 0.08

4 steps standard 13003215-7 13.2 0.08

5 steps standard 13003215-8 14.0 0.10

Deluxe S.S. 316

Code Weight Volume

AISI 304 (kg) m3

2 steps standard 13003215-1 10.0 0.07

3 steps standard 13003215-2 11.8 0.08

4 steps standard 13003215-3 13.2 0.08

5 steps standard 13003215-4 14.0 0.10

Escalera estándar

Escaleras Atecpool para piscinas residenciales y comerciales, fabricadas en acero 
inoxidable pulido AISI 316 o AISI 304. Pasamanos en tubo de acero inoxidable 
pulido (Ø42mm). Peldaños en acero inoxidable con seguridad antideslizante. 
Completo con anclajes y accesorios de puesta a tierra.

Echelle standard

Echelles Atecpool pour piscines résidentielles et publiques , en Inox AISI 316 
ou AISI 304 . Mains courantes en tube Inox (42 mm) .Marches en inox avec 
sécurité anti-dérapante - livré avec kit fixation et prise terre

Escalera de desbordamiento

Escalera de desbordamiento con fijación extendida de 957 mm. Fabricado en 
acero inoxidable pulido AISI 304 o AISI 316. Pasamanos en tubo de acero inoxidable 
pulido (Ø42mm). Peldaños en acero inoxidable con seguridad antideslizante. 
Completo con anclajes y accesorios de puesta a tierra.

Echelle à débordement

Echelle à débordement fixation jusqu`a 957mm - En inox AISI 304 ou AISI 316.

Mains courantes en tube Inox (42 mm) .Marches en inox avec sécurité anti-
dérapante - livré avec kit fixation et prise terre

Atecpool Pool Access Ladders 
Escalera estándar

Echelles piscine Atecpool
Echelles piscine 
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Pool Access Ladders

Muro Ladder
Atecpool Muro Ladders made of polished stainless steel, AISI 304 or AISI 316, designed for embedded pools. Steps in stainless steel with anti-
slip security. Handrails in polished stainless steel (Ø42mm) tube. Complete with anchors and earthing accessories. 

D

B

E

C
A

F G Steps A B C D E F G

(mm) (mm) (mm) (mm) (mm) (mm) (mm)

2 160 620 250 1300 180 500 345

3 160 620 250 1550 180 500 345

4 160 620 250 1800 180 500 345

5 160 620 250 2050 180 500 345

Code Weight Volume

AISI 316 (kg) m3

2 steps muro 13001200 10.0 0.07

3 steps muro 13001300 11.8 0.08

4 steps muro 13001400 13.2 0.08

5 steps muro 13001500 14.0 0.10

Code Weight Volume

AISI 304 (kg) m3

2 steps muro 13001200-1 10.0 0.07

3 steps muro 13001300-1 11.8 0.08

4 steps muro 13001400-1 13.2 0.08

5 steps muro 13001500-1 14.0 0.10

Deluxe S.S. 304

Deluxe S.S. 316

Escalera de Muro

Escaleras Atecpool Muro fabricadas en acero inoxidable pulido AISI 304 o 
AISI 316, diseñadas para piscinas empotradas. Peldaños en acero inoxidable 
con seguridad antideslizante. Pasamanos en tubo de acero inoxidable pulido 
(Ø42mm). Completo con anclajes y accesorios de puesta a tierra.

Echelle Muro

Echelles Muro  Atecpool  en Inox AISI 316 ou AISI 304  pour piscines 
intégrées. Marches en inox avec sécurité anti-dérapante. Mains courantes 
en tube Inox (Ø42 mm)  - livré avec kit fixation et prise terre

Atecpool Pool Access Ladders 
Escaleras de piscina Atecpool

Echelles Piscine Atecpool
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Split Ladder - Bottom half
Rails and steps made of polished stainless steel (AISI 316). Steps in stainless steel, with anti-slip security. Complete with anchors and earthing 
accessories. Can be used with any exit rails.

DC

E

F Steps C D E F

(mm) (mm) (mm) (mm)

2 250 500 180 500

3 250 750 180 500

4 250 1000 180 500

5 250 1250 180 500

Code Weight Volume

AISI 316 (kg) m3

2 steps split 13001215 14.5 0.07

3 steps split 13001315 15.5 0.08

4 steps split 13001415 16.5 0.08

5 steps split 13001515 17.5 0.10

Deluxe S.S. 316

Escalera dividida - Mitad inferior

Barandillas y peldaños fabricados en acero inoxidable pulido AISI 316. Peldaños 
en acero inoxidable con seguridad antideslizante. Completo con anclajes y 
accesorios de puesta a tierra. Se puede utilizar con cualquier riel de salida.

Echelle Spilt - partie inférieure

Mains et marches en Inox AISI 316 avec marche anti-dérapants. Fournis 
avec kit fixation et prise terre . Utilisable avec toute Mains de sortoe

Pool Exit Grab Rails Atecpool Pool Access Ladders 
Escalera estándar

Echelle piscine Atecpool
Échelle standard

Barra de agarre de dos piezas con reborde

Tubo pulido AISI 316 Ø42 mm, barra de agarre de salida de piscina de 
dos piezas suministrada en pareja con bridas soldadas para su fijación. 
Se utiliza como mitad superior para escaleras divididas.

Code Volume Weight A B C

AISI 316 (m3) (kg) (mm) (mm) (mm)

13026011 0.08 7.0 533 800 260

A C

B

Two Piece Grab Rail with Flange
Polished AISI 316 Ø42 mm pipe, two-piece pool exit grab rail supplied as pair with welded flanges for fixing.  
Used as upper-half for split ladders. 

Set 2 barres de poignée à brides

Poignées de sortie incurvées avec brid tube  poli inox AISI 316  Diam 42 mm, 
2 pièces barre de pognée sortie  fournis avec brides soudées pour fixation. 
A utiliser en partie supérieur des échelles Split.

Above Ground Ladder with platform
Handrails and steps, made of polished AISI 316 stainless steel, with a platform in plastic. Handrails in  
polished stainless steel (Ø42mm tube). Complete with anchors and earthing accessories. 

Steps A B C D E F

(mm) (mm) (mm) (mm) (mm) (mm)

3+3 1150 1680 250 1030 375 500

4+4 1360 1920 250 1270 375 500

5+5 1570 2160 250 1600 375 500

Pool Height Code Weight Volume

AISI 316 (kg) m3

3+3 above ground 1m: (3+3) Steps + platform 13004300 19.0 0.07

4+4 above ground 1.25m: (4+4) Steps + platform 13004400 21.0 0.08

5+5 above ground 1.50m: (5+5) Steps + platform 13004500 23.0 0.08

D

B
C

F

A

E
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Articulated Anchor with Flange
Made of polished stainless steel AISI 316 for Ø42 mm pipe.  
Supplied with base plate for fixing.

Code Material Size Volume Weight Unit

(mm) (cm) (kg)

9900100008 AISI 316 Ø42 18x16x9 1.01 1

Ornamental Water Features
Water Curtains

Code Flow Height Width Distance

AISI 316 (m3) H (mm) W (mm) E (mm)

0124040 16 400 400 420

0125050 18 500 500 440

0126060 21 600 600 550

0126070 21 700 600 630

0126080 21 800 600 840

0126090 21 900 600 880

01260100 21 1000 600 910

01260120 21 1200 600 970

01260140 21 1400 600 1030

Special stainless steel ornamental pool features, designed and engineered by ATECPOOL 
with excellence and high precision. Made of AISI 316 stainless steel for massage and 
relaxation with the best aesthetic looks. Available in matt or mirror- polished finish. 
Selection of pump based on the flow mentioned. 

• Water curtain w/ 400mm width - connection size 1.5”

• Water curtain w/ 500/600mm width - connection size 2” 

• Supplied with anchor

Water Curtain Bali

W

H

E

H

W

H

E

H

Code Flow Height Width

(m3) H (mm) W (mm)

0136080 21 800 600

0136090 21 900 600

01360100 21 1000 600

01360120 21 1200 600

01360140 21 1400 600

W

H

Water Curtain Eco 
Made of AISI 316 stainless steel for massage and relaxation with the best aesthetic 
looks. Available in matt or mirror-polished finish. Selection of pump based on the flow 
mentioned. Connection 2”. Supplied with anchor.

Anchor with Flange
Made of polished stainless steel AISI 316 for Ø42 mm pipe.  
Includes gaskets, screws and plugs.

Code Material Size Volume Weight Unit

(mm) (cm) (kg)

9900100007 AISI  316 Ø42 15x15x10 0.752 2

Code Connection Weight Water Curtain Width

AISI 316 (inch) (kg) (mm)

1420020-1 1.5 4.25 400

1420020-2 2 4.75 500 / 600

Anchor for Water Curtain
Made of AISI 316 stainless steel with two connections (1.5” and 2”) 
to Water Curtains.

Atecpool artículos ornamentales 
Colección Cortinas de agua

Atecpool objets d’ornement
Collection Rideaux d’eau
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Ornamental Water Feature
LED Waterfalls

LED Waterfalls 
The LED Waterfalls are the premier lighted waterfalls in the pool industry. The LED 
Strip is built into the unit (instead of using external fiber optics), placing the light as 
close to the water as possible. Amazingly, this impeccable LED does not need any 
external accent light source.

Specifications
• 10W per ft. / 12V 

• 1.5” Spigot plumbing 

• Standard 6” Lip (cannot modify)

• Control options – Brilliant Sync / 
100W Color wheel

Features
• Easy service of LED light – front side

• Extra durable LED strip

• Various light shows & bright LED Colors

• Various size options, up to 6 ft. length

• Unique saw tooth lip design – enhances light color

1-1/8"

L

6"2"

3-3/16”

8-1/8"

Colour Description No. of Ports Width Length Flow Rate

Rear Inlet Bottom Inlet (inches) (inches) m³/h

5600-1201 5600-1202 12” LED Waterfall 1 8-1/8” 16.43” 2.73 – 3.14

5600-1801 5600-1802 18” LED Waterfall 1 8-1/8” 22.29” 4.09 – 5.11

5600-2401 5600-2402 24” LED Waterfall 1 8-1/8” 28.83” 5.45 – 6.81

5600-3601 5600-3602 36” LED Waterfall 1 8-1/8” 41.23” 5.91 – 10.22

5600-4801 5600-4802 48” LED Waterfall 2 8-1/8” 53.63” 10.90 – 13.63

5600-6001 5600-6002 60” LED Waterfall 2 8-1/8” 65.94” 13.63 – 17.03

5600-7201 5600-7202 72” LED Waterfall 2 8-1/8” 75.44” 15.90 – 19.31

Filtered Water Only

Back or Bottom Port

Radius Cut Not Compatible

Every LED Waterfall Includes

1 Waterfall Unit 1 Rock Trap To be purchased 
separately

12V

30.5 M. Cable

Atecpool artículos ornamentales 
Colección Cascadas LED

Atecpool objets d’ornement
Collection Cascades LED
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Rejilla de canal de desbordamiento
ABS y acero inoxidable

Grille de canal de débordement
ABS et acier inoxydable

Overflow Channel Grating

Overflow Grating
Made of UV-protected high grade PP. 45 units in single linear meter. 
standard color is white, any colour can be custom made upon 
request. Available in 3 different heights: 22 mm, 24 mm, and 30 mm. 

Double Link Overflow Grating
Made of UV-protected high grade PP with double links fastened 
together by cable. 45 units in single linear meter. Standard color is 
white, any colour can be custom made upon request. Available in  
24 mm height. 

45º Corner Tiles
For overflow channels. Made of UV- 
protected high grade PP. Height: 24 mm

Code Height Width Unit

(mm) (mm)

01596195 24 200 1

01596245 24 250 1

01596295 24 295 1

Code Height Width Std. Packing

(mm) (mm) Linear meter

01593650 24 195 10

01593655 24 245 10

01593658 24 295 10

90º Corner Tiles
For overflow channels. Made of UV- 
protected high grade PP. Height: 24mm

Code Height Width Unit

(mm) (mm)

01596195-1 24 200 1

01596245-1 24 250 1

01596295-1 24 295 1

Code Height Width Std Packing

(mm) (mm) Linear meter

01593618 30 195 10

01593625 30 245 10

01593630 30 295 10

01593635 30 335 10

Anti-Spill Grating
Made of UV-protected ABS. 45 units in single linear meter. Standard 
color-white, any colour can be custom made upon request. Anti spill 
design avoids water spilling on to the deck area.  
Available in 30 mm height.

Code Width Length Std Packing

(mm) (mm) Linear meter

01593888 150 1000 1

01593898 200 1000 1

01593889 250 1000 1

Stainless Steel Channel Grating
Made of AISI 316 stainless steel as straight sections for overflow 
channels. Available in standard 1000mm length and 25mm height. 
Custom made length upon request to fit the length of the pool. 
Three different widths available: 150, 200 and 250mm.  

Grating Support Profile
Grating Profile made of PP with internal 
dimensions 24 mm x 22 mm. Supplied in 
2 m lengths. Suitable for 22 and 24 mm 
height grating. Colour choice possible  
upon request. 

Code Size Std. Packing

(internal mm) Linear meter

01593777 24 x 22 24

Code Height Width Std. Packing

(mm) (mm) linear meter

01593718 22 (end cut type) 195 10

01593725 22 (end cut type) 245 10

01593730 24 (end cut type) 300 10

01593735 24 195 10

01593740 24 245 10

01593745 24 300 10

01593747 30 195 10

01593748 30 245 10
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Atecpool Counter Current Nozzle
Counter current equipment

Atecpool Jet Stream Nozzle in stainless steel AISI 316

Air Inlet

Water Into Pump

Water Outlet

300

Ø73

Ø73

On/O�

Connection

Flow

Jet

Jet

Air

On/O�

400

250
140

Ø50

Ø50

Ø45

Ø35

Ø35

Atecpool Jet stream Nozzle in stainless steel construction, is highly competitive in hydraulic performance. The Jet swim 
pump is activated via the pneumatic switch. Wall mounted assembly with semi-circular handle, the regulator forces the 
impact of the water jet into a 40mm nozzle.

Installation of Atecpool Jet Stream Nozzle is hassle-free with inlet-outlet connections on the rear end. The center of the 
Jet stream housing must be 175 mm below the water surface. The stainless steel front plate is installed after the casting.

Code Description Dimensions Pipe connection Materials

(mm)

AT019S Double Jet stream nozzle 35mmx2 - Round shape  Ø 313 2,5” Stainless Steel AISI 316

AT020S Double Jet stream nozzle - Rectangular shape 500x280 2,5” Stainless Steel AISI 316

Atecpool Jet stream Nozzle es construido en acero inoxidable, altamente 
competitiva en rendimiento hidráulico. La bomba de natación Jet se activa 
mediante el interruptor neumático. Montaje mural con asa semicircular, el 
regulador fuerza el impacto del chorro de agua en la boquilla de 40 mm.

La instalación de la boquilla ATECPOOL Jet Stream no tiene problemas con 
las conexiones de entrada y salida en la parte trasera. El centro de la carcasa 
del chorro de agua debe estar 175 mm por debajo de la superficie del agua. La 
placa frontal de acero inoxidable se instala después de la fundición.

Refoulement Atecpool - fabriqué en Inox, très compétitive en performances 
hydrauliques. La pompe de nage Jet est activée via l’interrupteur 
pneumatique. Montage mural avec poignée semi-circulaire, le régulateur 
force l’impact du jet d’eau en buse de 40mm.

L’installation de la buse ATECPOOL Jet Stream est sans tracas avec des 
connexions de sortie d’entrée à l’arrière. Le centre du boîtier Jet stream 
doit être à 175 mm sous la surface de l’eau. La plaque frontale en acier 
inoxydable est installée après la coulée.

Atecpool Counter Current Nozzle
Equipo Contracorriente

Refoulement Nage contre courant 
Nage contre-courant

AT020SAT019S

Front view

Front view

Rear view

Side view
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POOL

LIGHTING
ILUMINACIÓN DE LA PISCINA     /     ILLUMINATION PISCINE
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ILLUMINATION 
PISCINE

ILUMINACIÓN  
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ATECPOOL High-quality LED underwater 

illumination for swimming pools, water features 

and spa. Advanced PWM technology, enhanced 

IP68 lamps and design excellence combined with 

easy installation makes ATECPOOL underwater 

lights a high value product. We nurture latest the 

technologies in pool lighting with lamps which are 

fully resin-filled, making them 100% waterproof. 

Energy efficient LED for a greener planet is our 

basic mission combined with best aesthetics for 

your pool. At ATECPOOL we consider swimming 

pool lighting as an art, in which we excel, thanks to 

advanced technology and design excellence.

ATECPOOL underwater LED illumination: we pride 

ourselves in transforming your swimming pool 

lighting into unrivalled visual illusion.

ATECPOOL 
UNDERWATER LIGHTING
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Radiant LED PAR 56 bulb for 
recessed underwater lighting

Save up to 90%  
on your energy bill.

ECO friendly bulb

PAR56 - 30W
Power: 30W (RGB) / Voltage: 12VAC / 2 Core Cable /

LED source: SMD LED / LED Brand: Edison / Life Time: 50,000 hrs /

LED quantity: 432 pcs / Material: PC / IP rating: IP68 /

Dimension: Ø176*107mm / Lumen: 2300 lm 

PAR56 - 33W
Power: 33W (Cool White, Warm White or Blue) / Voltage: 12VAC / 2 Core Cable /

LED source: SMD LED / LED Brand: Edison / Life Time: 50,000 hrs /

LED quantity: 432 pcs / Material: PC / IP rating: IP68 /

Dimension: Ø176*107mm / Lumen: 3300 lm

Super bright LED  

2 years warranty

atecpool.com

Underwater 
Radiant LED

“Adding light 
to your life”

LED modulator

Remotely controlled colour sequence 
arranged in 16 programs

ATECPOOL UNDERWATER
LIGHTING

Iluminación subacuática / Éclairage sous-marin
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Atecpool Euro LED
12V AC - IP68

Atecpool Euro LED
12V AC - IP68

Atecpool Lumina Mini Spa LED Panel Lighting 

Lumina Mini Spa lighting in ABS, fully resin filled panel LED offering 16 colour changing function in 
RGB mode. Light available in RGB, Cool White, Warm White and Blue colour options. RGB Lights 
are synchronized using Atecpool LED Modulators with remote control system. Maximum power 
consumption of 7W and can be connected to a 12V/AC transformer.

Lumina Mini Spa LED Panel Lighting - ABS

Code Model Power / Voltage Lumen (lm)

20204 RGB Lumina Mini LED ABS RGB 6W / 12AC 350

20205 CW Lumina Mini LED ABS Cool White 7W / 12V 600

20206 WW Lumina Mini LED ABS Warm White 7W / 12V 560

20207 BLUE Lumina Mini LED ABS Blue 7W / 12V 165

Ø163mm

Atecpool Euro LED
12V AC - IP68

Code 81755CW 81762WW 81771B

Color Cool white Warm White BLUE

LED Type SMD LED SMD LED SMD LED

LED Quantity 72 72 72

Power 30 W 30 W 30 W

Input Voltage 12V AC 12V AC 12V AC

Frequency 50/60 Hz 50/60 Hz 50/60 Hz

Lumen 3200 lm 2500 lm 680 lm

Cable Specification 2 x 1.5 mm² 2 x 1.5 mm² 2 x 1.5 mm²

IP Class IP68 IP68 IP68

Max. Life Span 50000 hours 50000 hours 50000 hours

Euro LED PAR 56 SMD

Extra flat PAR 56 LED introduced to niche 
lights for installations with less wall widths and 
wall flush design lighting. High technology 
SMD LEDs are used to create at maximum 
of 3200 Lumen in single LED bulb. The LED 
lamp shell comes in plastic, supplied with 
niche of 9cm depth. Waterproof IP68. Colour 
selection of cool white, warm white and blue.

Code 82755CW 82762WW 82771B

Color Cool white Warm White BLUE

LED Type SMD LED SMD LED SMD LED

LED Quantity 81 81 81

Power 30 W 30 W 30 W

Input Voltage 12V AC 12V AC 12V AC

Frequency 50/60 Hz 50/60 Hz 50/60 Hz

Lumen 3200 lm 2500 lm 680 lm

Cable Specification 2 x 1.5 mm² 2 x 1.5 mm² 2 x 1.5 mm²

IP Class IP68 IP68 IP68

Euro Square LED PAR 56 SMD

Extra flat PAR 56 LED introduced to niche lights for 
installations with less wall widths. Square type LED 
design lighting. The LED lamp shell comes in plastic, 
supplied with niche of 9cm depth. Colour selection of 
cool white, warm white and blue.
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Atecpool Mini Easy LED - Modular LED

Atecpool Mini Easy LED light available in ABS and in SS trim model, light bulb can be easily replaced 
directly underwater without any cable pulling out. Very easy installation and replacement of bulbs. Thanks 
to waterproof connection, no need to change any cables. Suitable for liner and concrete installation.

Light source removable underwater

Atecpool Mini Easy LED - Modular LED

Luminaria Atecpool MINI EASY LED disponible en ABS y en el modelo em-
bellecedor SS, la bombilla se puede sustituir fácilmente directamente bajo el 
agua sin que se desprenda ningún cable. Muy fácil instalación y sustitución 
de bombillas. Gracias a la conexión a prueba de agua, no es necesario cam-
biar ningún cable. Adecuado para instalación de revestimiento y hormigón.

Atecpool Mini Easy LED - Modular LED

Lampe LED Atecpool MINI EASY disponible en ABS et en modèle de 
garniture SS, l’ampoule peut être facilement remplacée directement sous 
l’eau sans qu’aucun câble ne se retire. Installation et remplacement des 
ampoules très facile. Grâce à la connexion étanche, pas besoin de changer 
de câble. Convient pour l’installation de revêtement et de béton.

Model N° Description Power Input Voltage Color Temperature Lumen (lm)

20333CW Mini easy led ABS cool white

7w

AC/DC12V 2700K 600

20345WW Mini easy led ABS warm white DC12V / 4 CORE CABLE 6500K 520

20355RGB Mini easy led ABS RGB AC/DC12V RGB 320

20222CW Mini easy led SS frame cool white DC12V / 4 CORE CABLE 2700K 600

20245WW Mini easy led SS frame warm white DC12V / 4 CORE CABLE 6500K 520

20255RGB Mini easy led SS frame RGB AC/DC12V RGB 320

Atecpool Mini Easy LED
Modular LED / 12V AC - IP68

Atecpool Mini Easy LED
12V AC - IP68

Atecpool Mini Easy LED
12V AC - IP68

Atecpool Mini Easy Modular LED

Installation suitable for liner pool Dimensions

Ø 95

16
.8

80
.8

97
.6

Ø 85

20333CW 20222CW
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Radiant LED PAR 56 SMD Bulb
12V AC - IP68

Radiant LED PAR 56 SMD

Specially designed for your pools, at maximum efficiency lighting and maximum saving on energy cost. High technology SMD 
LEDs are used to create at maximum of 3300 Lumen in single LED bulb. The LED lamp shell comes in options of Plastic Shell 
or Aluminium base. Aluminium base designed for extra-long life span for LEDs. Waterproof IP68. Colour selection is cool white, 
warm white, blue and RGB.
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Code Cool  
White
/ Blanco frío
/ Blanc froid

Warm  
White
/ Blanco Cálido
/ Blanc chaud

Blue
/ Azul
/ Bleu

RGB
/ RGB
/ RVB

Code 92005 CW 92005 WW 92005 B 92001

LED Type SMD SMD SMD SMD

LED Quantity 432 432 432 432

Power 33 W 33 W 33 W 30W

Input Voltage 12V AC 12V AC 12V AC 12V AC

Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz

Lumen 3300 lm 2600 lm 720 lm 1550 lm

Operation 
Temperature

-30ºC / +50ºC -30ºC / +50ºC -30ºC / +50ºC -30ºC / +50ºC

Cable Specification 2 x 1.5 mm² 2 x 1.5 mm² 2 x 1.5 mm² 2 x 1.5 mm²

IP Class IP68 IP68 IP68 IP68

      

Easy Colour 
Picker

Fácil selector  
de colo

Selection de 
couleur facile

International 
Safety Tested

IEC EN 60598-2-18
Seguridad inter-

nacional probada
IEC EN 60598-2-18

Sécurité prouvé 
international 

IEC EN 60598-2-18

Fast Return on 
Investment

Rápido retorno de 
la inversión
Retour sur 

investissement 
rapide

LED Radiante PAR56 SMD Bombilla

Especialmente diseñado para sus piscinas, con la máxima eficiencia de ilu-
minación y el máximo ahorro en coste energético. Los LED SMD de alta 
tecnología se utilizan para crear un máximo de 3300 lúmenes en una sola 
bombilla LED. La carcasa de la lámpara LED viene en opciones de carcasa 
de plástico o base de aluminio. Base de aluminio diseñada para una vida 
útil extralarga de los LED. IP68 resistente al agua. La selección de colores es 
blanco frío, blanco cálido, azul y RGB.

LED Radiant PAR 56 SMD

Spécialement conçu pour votre piscine, avec un éclairage optimal et 
efficient , et une économie importante en coût d´énergie . Les Leds de 
Haute Technologie SMD utilisent un maximum de 3300 Lumen dans une 
seule ampoule  . Les support de lampes Led viennent avec un choix d option 
support plastique ou support aluminium . Les supports en Aluminium sont 
conçus pour  cycle de vie prolongé dans la vie des Led .Protection IP 68 . Le 
choix des couleurs sont blanc froid , blanc chaud , bleu et RGB.

LED Radiante PAR56 SMD Bombilla
12V AC - IP68

LED Radiant ampoule SMD PAR56
12V AC - IP68

92001 92005
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Radiant LED PAR 56 Lighting
Concrete / Liner Pool 

Atecpool Radiant LED PAR56 Underwater Lighting

Radiant LED PAR 56 Underwater Lighting achieves power savings of more than 90% over traditional lighting. Available for 
concrete, liner, and pre-fabricated pools with choice of LED in Cool White, Warm White, Blue and RGB (colour changing).

12V AC power supply input with 2 core cable selection of Radiant LED PAR 56 lamp for any choice of LED including RGB. RGB 
LEDs are synchronized using Atecpool LED Modulators with remote control system.

Lumen: RGB ~2300 lm / Cool White ~3300 lm / Warm White ~2600 lm  

Code Description Power / Voltage

81301-09 RGB Radiant LED PAR56 RGB ABS w/ niche 30W/12V AC

81301-09 CW Radiant LED PAR56 Cool White ABS w/ niche 33W/12V AC

81301-09 WW Radiant LED PAR56 Warm White ABS w/ niche 33W/12V AC

81301-09 B Radiant LED PAR56 Blue ABS w/ niche 33W/12V AC

82301-09 RGB Radiant LED PAR56 RGB S.S. Trim w/ niche 30W/12V AC

82301-09 CW Radiant LED PAR56 Cool White S.S. Trim w/ niche 33W/12V AC

82301-09 WW Radiant LED PAR56 Warm White S.S. Trim w/ niche 33W/12V AC

82301-09 B Radiant LED PAR56 Blue S.S. Trim w/ niche 33W/12V AC

Radiant LED PAR56 Lighting – Liner pools

Luz acuática LED Radiante PAR 56

La iluminación subacuática LED radiante PAR 56 logra un ahorro de energía 
de más del 90% en comparación con la iluminación tradicional. Disponible 
para piscinas de hormigón, liner y prefabricadas con opción de LED en 
blanco frío, blanco cálido, azul y RGB (cambio de color).

Entrada de fuente de alimentación de 12 V CA con selección de cable de 2 
núcleos de lámpara Radiant LED PAR 56 para cualquier elección de LED, 
incluido RGB. Los LED RGB se sincronizan mediante Moduladores LED  
Atecpool con sistema de control remoto.

Led Radiant PAR56 Atecpool pour èclairage aquatique

Illumination aquatique avec LED Radiant PAR 56 pour une économie jus-
qu`à 90 % par rapport à une illumination traditionnelle. Disponible pour 
piscine béton, liner , pré-fabriqué avec choix de couleur  blanc froid , blanc 
chaud , Bleu et RGB ( changement couleur)

Alimentation 12 V AC avec 2 cables conducteur pour Led Radiant PAR56 
.Les Leds se synchronisent via le modulateur LED Atecpool et système con-
trôle à distance.

LED Radiante PAR56 SMD Bombilla
Concreto / Liner

Projecteur Led Radiant PAR 56 
Béton / Liner

FOR LINER

FOR CONCRETE

300

30

Ø280

Ø
28

0

120
150

Lumen: RGB ~2300 lm / Cool White ~3300 lm / Warm White ~2600 lm  

Radiant LED PAR56 Lighting – Concrete pools

Code Description Power / Voltage

81300-09 RGB Radiant LED PAR56 RGB ABS w/ niche 30W/12V AC

81300-09 CW Radiant LED PAR56 Cool White ABS w/ niche 33W/12V AC

81300-09 WW Radiant LED PAR56 Warm White ABS w/ niche 33W/12V AC

81300-09 B Radiant LED PAR56 Blue ABS w/ niche 33W/12V AC

82300-09 RGB Radiant LED PAR56 RGB S.S. Trim w/ niche 30W/12V AC

82300-09 CW Radiant LED PAR56 Cool White S.S. Trim w/ niche 33W/12V AC

82300-09 WW Radiant LED PAR56 Warm White S.S. Trim w/ niche 33W/12V AC

82300-09 B Radiant LED PAR56 Blue S.S. Trim w/ niche 33W/12V AC

81300-09 RGB

81301-09 RGB
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FOR CONCRETE OR LINER 

Spectra-Slim LED Lighting ABS
High Power Slim LED

Atecpool Spectra-Slim LED Panel ABS Lighting  

Super bright Ultra Slim LED panel, underwater lights for swimming pool and spa. Made of ABS with resin filled bulbs which are 
100% acid-proof, alkali-proof and UV resistant. Low power consumption, high stability, IP68 waterproof. Models available in RGB, 
Cool White, Warm White and Blue colour. Supplied with 3mtr 2-Core 2x1mm2 cable for all models. RGB lights are synchronized 
using Atecpool LED modulators/remote control with colour sequence arranged in 16 programs. ABS frame is compatible with 
any size niches using installation adaptor kit supplied along with the lights.

Concrete and Liner pools - Easy installation

Atecpool Spectra-Slim LED panel ABS lighting can be used for concrete liner, and pre-fabricated pools. Thanks to the 
installation adaptor kit supplied along with the lights.

Ø280mm

Ø170mm

150mm

Ø
275m

m

30mm

120mm

Ø280mm

Liner

91252 RGB

ABS niche Adaptor Kit

Iluminación ABS con panel LED Atecpool Spectra-Slim

Luces subacuáticas de panel LED ultradelgadas súper brillantes para 
piscina y spa. Fabricado en ABS con bombillas rellenas de resina que son 
100% resistentes a los ácidos, a los álcalis y a los rayos UV. Bajo consumo 
de energía, alta estabilidad, IP68 a prueba de agua. Modelos disponibles 
en color RGB, blanco frío, blanco cálido y azul. Se suministra con cable 
de 2 núcleos 2x1,0 mm2 de 3 m para todos los modelos. Las luces RGB 
se sincronizan mediante moduladores LED / control remoto Atecpool con 
secuencia de colores organizada en 16 programas. El marco de ABS es 
compatible con nichos de cualquier tamaño utilizando el kit adaptador de 
instalación suministrado junto con las luces.

Piscinas de hormigón y liner: - fácil instalación

La iluminación ABS con panel LED Spectra-Slim de Atecpool se puede 
utilizar para piscinas de hormigóny liner. Gracias al kit adaptador de 
instalación suministrado junto con las luces, es posible instalarlo en piscinas 
de hormigón y liner.

Bombilla de panel LED Atecpool Spectra-Slim

Los LED llenos de resina de conducción de corriente constante tienen un 
color y brillo consistentes. Alta estabilidad y larga vida útil.

Projecteur LED Spectra-Slim Atecpool en ABS

Projecteur aquatique super brilliant Ultra Slim LED pour piscines et spa ..En 
ABS avec ampoule remplis de resine  100 % resistant , résistant UV , basse 
consommation , IP 68 .Disponible en RGB , Blanc froid , Blanc chaud , et Bleu . 

Fournis 2 cable ( 3m) conducteur 2 x 1.0 mm2 . Projecteur  RGB peuvent 
se synchroniser via les modulateurs LED Atecpool et télecommande, 16 sé-
quences couleur pré-programmée .. Support ABS compatible avec tout type 
niche via kit de montage fournis.

Piscines béton et Liner : - installation facile 

Le LED Spectra-Slim Atecpool est utilisable pour piscine béton et liner. Via kit 
de montage pour installation ,  pour tout type de piscine.

Ampoule Led Spectra-Slim Atecpool

Les Leds à isolation de résine offrent une couleur et brilliance constante . 
Haute stabilité et long cycle de vie.

Iluminación LED Spectra-Slim ABS
LED slim de alta potencia

Projecteur Spectra Slim LED en ABA
Slim Led Puissant

Atecpool Spectra-Slim LED Panel Bulb

Constant current driving, resin-filled LED have consistent color and brightness. High stability and long lifespan.

Spectra-Slim LED Panel Bulb - Specification

RGB Bulb RGB 16 modes

16 programs with synchronization capability

Power output in 3 models: 18W / 30W / 55W

Single Color Bulb Temperature  6500K / 2700K / Single Blue

Power output in 3 models: 21W / 33W / 60W

Standard input voltage: 12V AC / DC
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Spectra-Slim LED Lighting ABS
High Power Slim LED

luminación ABS con panel LED Atecpool Spectra-Slim - Especificación

Luces ABS de panel LED Atecpool Spectra-Slim disponibles en 3 salidas de 
potencia combinadas con 3 cantidades de LED diferentes.

Charactéristiques - Projecteur LED Spectra-Slim Atecpool en ABS 

Disponible en 3 puissances combinés avec 3 quantités de Leds différentes.

Iluminación LED Spectra-Slim ABS
LED delgado de alta potencia

Projecteur LED Spectra-Slim ABS
LED Slim Haute puissance

FOR CONCRETE OR LINER 

Spectra-Slim Panel 252 LED ABS Lighting  18/21W

Photometrics - 91252 RGB 18W 252 LED / 12V AC

Photometrics - 91432 WW 33W 2700K LED / 12V AC

Photometrics - 91252 CW 21W 5700K LED / 12V AC

Code Description Power / Voltage Lumen Color Temperature

91252 RGB Spectra Panel 252 LED RGB ABS w/ niche 18W/12V AC 925 lm RGB 16 modes

91252 CW Spectra Panel 252 LED Cool White ABS w/ niche 21W/12V AC 2100 lm 6500K

91252 WW Spectra Panel 252 LED Warm White ABS w/ niche 21W/12V AC 1920 lm 2700K

91252 B Spectra Panel 252 LED Blue ABS w/ niche 21W/12V AC 470 lm Single Blue

Spectra-Slim Panel 432 LED ABS Lighting  30/33W

Spectra-Slim Panel 531 LED ABS Lighting  55/60W

Code Description Power / Voltage Lumen Color Temperature

91531 RGB Spectra Panel 531 LED RGB ABS w/ niche 55W/12V AC 2380 lm RGB 16 modes

91531 CW Spectra Panel 531 LED Cool White ABS w/ niche 60W/12V AC 5500 lm 6500K

91531 WW Spectra Panel 531 LED Warm White ABS w/ niche 60W/12V AC 4950 lm 2700K

91531 B Spectra Panel 531 LED Blue ABS w/ niche 60W/12V AC 1450 lm Single Blue

Atecpool Spectra-Slim LED Panel ABS Lighting - Specification  

Atecpool Spectra-Slim LED Panel ABS Lights available in 3 power outputs combined with 3 different LED quantities.

Photometrics - 91252 RGB 18W 252 LED / 12V AC 
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Code Description Power / Voltage Lumen Color Temperature

91432 RGBW Spectra Panel 180 LED RGBW ABS w/ niche 33W/12V AC 2600 lm RGB 16 modes/W 2700K

91432 RGB Spectra Panel 432 LED RGB ABS w/ niche 30W/12V AC 1550 lm RGB 16 modes

91432 CW Spectra Panel 432 LED Cool White ABS w/ niche 33W/12V AC 3300 lm 6500K

91432 WW Spectra Panel 432 LED Warm White ABS w/ niche 33W/12V AC 2600 lm 2700K

91432 B Spectra Panel 432 LED Blue ABS w/ niche 33W/12V AC 720 lm Single Blue
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Spectra-Slim LED Lighting  S.S. 316
High Power Slim LED

Atecpool Spectra-Slim S.S. 316 Lighting  

Super bright Ultra Slim LED panel underwater lights for swimming pool and spa, frame made of stainless steel AISI 316 and ABS 
niche. Supplied with resin-filled bulbs which are 100% acid-proof, alkali-proof and UV resistant. Low power consumption, high 
stability, IP68 waterproof. Models available in RGB, Cool White, Warm White and Blue colour. Supplied with 3mtr 2-Core 2x1mm2 
cable for all models. RGB lights are synchronized using Atecpool LED modulators/remote control with colour sequence arranged 
in 16 programs. S.S. frame is compatible with any size niches using installation adaptor kit supplied along with the lights.

93252 RGB
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Concrete and Liner pools - Easy installation

Atecpool Spectra-Slim LED panel ABS lighting can be used for concrete liner, and pre-fabricated pools. Thanks to the 
installation adaptor kit supplied along with the lights.

Luz Atecpool Spectra-Slim S.S.316

Panel de luces subacuáticas LED ultradelgadas superbrillantes para piscina 
y spa, marco fabricado en acero inoxidable AISI 316 y nicho en ABS. Se 
suministra con bombillas rellenas de resina que son 100% resistentes 
a los ácidos, a los álcalis y a los rayos UV. Bajo consumo de energía, alta 
estabilidad, IP68 a prueba de agua. Modelos disponibles en color RGB, 
blanco frío, blanco cálido y azul. Se suministra con cable de 2 núcleos 2x1,0 
mm2 de 3 m para todos los modelos. Las luces RGB se sincronizan mediante 
moduladores LED / control remoto Atecpool con secuencia de colores 
organizada en 16 programas. El marco de acero inoxidable es compatible 
con nichos de cualquier tamaño mediante el kit de adaptador de instalación 
suministrado junto con las luces.

Projecteur LED Spectra-Slim Atecpool en Inox 316

Projecteur aquatique super brilliant Ultra Slim LED pour piscines et spa , 
corps  en inox 316 et niche en ABS. Avec ampoule remplis de resine  100 
% resistant , résistant UV , basse consommation , IP 68 .Disponible en RGB , 
Blanc froid , Blanc chaud , et Bleu . 

Fournis 2 cable ( 3m) conducteur 2 x 1.0 mm2 . Projecteur  RGB peuvent 
se synchroniser via les modulateurs LED Atecpool et télecommande, 16 sé-
quences couleur pré-programmée .. Support ABS compatible avec tout type 
niche via kit de montage fournis.

Luz LED Spectra-Slim ABS S.S316 
LED delgado de alta potencia

Projecteur LED Spectra-Slim Inox 316
Slim Led Puissant

ABS niche Adaptor Kit

Piscinas de hormigón y liner: - fácil instalación

El panel LED Atecpool Spectra-Slim de acero inoxidable 316 se puede utilizar 
para piscinas de hormigón y liner. Gracias al kit adaptador de instalación 
suministrado junto con las luces, es posible instalarlo en piscinas de 
hormigón y liner.

Bombilla de panel LED Atecpool Spectra-Slim

Los LED llenos de resina de conducción de corriente constante tienen un 
color y brillo consistentes. Alta estabilidad y larga vida útil.

Piscines béton et Liner :  - installation facile 

Le LED Spectra-Slim Atecpool inox 316 est utilisable pour piscine béton et 
liner. Via kit de montage pour installation ,  pour tout type de piscine.

Ampoule LED Spectra Slim Atecpool

Les Leds à isolation de résine offrent une couleur et brilliance constante . 
Haute stabilité et long cycle de vie.

Atecpool Spectra-Slim LED Panel Bulb

Constant current driving, resin-filled LED have consistent color and brightness. High stability and long lifespan.

Spectra-Slim LED Panel Bulb - Specification

RGB Bulb RGB 16 modes

16 programs with synchronization capability

Power output in 3 models: 18W / 30W / 55W

Single Color Bulb Temperature  6500K / 2700K / Single Blue

Power output in 3 models: 21W / 33W / 60W

Standard input voltage: 12V AC / DC

Liner

FOR CONCRETE OR LINER 
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Spectra-Slim LED Lighting  S.S. 316
High Power Slim LED

Atecpool Spectra-Slim LED Lighting S.S. 316 - Specification  

Atecpool Spectra-Slim LED Panel S.S. 316 Lights available in 3 power outputs combined with 3 different LED quantities.

Luz Atecpool Spectra-Slim S.S.316
Panel de luces subacuáticas LED ultradelgadas superbrillantes para piscina 

Projecteur LED Spectra-Slim Atecpool en Inox 316
Projecteur aquatique super brilliant Ultra Slim LED pour piscines et spa.

Luz LED Spectra-Slim ABS S.S316 
LED delgado de alta potencia

Projecteur LED Spectra Slim inox 316
LED Slim Haute puissance

FOR CONCRETE OR LINER 

Spectra-Slim Panel 252 LED S.S. 316 Lighting  18/21W

Code Description Power / Voltage Lumen Color Temperature

93252 RGB Spectra Panel 252 LED RGB S.S. 316 w/ ABS niche 18W/12V AC 925 lm RGB 16 Mode 

93252 CW Spectra Panel 252 LED Cool White S.S. 316 w/ ABS niche 21W/12V AC 2100 lm 6500K

93252 WW Spectra Panel 252 LED Warm White S.S. 316 w/ ABS niche 21W/12V AC 1920 lm 2700K

93252 B Spectra Panel 252 LED Blue S.S. 316 w/ ABS niche 21W/12V AC 470 lm Single Blue

Spectra-Slim Panel 432 LED S.S. 316 Lighting  30/33W

Code Description Power / Voltage Lumen Color Temperature

93432 RGBW Spectra Panel 180 LED RGBW S.S. 316 w/ ABS niche 33W/12V AC 2600 lm RGB 16 modes/W 2700K

93432 RGB Spectra Panel 432 LED RGB S.S. 316 w/ ABS niche 30W/12V AC 1550 lm RGB 16 Mode 

93432 CW Spectra Panel 432 LED Cool White S.S. 316 w/ ABS niche 33W/12V AC 3300 lm 6500K

93432 WW Spectra Panel 432 LED Warm White S.S. 316 w/ ABS niche 33W/12V AC 2600 lm 2700K

93432 B Spectra Panel 432 LED Blue S.S. 316 w/ ABS niche 33W/12V AC 720 lm Single Blue

Spectra-Slim Panel 531 LED S.S. 316 Lighting  55/60W

Code Description Power / Voltage Lumen Color Temperature

93531 RGB Spectra Panel 531 LED RGB S.S. 316 w/ ABS niche 55W/12V AC 2380 lm RGB 16 Mode 

93531 CW Spectra Panel 531 LED Cool White S.S. 316 w/ ABS niche 60W/12V AC 5500 lm 6500K

93531 WW Spectra Panel 531 LED Warm White S.S. 316 w/ ABS niche 60W/12V AC 4950 lm 2700K

93531 B Spectra Panel 531 LED Blue S.S. 316 w/ ABS niche 60W/12V AC 1450 lm Single Blue

Photometrics - 93432 WW 33W 2700K LED / 12V AC

Photometrics - 93531 WW 60W 2700K LED / 12V AC 
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Spectra Extra Flat LED Lighting
S.S. 316 Surface Mounted

Atecpool Spectra Extra Flat LED S.S. 316 Lighting

LED underwater light for swimming pools and spas. Lamps fully filled with resin, completely waterproof, 
wall mounted and nicheless with S.S frame. Models available in RGB, Cool White, Warm White and 
Blue colour. RGB lights work with the Atecpool LED modulator. There is a remote control system for 
synchronization.

Atecpool Spectra High Power Extra Flat LED S.S. 316 Lighting

Specifications
• Electrical Connection: 12V AC

• Complete with 2 core 2X1.0 mm2 cable

• Construction: Moulded housing S.S. AISI 316 

• Protection Class: IP68

• Lamp life: approx. 60,000 hrs

• Supplied with 3.5 m cable

• 16 programs with synchronization capability

Features
• Quality, resin-filled lamps provides 100% waterproof assurance.

• Consumes 90% less energy than traditional lighting.

• High temperature protection guarantees the long life of LEDs.

• True PWM Technology is adopted.

• No niche, easy installation.

• Lights can be wired to any 12V/AC transformer.

20524

20734

47.6

Ø236.4

Ø135mm

Ø315

Ø17244.9

LED Modulator

Easy Colour 
Picker

International 
Safety Tested

IEC EN 60598-2-18

Fast Return on 
Investment

Luz Atecpool Spetra Extra Flat LED
Acero inoxidable 316

Projecteur Led Spectra Extra Flat
Acier inoxydable 316

Luz LED subacuática para piscinas y spas. Lámparas completamente 
rellenas de resina, completamente impermeables, de pared y sin nicho 
con marco de acero inoxidable. Modelos disponibles en color RGB, blanco 
frío, blanco cálido y azul. Las luces RGB funcionan con el modulador LED 
Atecpool. Hay un sistema de control remoto para la sincronización.

Éclairage sous-marin LED pour piscines et spas. Lampes entièrement remplies 
de résine, complètement étanches, fixées au mur et sans nickel avec cadre en 
acier inoxydable. Modèles disponibles en RGB, blanc froid, blanc chaud et bleu. 
Les lumières RGB fonctionnent avec le modulateur LED Atecpool. Il existe un 
système de contrôle à distance pour la synchronisation.

FOR CONCRETE

Code Description Power / Voltage Lumen Color Temperature

20524 Spectra Extra Flat RGB S.S 316 18W / 12 VAC 925 lm RGB 16 Mode 

20528 Spectra Extra Flat Cool White S.S 316 21W / 12 VAC 2100 lm 6500K

20532 Spectra Extra Flat Warm White S.S 316 21W / 12 VAC 1920 lm 2700K

20536 Spectra Extra Flat Blue S.S 316 21W / 12 VAC 470 lm Single Blue

Code Description Power / Voltage Lumen Color Temperature

20734 Spectra High Power Extra Flat RGB S.S 316 30W / 12 VAC 1550 lm RGB 16 Mode 

20738 Spectra High Power Extra Flat Cool White S.S 316 33W / 12 VAC 3300 lm 6500K

20742 Spectra High Power Extra Flat Warm White S.S 316 33W / 12 VAC 2600 lm 2700K

20746 Spectra High Power Extra Flat Blue S.S 316 33W / 12 VAC 720 lm Single Blue
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Lumina Extra Flat LED Lighting
ABS Surface Mounted

Atecpool Lumina Extra Flat Panel LED ABS Lighting

Lumina Extra Flat LED ABS underwater light for swimming pool and spa. Lamps fully filled with resin, completely waterproof, 
wall mounted, nicheless in ABS. Models available in RGB, Cool White, Warm White and Blue colour. RGB lights works with 
Atecpool LED modulator, with remote control system for synchronization.

21814

Ø260.1

Ø172
52.5

Specifications
• Electrical Connection: 12V AC.
• Complete with 2 core 2X1,0 mm2 cable.
• Construction: Moulded housing in ABS. 
• Protection Class: IP68.
• Lamp life: approx. 60,000 hrs.
• Supplied with 2 m cable.
• 16 programs with synchronization capability.

Features
• Quality, resin-filled lamps provides 100% waterproof assurance.
• Consumes 90% less energy than traditional lighting.
• High temperature protection guarantees the long life of LEDs.
• True PWM technology is adopted.
• No niche, easy installation.
• Lights can be wired to any 12V/AC transformer.

Atecpool Lumina Extra Flat 199 LED ABS Lighting

Lumina Extra Flat LED ABS underwater light for wall mounting, with 199 LED offering 16 colour changing modes. The lights 
can be wired to any 12V/AC transformer. Models available in RGB, Cool White, Warm White and Blue colour. RGB lights 
works with the Atecpool LED modulator. There is a remote control system for synchronization.

Features
• UV protection.
• Consumes 90% less energy than traditional lighting.
• Tempered Protection Glass.
• No niche, easy installation.
• Constant-current driver to the LED.
• Low power consumption, low heat dissipation.

Specifications
• Electrical Connection: 12V AC
• Complete with 2 core 2X1.0 mm2 cable
• Supplied material of construction: ABS
• Protection Class: IP68
• Lamp life: approx. 30.000 hrs
• Supplied with 2 m cable
• 16 programs with synchronization capability

20814

Code Description Power / Voltage Lumen

20814 Lumina Extra Flat 199 LED RGB ABS 11W / 12 VAC 550 lm

20818 Lumina Extra Flat 199 LED Cool White ABS 12W / 12 VAC 840 lm

20822 Lumina Extra Flat 199 LED Warm White ABS 12W / 12 VAC 680 lm

20826 Lumina Extra Flat 199 LED Blue ABS 12W / 12 VAC 260 lm

Iluminación LED ABS de panel extraplano Lumina Atecpool

Foco subacuático Lumina Extra Flat LED ABS para piscina y spa. Lámparas 
totalmente rellenas de resina, totalmente estancas, de pared, sin nicho en 
ABS. Modelos disponibles en color RGB, blanco frío, blanco cálido y azul. Las 
luces RGB funcionan con modulador LED Atecpool con sistema de control 
remoto para sincronización.

Iluminación Atecpool Lumina Extra Flat 199 LED ABS

Lámpara subacuática Lumina Extra Flat LED ABS para montaje en pared 
con 199 LED que ofrece dieciséis modos de cambio de color. Las luces 
se pueden conectar a cualquier transformador de 12V / AC. Modelos 
disponibles en color RGB, blanco frío, blanco cálido y azul. Las luces RGB 
funcionan con modulador LED Atecpool con sistema de control remoto 
para sincronización.

Projecteur  LED Extra plat Lumina  Atecpool  ABS

Projecteur LED extra plat Lumina pour piscine et spa.Ampoule remplis avec 
résine , étanche , montage mural sans niche , ABS . Disponible en blanc froid 
, blanc chaud , bleu et RGB .Le mode RGB connecte avec modulateur LED 
Atecpool et télécommande pour synchronisation.

Projecteur 199  LED Extra Plat Lumina ABS

Projecteur  LED Extra plat Lumina  Atecpool  ABS montage mural avec 
199 LEDS offrant 16 modes couleurs . Les projecteurs peuvent connectés 
directement à des transformateurs 12 V/AC. Disponible en blanc froid , blanc 
chaud , bleu et RGB .Le mode RGB connecte avec modulateur LED Atecpool 
et télécommande pour synchronisation.

Iluminación LED Lumina Extra Flat
ABS montado en superficie

Projecteur Mini LED Extra Plat Lumina ABS 
Montage ABS hors bassin

FOR CONCRETE

Code Description Power / Voltage Lumen Color Temp.

21814 Lumina Extra Flat Panel 252 LED RGB ABS 18W / 12 VAC 925 lm RGB 16 Mode

21818 Lumina Extra Flat Panel 252 LED Cool White ABS 21W / 12 VAC 2100 lm 6500K

21822 Lumina Extra Flat Panel 252 LED Warm White ABS 21W / 12 VAC 1920 lm 2700K

21826 Lumina Extra Flat Panel 252 LED Blue ABS 21W / 12 VAC 470 lm Single Blue
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Atecpool Ultra Delgada Luz LED
12V AC - IP68

Éclairage LED Ultra Mince
12V AC - IP68

7 mm

230 mm

Option 1

Option 2

4 mm

7 mm

230 mm

Option 1

Option 2

160 mm

7 mm

230 mm

Option 1

Option 2

7.5 mm

7 mm

230 mm

Option 1

Option 2

160 mm

Code Model Power / Voltage Color Temp

AF23035WW Ultra Thin 432 LED ABS Warm White 35W / DC 12V 2700K

AF23035CW Ultra Thin 432 LED ABS Cool White 35W / DC 12V 6500K

AF23035RGB Ultra Thin 432 LED ABS RGB 35W / DC 12V RGB

AF23035SWW Ultra Thin 432 LED SS Warm White 35W / 12V AC/DC 2700K

AF23035SCW Ultra Thin 432 LED SS Cool White 35W / 12V AC/DC 6500K

AF23035SRGB Ultra Thin 432 LED SS RGB 35W / 12V AC/DC RGB

Ultra Thin LED Lighting
12V AC/DC - IP68

Atecpool Ultra Thin Surface LED ABS and Stainless Steel AISI 316

Fully resin filled, ultra thin panel LED for surface mounting installations. Available in ABS and stainless 
steel AISI 316 fixture. ABS thickness up to 7.5 mm and stainless steel up to 4 mm thick. Beam Angle: 120°. 
Supplied with 2 m length, 2x1mm2 cable for 12VAC LEDs and 4x0.5mm2 cable for 12VDC LEDs.

Atecpool Ultra Thin Surface LED ABS and Stainless Steel

230 mm DIA available in 18W (252 LED)  / 25W (324 LED) and 35W (432 LED) output. 

Ultra Thin ABS LED 230 mm DIA / 7.5 mm THICK

Atecpool Ultra Thin Surface LED ABS and Stainless Steel

Ultra Thin ABS LED 160 mm DIA /7.5 mm THICK

Atecpool Ultra Thin Surface LED ABS

Ultra Thin ABS LED 120 mm DIA / 7.5 mm THICK

Ultra Thin SS LED 230 mm DIA / 4 mm THICK

Code Model Power / Voltage Color Temp.

AF16010WW Ultra Thin 108 LED ABS Warm White 10W / DC 12V 2700K

AF16010CW Ultra Thin 108 LED ABS Cool White 10W / DC 12V 6500K

AF16010RGB Ultra Thin 108 LED ABS RGB 10W / DC 12V RGB

AF16010SWW Ultra Thin 108 LED SS Warm White 10W / 12V AC/DC 2700K

AF16010SCW Ultra Thin 108 LED SS Cool White 10W / 12V AC/DC 6500K

AF16010SRGB Ultra Thin 108 LED SS RGB 10W / 12V AC/DC RGB

Code Model Power / Voltage Color Temp.

AF12006WW Ultra Thin 63 LED ABS Warm White 6W / DC 12V 2700K

AF12006CW Ultra Thin 63 LED ABS Cool White 6W / DC 12V 6500K

AF12006RGB Ultra Thin 63 LED ABS RGB 6W / DC 12V RGB

AF11006SWW Ultra Thin 63 LED SS Warm White 6W / 12V AC/DC 2700K

AF11006SCW Ultra Thin 63 LED SS Cool White 6W / 12V AC/DC 6500K

AF11006SRGB Ultra Thin 63 LED SS RGB 6W / 12V AC/DC RGB

AF23035WW

AF16010WW

AF12006WW

AF11006SWW

AF23035SRGB

AF16010SWW

7 mm

230 mm

Option 1

Option 2

7 mm

230 mm

Option 1

Option 2

7.5mm

7 mm

230 mm

Option 1

Option 2

120 mm

7 mm

230 mm

Option 1

Option 2

7.5 mm

7 mm

230 mm

Option 1

Option 2

110 mm

7 mm

230 mm

Option 1

Option 2

4 mm

7 mm

230 mm

Option 1

Option 2

4 mm

7 mm

230 mm

Option 1

Option 2

Ultra Thin SS LED 160 mm DIA / 4 mm THICK

Ultra Thin SS LED 110 mm DIA / 4 mm THICK

Stainless Steel Models

Stainless Steel Models

ABS Models

ABS Models
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POOL

HEATING
CALEFACCIÓN DE PISCINA     /     CHAUFFAGE DE PISCINE
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CHAUFFAGE DE 
PISCINA

CALEFACCIÓN DE 
PISCINA

POOL 
HEATING



ATECPOOL Inverter Heat Pumps offer a maximum 

return on your money, and extends the swimming 

pool season more than any other heat pump with 

the best COP. ATECPOOL Heat Pumps are fully 

tested and certified, and are listed as ECO-friendly, 

being highly energy efficient with a COP up to 15. 

ATECPOOL provides a wide range of heating 

solutions from Sirocco, Mega and MegaHigh 

Inverter Heat pumps to On/Off Air to Water heat 

pumps, High Temperature heat pumps, Water to 

Water heat pumps and Dehumidification. 

The exclusive and extensive range of pool heating 

by ATECPOOL is excelled with design detailing, 

research engineering and high quality standards, 

leading the Green Revolution with high energy 

savings and eco-friendly solutions. 

ATECPOOL INVERTER 
HEAT PUMPS



Mitsubishi Twin-Rotary
Inverter Compressor t SpeedVaryingMitsubishi
Inverter Compressor Vary Speed High Temperature

Range

ATECPOOL SIROCCO
HEAT PUMP
INVERTER HEAT PUMP

Eco-friendly and silent heating solution

Atecpool Inverter Bombas de Calor / Pompes à chaleur Inverter Atecpool

Soluciones de calefacción ecológica y silenciosa / Solution de chauffage écologique et silencieuse

Easy 
touch

Save
Money

atecpool.com

Wi-Fi
connection
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Easy Touch Controller

The most efficient heat-cool pump on the market. ECO-Friendly pool heating.
La bomba de calor-frío más eficiente del mercado. Calefacción de piscina ECO Friendly.

La pompe à chaleur et froid la plus efficace du marché. Chauffage de piscine ECO Friendly.

Average COP 10

When maintaining pool temperature to 95% of pool season temperatures, 
the HP is running at 50% capacity which results in the best energy saving 
performance and most silent pool environment.

Atecpool Sirocco utilises a simple touch controller, which brings the best 
user-friendly experience.

R32 gas is the next generation refrigerant. 
32% GWP comparing to R410A, 25% CO2 
carbon consumption, 25% gas quota cost.

Double Energy 
saving than on/off hp

Intelligent system protectionEco-friendly R32

Atecpool Sirocco Inverter 
Heat Pump

The input current will start from 0 Amps to 
rated Amps steadly. No rush to house electricity 
system. Atecpool Sirocco can adapt to wide 
voltage range from 180~260V and adjust the 
system in different conditions.

Sirocco

Cost 
Effective

Easy to 
Operate

COP up 
to 10

Wi-fi
Integrated

R32 GAS: Innovative refrigerant
Environmental friendly and saves energy

Atecpool Sirocco Inverter
Bomba de calor

Onduleur Atecpool Sirocc
Bombe de chaleur

Al mantener la temperatura de la piscina al 95% durante la temporada de 
piscina, Sirocco funciona con un 50% de capacidad, lo que conduce al mejor 
rendimiento de ahorro de energía y un entorno de piscina más silencioso.

Atecpool Sirocco utiliza un controlador táctil que brinda la mejor experiencia de uso. 

Lorsque la température de la piscine est maintenue à 95% de la saison de 
la piscine, Sirocco fonctionne à 50% de sa capacité, ce qui se traduit par les 
meilleures performances d’économie d’énergie et l’environnement de piscine le 
plus silencieux.

Atecpool Sirocco utilise simple contrôleur tactile qui apporte la meilleure 
expérience conviviale.



85atecpool.com

Atecpool Sirocco utiliza un controlador táctil que brinda la mejor experiencia de uso. 

Free Energy
Thanks to Atecpool Inverter technology, 
Atecpool Serene provides 90% free energy 
from ambient air on average. 

Energía Libre
Gracias a la tecnología Atecpool Inverter, Atecpool Serene proporciona un 90% de energía libre (en promedio).

Énergie gratuite
Grâce à la technologie Atecpool Inverter, Atecpool Serene fournit en moyenne 90% d’énergie gratuite à partir de l’air ambiant.

Atecpool Sirocco Heat Pump

Atecpool Inverter Technology

Atecpool Sirocco Dimensions

Atecpool Sirocco Inverter 
Heat Pump

Atecpool inverters’ core technology is a 
stepless DC inverter. It adopts stepless 
invert compressor and DC brushless 

fan motor. The speed can be adjusted 
by a single hertz and round at a time, 

which provides amazing energy-saving 
performance and extreme silence.

Stepless DC Inverter
Atecpool inverters’ control system is 
specially designed for pool heating. It 

can adjust the heating capacity precisely 
according to different heating needs high 
speed in the beginning of the season, and 

better energy-saving in the rest of the 
season using low speed.

Unique Inverter 
Control System

Atecpool inverters can adapt to a wide range 
of voltages and adjusts the system in different 
tough conditions. For example, if an electricity 

peak or poor ventilation occurs, the system 
can intelligently slow down for comfortable 

operation. Thus, it has a longer life span than 
traditional on/off heat pump.

Intelligent Protection

Onduleur Atecpool Sirocc
Bombe de chaleur

Inversor
DC Continuo

Sistema de Control de 
Inversor exclusivo

Protección
Inteligente

La tecnologia Inverter de Atecpool se basa 
en un inversor DC continuo. Utiliza un 

compresor Inverter continuo y un motor 
con ventilador sin escobillas. La velocidad 

se puede ajustar de a hercios, lo que 
proporciona un rendimiento asombroso, 

silencio extremo y ahorro de energía.

El sistema de control de los inversores 
Atecpool está especialmente diseñado para 
el calentamiento de piscinas. Puede ajustar 

la capacidad de calefacción con precisión de 
acuerdo con las diferentes necesidades de 
calefacción (máxima exigencia al comienzo 
de la temporada y baja exigencia del motor 

en el resto de la temporada y mayor ahorro).

Atecpool Inverter pueden adaptarse a un amplio 
rango de voltajes y ajustar el sistema a diferentes 
condiciones de trabajo. Por ejemplo, si se produce 

un pico de electricidad o una mala ventilación, 
el sistema puede reducir la velocidad de forma 
inteligente para un funcionamiento cómodo. 

Por lo tanto, tiene una vida útil más larga que la 
bomba de calor de tradicional.

Onduleur DC
en continu

Système de contrôle 
Investisseur exclusif

Protection
intelligente

La technologie principale des onduleurs 
Atecpool est un onduleur CC continu. Il 

adopte un compresseur inversé continu et 
un moteur de ventilateur sans balais CC. La 
vitesse peut être ajustée avec un seul hertz 
et un tour à la fois, offrant des performances 

étonnantes d’économie d’énergie et un 
silence extrême.

Le système de contrôle Inverter Atecpool est 
spécialement conçu pour le chauffage de 

la piscine. Vous pouvez ajuster précisément 
la capacité de chauffage en fonction des 
différents besoins de chauffage à haute 

vitesse en début de saison et de meilleures 
économies d’énergie le reste de la saison à 

basse vitesse.

Les onduleurs Atecpool peuvent s’adapter 
à une large plage de tension et ajuster le 

système dans différentes conditions difficiles. 
Par exemple, s’il y a une pointe de puissance 
ou une mauvaise ventilation, le système peut 

ralentir intelligemment pour un fonctionnement 
confortable. Par conséquent, elle a une durée de 
vie plus longue que la pompe à chaleur marche / 

arrêt traditionnelle.

Atecpool Sirocco Inverter
Bomba de calor

Code A B C D E F

(mm) (mm) (mm) (mm) (mm) (mm)

ATEC70 355 680 895 605 98 380

ATEC90 355 680 895 605 98 380

ATEC110 380 680 940 670 98 380
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Atecpool Sirocco Inverter 
Heat Pump Specifications

Atecpool Sirocco Inverter Side Discharge

Atecpool Sirocco Inverter
Especificacines de la Bomba de calor

Onduleur Atecpool Sirocco
Spécifications de la pompe à chaleur

MODEL ATEC70M ATEC90M ATEC110M

Air temperature: 26ºC,  inlet / outlet water temperature: 26ºC/28ºC,  Humidity 80%

Heating capacity (kW) 7.2 9.5 11.5

Power input (kW) 0.106~1.12 0.124~1.46 0.193~1.79

COP 14.2~6.43 14.5~6.5 14.5~6.4

Air temperature: 15ºC,  inlet / outlet water temperature: 26ºC/28ºC, Humidity 70%

Heating capacity (kW) 5.4 7.9 8.23

Power input (kW) 0.168~1.102 0.194~1.491 0.283~1.614

COP 7.74~4.9 7.73~5.3 7.81~5.1

Power supply (V/Ph/Hz) 220V ~ 240V/1P/50Hz

Max. power input (KW) 1.61 1.75 2.3

Max. current (A) 7.32 7.95 10.5

WIFI control Yes

Controller LED

Compressor Brand Mitsubishi

Fan Quantities 1

Operating temperature range   -  10°C~43°C

Heating temperature range 15°C ~ 40 °C

Refrigerant Type R32

Advised swimming pool size (m³) 15~30 20~40 25~50

Water flow (m³/h) 3.1~4.2 3.5~5.5 4.1~6.2

Noise Level at 1m dB (A) 32~45 33~47 33~47

Fan Power Input (W) 60 60 60

Fan Speed (rpm) 850 850 850

Fan Airflow (cfm) 3000 3000 3000

Net weight (kg) 37 39 44

Net dimension L*W*H (mm) 895x355x605 940x380x670

Packing dimension L*W*H (mm) 965x375x745 1015x395x810

Water pipe connection Inlet/Out-
let (mm)

50

Notes: 
* The data above is only for reference. For specific data, please refer to the nameplate on the unit.
* Advised pool volume applies to a private pool with isothermal cover

Atecpool Sirocco
Side Discharge
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Mitsubishi Twin-Rotary
Inverter Compressor t SpeedVaryingMitsubishi
Inverter Compressor Vary Speed High Temperature

Range

ATECPOOL SERENE
HEAT PUMP
INVERTER HEAT PUMP

The most Silent Heat Pump in the Market

Bomba de Calor Atecpool Serene / Pompe à chaleur Serene d´ Atecpool 

La bomba de calor más silenciosa del mercado / La pompe à chaleur la plus silencieuse du marché

Easy 
touch

Save
Money

Patented 
Technology

Silent
Operation

atecpool.com

Unique 
Rear Air 
Discharge

>
~~ ~

Wi-Fi
connection



The most silent heat pump in the market / ECO Friendly pool heating.
La bomba de calor ECO Friendly más silenciosa del mercado. /  A bomba de calor ECO Friendly mais silenciosa do mercado.

Cost 
Effective

Easy to 
Operate

COP up 
to 15

Wi-fi
Integrated

R32 GAS  > Innovative refrigerant
Environmental friendly and saves energy
0% Ozone Impact • More energy efficiency
30% less refrigerant • 75% less warming impact

Average COP 10

When maintaining pool temperature at 95% of pool season temperatures, the HP is running by 50% capacity, which leads to the best 
energy-saving performance and most silent pool environment.

Free Energy
Thanks to Atecpool Inverter technology, Atecpool Serene provides on average, 93% free energy from ambient air. 

Energía libre

Gracias a la tecnología del inversor Atecpool, Atecpool Serene 
proporciona un promedio de 93% de energía libre del aire ambiente.

Énergie gratuite

Grâce à la technologie Atecpool Inverter, Atecpool Serene fournit en 

moyenne 93% d’énergie gratuite à partir de l’air ambiant.

Al mantener la temperatura de la piscina al 95% durante la temporada 
de piscina, el HP funciona con un 50% de capacidad, lo que conduce 
al mejor rendimiento de ahorro de energía y un entorno de piscina 
más silencioso.

Lors du maintien de la température de la piscine à 95% de la saison de 
la piscine, le HP fonctionne à 50% de sa capacité, ce qui conduit aux 
meilleures performances d’économie d’énergie et à l’environnement de 
piscine le plus silencieux.

Atecpool Serene 
Heat Pump

Atecpool Serene
Bomba de Calor

Atecpool Serene 
Pompe à chaleur

14 kW

15 kW

Unique Rear 
Air Discharge

~~ ~
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Atecpool Serene adopts simple touch controller which brings the best 
user-friendly experience.

Atecpool Serene adopta un 
controlador táctil que brinda la 
mejor experiencia de uso.

Atecpool Serene adopte un 
contrôleur tactile simple qui offre la 
meilleure expérience conviviale.

The input current will start from 0 Amps to rated Amps steadly. No rush to house electricity system. And Atecpool 
Serene can adapt to wide voltage range from 180~260V and adjust the system in different condition.

La corriente de entrada comenzará de 0 A a Amperes nominales de 
manera constante. No hay prisa por proteger el sistema eléctrico. Y 
Atecpool Serene puede adaptarse a un voltaje amplio de 180 ~ 260V 
y ajustar el sistema en diferentes condiciones.

Le courant d’entrée commencera de 0 ampères aux ampères nominaux 
de manière constante. Pas de précipitation pour le système électrique 
de la maison. Et Atecpool Serene peut s’adapter à une tension large de 
180 ~ 260V et ajuster le système dans différentes conditions.

R32 gas is the next generation refrigerant. 32% GWP comparing to 
R410A, 25% CO2 carbon consumption, 25% gas quota cost.

El gas R32 es el refrigerante de última generación. 32% de GWP en comparación 
con R410A, 25% de consumo de CO2, 25% de coste de cuota de gas.

Le gaz R32 est le réfrigérant de nouvelle génération. 32% de PRG par rapport au 
R410A, 25% de consommation de CO2 en carbone, 25% de coût du quota de gaz.

Double energy saving than on/off HP

Doble ahorro de energía que los modelos on / off

Doble ahorro de energía que los modelos marche / arrêt

Simple Classic Touch Controller

Intelligent system protection

Eco-friendly R32

Atecpool Serene 
Heat Pump

Atecpool Serene
Bomba de Calor

Atecpool Serene 
Pompe à chaleur



Atecpool inverter´s core technology is 

a stepless DC inverter. It adopts stepless 

invert compressor and DC brushless fan 

motor. The speed can be adjusted one 

hertz by one hertz and one round by one 

round, which provides amazing energy 

saving performance and extreme silence.

Atecpool inverter´s control system is 

specially designed for pool heating. It 

can adjust the heating capacity precisely, 

according to different heating: high speed 

in the beginning of the season, and better 

energy saving in the rest of the season 

using low speed.

Atecpool inverter can adapt to wide range of 

voltages and adjusts the system in different 

tough conditions. For example, if there is 

an electricity peak or poor ventilation, the 

system can slow down intelligently for 

comfortable operation. Thus, it has a longer 

life span than traditional on/off heat pump.

La tecnología central del inversor Atecpool es un 
inversor de CC continuo. Adopta un compresor 
invertido continuo y un motor de ventilador DC 
sin escobillas. La velocidad se puede ajustar un 
hertz por un hertz y una vuelta por una ronda, lo 
que proporciona un rendimiento sorprendente 
de ahorro de energía y un silencio extremo..

El sistema de control del inversor Atecpool está 
especialmente diseñado para la calefacción 
de piscinas. Puede ajustar la capacidad de 
calentamiento de manera precisa de acuerdo 
con los diferentes tipos de calentamiento por 
alta velocidad al comienzo de la temporada, 
y mejor ahorro de energía en el resto de la 
temporada por baja velocidad.

El inversor Atecpool puede adaptarse a un 
voltaje amplio y ajusta el sistema en diferentes 
condiciones difíciles. Por ejemplo, si hay un pico 
de electricidad o poca ventilación, el sistema 
puede reducir la velocidad de manera inteligente 
para una operación cómoda. Por lo tanto, brinda 
una vida útil más larga que la bomba de calor de 
encendido / apagado tradicional.

La technologie coeur de l´inverteur Atecpool. 
Est l´inverteur DC sans paliers. Elle adopte un 
compresseur Inverteur sans palier et un moteur 
de ventilateur sans balai. La vitesse peut être 
ajustée d´Hertz en Hertz et de tour à tour, ce 
qui fournit un formidable, redement économe 
en énergie et une insonorisation très silencieuse.

Le système de contrôle de l’onduleur Atecpool 
est spécialement conçu pour le chauffage de 
la piscine. Il permet de règler avec précision 
la capacité de chauffage selon les différentes 
partes de chaleur durant la saison dútilisation 
de la piscine. La philosophie du désign est de 
fournir une chauffage rapide par une vitesse 
rapide au debut de la saison et une meilleur 
économie énergétique à vitesse basse hors 
saison.

L’Inverter Atecpool put s´adapter à différents 
voltage et ajuster le système durant des 
conditions d´ utilisation plus difficiles. Par 
exemple, lors d´un pic de tensión electrique ou 
de d une ventilation indadéquate le système 
peut intelligemment ralentir pour un usage plus 
confortable. Ainsi, cela permet une meilleure 
durée de vie en comparaison à des pompes à 
chaleur traditionnelles ON/OFF.

Atecpool Inverter Technology 

Unique Inverter Control System 
The most silent and energy saving inverter pool heating solution.

La solución de calefacción de piscina de inversores más silenciosa y 
de bajo consumo.

La solution de chauffage reversible piscine la plus économe et la 
plus silencieuse.

Stepless DC Inverter Unique Inverter 
Control System Intelligent Protection

Atecpool Serene Dimensions / Dimensiones / Dimensões

Code A B C D E F G H

(mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm)

ATEC9 410 645 387 453 890 250 75 657

ATEC11 410 645 387 453 890 290 75 657

ATEC17 410 710 387 455 1060 320 75 657

ATEC28S 410 710 387 455 1060 640 75 957

Atecpool Serene 
Heat Pump

Atecpool Serene
Bomba de Calor

Atecpool Serene 
Pompe à chaleur
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Model ATEC7 ATEC9 ATEC11 ATEC13 ATEC17 ATEC21 ATEC28 ATEC28S

PERFORMANCE CONDITION: Air 27°C/ Water 27°C/ Humid. 80%

Heating capacity (kW)                    6,8 9,0 11,0 13,0 17,5 20,8 27,8 27,8 

COP range 14~7.1 14~7.1 14~6.9 14.5~7 15.6~6.9 14.6~7.0 15.8~7.2 15.6~7.1

Average COP at 50% speed 10,4 10,4 10,2 10,4 10,9 10,9 11,0 10,7 

PERFORMANCE CONDITION: Air 15°C/ Water 26°C/ Humid. 70%

COP range 7.2~4.4 7.3~4.7 7.3~4.6 7.5~4.9 7.7~4.9 6.9~4.9 7.8~4.9 7.8~4.9

Average COP at 50% speed 6,4 6,4 6,5 6,3 6,5 6,5 6,5 6,4 

TECHNICAL SPECIFICATIONS

Advised pool volume 
(m3) * 15~30 20~45 30~55 35~65 40~80 50~95 60~120 60~120

Operating air temp. (ºC) -10ºC ~ 43ºC

Compressor Twin-rotary Mitsubishi DC Compressor

Refrigerant Gas R32

Heat exchanger ABS+Aluminum-alloy Casing

Heat exchanger Twisted Titanium Heat Exchanger

Power supply 230V 1Ph 400V 3Ph

Rated input power (kW) 0.14~1.12 0.19~1.38 0.22~1.63 0.26~1.8 0.32~2.51 0.38~2.92 0.5~3.84 0.5~3.84

Input power at 50%  
speed (kW) 0,38 0,51 0,58 0,7 0,95 1,1 1,45 1,47

Rated input current (A) 0.63~4.83 0.83~5.98 0.96~7.09 1.13~7.83 1.39~10.9 1.65~12.70 2.17~16.70 0.72~5.56

Sound level  at 1m dB(A) 36.5~46.0 36.8~46.2 36.6~47.9 40.1~48.7 41.1~51.8 38.9~52.2 41.5~52.9 41.5~52.9

Sound level  50% at 1m 
dB(A) 39,2 39,4 41,3 43,7 44,5 44,4 46,4 47

Sound level  at 10m dB(A) 16.5~26.0 16.8~26.2 16.6~27.9 20.1~28.7 21.1~31.8 18.9~32.2 21.5~32.9 21.5~32.9

Advised water flux (m³/h) 2~4 2~4 3~5 4~6 6~8 8~10 10~12 10~12

Water connection (mm) 50

Net dimension  
LxWxH (mm)

890x443x677 890x443x677 890x443x677 890x443x677 1060x443x677 1060x443x757 1060x443x958 1060x443x958

Net Weight    (kg) 55 56 58 60 69 75 95 100

Packaging dimension 
LxWxH (mm)

955x464x690 955x464x690 955x464x690 955x464x690 1125x464x690 1125x474x790 1125x474x990 1125x474x990

Atecpool Serene 
Heat Pump Specifications

* The data above is only for reference. For specific data, please refer to the nameplate on the unit.

* Advised pool volume applies to a private pool with isothermal cover

* Los datos anteriores son solo para referencia. Para obtener datos específicos, consulte la placa de identificación de la unidad.

* El volumen recomendado de la piscina se aplica a una piscina privada con cobertura isotérmica

* Les données ci-dessus sont uniquement à titre de référence. Pour des données spécifiques, veuillez vous référer à la plaque signalétique de l’appareil.

* Le volume de piscine conseillé s’applique à une piscine privée avec couverture isotherme

Notes:

Atecpool Serene
Especificaciones de la Bomba de Calor

Atecpool Serene
Spécifications de la pompe à chaleur
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Wall Mounted Dehumidifiers for pool room installation 
Through absorbing clammy air and transferring it to warm and dry air, Atecpool Air Dehumidifier can easily tackle problems that 

cause condensation and furniture corrosion. Atecpool Air Dehumidifier for indoor pool installation. Wall mounted models for humidity 

controls in indoor swimming pools. Extremely silent operation (44-47 dB(A)), and high energy saving with R410A compressors and a 

built-in electronic thermostat.
Deshumidificadores montados en pared para piscinas de interior

Al absorber el aire húmedo y transferirlo al aire caliente y seco, el 
deshumidificador de aire Atecpool puede abordar fácilmente los 
problemas que causan la condensación y la corrosión de los muebles. 
Deshumidificador de aire Atecpool para instalación en piscina interior. 
Modelos de pared para control de humedad en piscinas cubiertas. 
Funcionamiento extremadamente silencioso (44-47 dB (A)) y alto 
ahorro de energía con compresores R410A y termostato electrónico 
incorporado.

Déshumidificateurs muraux pour l’installation de la salle de billard

En absorbant l’air moite et en le transférant à l’air chaud et sec, le 
déshumidificateur d’air Atecpool peut facilement s’attaquer aux 
problèmes qui causent la condensation et la corrosion des meubles. 
Déshumidificateur d’air Atecpool pour installation de piscine intérieure. 
Modèles muraux pour le contrôle de l’humidité dans les piscines 
intérieures. Fonctionnement extrêmement silencieux (44-47 dB (A)) et 
économie d’énergie élevée avec les compresseurs R410A et un thermostat 
électronique intégré.

1- Intercambiador de aire con aletas de epoxy Deshumidificador de bomba de calor con epoxi dorado especialmente aplicado. 2- Los deshumidificadores de bomba de calor de 
funcionamiento súper silencioso adoptan motores de ventilador de CC para la circulación de aire, lo que hace que las unidades funcionen en silencio. 3- Carcasa ultradelgada Con 
una estructura interna compacta, los deshumidificadores de bomba de calor cuentan con una carcasa ultrafina de 200 mm de espesor, que requiere pequeños espacios en la 
casa de la piscina. 4- Alta eficiencia de trabajo El volumen de deshumidificación alcanza hasta 3.0 L / ha 30 ° C de temperatura ambiente y 80% de humedad relativa. 5- Diseño: El 
deshumidificador de aire Atecpool proporciona dos diseños distintos. Los usuarios pueden elegir el panel de vidrio while o la carcasa del panel de vidrio negro según sus preferencias.

1- Échangeur d’air à ailettes époxy Déshumidificateur à pompe à chaleur avec époxy doré spécialement appliqué. 2- Les déshumidificateurs à pompe à chaleur à fonctionnement ultra 
silencieux adoptent des moteurs de ventilateur CC pour la circulation de l’air, ce qui permet aux unités de fonctionner silencieusement. 3- Boîtier ultra-fin Avec une structure interne 
compacte, les déshumidificateurs à pompe à chaleur disposent d’un boîtier ultra-fin de 200 mm d’épaisseur, ce qui nécessite de petits espaces dans le pool house. 4- Haute efficacité 
de travail Le volume de déshumidification atteint jusqu’à 3,0 L / h à une température ambiante de 30 ° C et une humidité relative de 80%. 5- Conception: Le déshumidificateur d’air 
Atecpool propose deux conceptions différentes. Les utilisateurs peuvent choisir le panneau en verre tout ou le boîtier du panneau en verre noir selon leurs préférences.

Indoor Pool Dehumidifiers

Ultra-Thin 
Casing / Wall 

Mounted 
Installation

Atecpool Air 
Dehumidifier

Atecpool Air
Deshumidificador

Atecpool Air
Déshumidificateur

Exclusive 
Design

Epoxy Fin Air 
Exchanger

Ultra-thin
Casing

Super Silent 
Operation
44~47 dB

High 
Efficiency

Automatic 
Temperature 

Detection

Epoxy Fin Air Exchanger
Air Dehumidifier adopt epoxy fin air exchanger which 

is featured with great anti-corrosion performance, 

ensuring the units longer life. 

Ultra-Thin Casing
With a compact inner structure our Air Dehumidifiers 

feature an ultra-thin casing 200mm thick, requiring 

less space in the pool house. 

High Working Efficiency
The dehumidification volume reaches as much 

as 3.0 L/h at 30˚C ambient temperature and 80% 

relative humidity.

Exclusive Design
Atecpool Air Dehumidifier provides two exclusive 

designs. Users can choose the white glass panel or 

black glass panel casing according to your preference. 

Super Silent Operation
Heat Pump Dehumidifiers employs DC fan motors to 

circulate air, allowing the units to work silently.

Automatic Temperature Detection
The unit is equipped with a sensor that detects the ambient 

temperature. If the ambient temperature exceeds 30°C, the 

unit will automatically shut down to protect the equipment.

6
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Indoor Pool Dehumidifiers specifications

Principio de funcionamiento

La unidad funciona extrayendo aire húmedo sobre un serpentín 
refrigerado con un pequeño ventilador. El serpentín frío del 
dispositivo de refrigeración condensa el agua, que se retira y luego 
el serpentín caliente recalienta el aire. Este proceso funciona de 
manera más efectiva con temperaturas ambiente más altas con una 
temperatura de punto de rocío alta.

Principe de fonctionnement

L’unité fonctionne en aspirant de l’air humide sur un serpentin 
réfrigéré avec un petit ventilateur. Le serpentin froid du dispositif de 
réfrigération condense l’eau, qui est évacuée, puis l’air est réchauffé 
par le serpentin chaud. Ce processus fonctionne le plus efficacement 
avec des températures ambiantes plus élevées avec une température 
de point de rosée élevée.

Atecpool Air 
Dehumidifier Specifications

Atecpool Air
Especificaciones del Deshumidificador

Atecpool Air
Spécifications du déshumidificateur

Code ATEC22 ATEC35 ATEC45

(mm) (mm) (mm)

Length (L) 1295 1495 1695

Working principle

The unit works by drawing moist air over a refrigerated 
coil with a small fan. The cold coil of the refrigeration 
device condenses the water, which is removed, then the 
air is reheated by the hot coil. This process works most 
effectively with higher ambient temperatures with a high 
dew point temperature. 

Dimensions

Warmer and dehumidified air

Humid air

L

Model Unit ATEC22 ATEC35 ATEC45

Rated Capacity L/h 2.2 3.5 4.5

Dehumidification capacity per day L 53 84 108

Max pool area m2 10 15 20

Air Volume m3/h 450 600 750

Noise Level dB(A) 44 44 46

Rated Voltage / Frequency / 220-240V~/50Hz 220-240V~/50Hz 220-240V~/50Hz

Rated Power Input* kW 0.9 1.1 1.95

Rated Running Current* A 4.0 5.0 8.8

Max Power Input kW 1 1.3 2.3

Max Running Current A 4.3 5.85 10

Relative Humidity %RH 40~90 40~90 40~90

Running Ambient Temperature °C 10~30 10~30 10~30

Dimentions [LxWxH] mm 1295x202x647 1495x202x647 1695x202x647

Refrigerant / R32 R32 R32

Condensation Pipe Diameter mm 16 16 16

Note: *the Capacity is based on the following condition 30°C ambient temperature, 80% relative humidity



94 atecpool.com

Atecpool Bombas de Calor divididas
Unidades divididas Serie HP

Atecpool Pompes à chaleur split
Unités divisées série HP

Atecpool Invisible Heat Pump - Water heat Exchanger inside Jacuzzi Chassis
SPLIT heat pump consists of two blocks. Outdoor unit is the source of heat. It contains a 
compressor, ventilator and air heat exchanger. Indoor unit contains water heat exchanger 
and control sensors. Split heat pump’s water unit can be fully integrated inside the jacuzzi. 
It is thus fully invisible and also protected against frost. There is no additional noise, 
vibration or visual disturbance since the split heat pump can be placed as far as 30 meters 
away from the jacuzzi.
An intuitive control panel with full integration into the jacuzzi’s control is possible with  
RS-485, DRY contact or WLAN.

Atecpool Split Heat Pump
Invisible Heat Pump for Spas

Atecpool INVI 1000 and INVI 1400

Water 
Temperature 

8~40°C

Heating Capacity
(A27/W27/RH80%)

Cooling capacity 
(A35/W28/
RH80%)

Water 
flow

Power 
supply/Input 
power

Heat 
exchanger

Acoustic 
level

Operating 
Water 
Temperature

Water 
circuit
connection

Wi-Fi

Power COP

Model kW COP kW m3/h V AC / ph / kW type dB (A) mm

INVI 1000 9.2 6.1 4.9 4 230 / 1 /1.4 Titanium 
Gr 1 
ASTM 
265

48/29 8~40°C ø50 Mobile App

INVI 1400 12.3 6.0 6.2 5.3 230 / 1 / 1.8 Titanium 
Gr 1
ASTM 
265

49/32 8~40°C ø50 Mobile App

30m distance

split unit

control panel

water unit
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Atecpool Bombas de Calor divididas
Unidades divididas Serie HP

Atecpool Pompes à chaleur split
Unités divisées série HP

Atecpool MAX Split and Heat
SPLIT heat pump consists of two blocks. Outdoor unit is 
the source of heat. It contains a compressor, ventilator 
and air heat exchanger. Indoor unit contains water heat 
exchanger and control sensors.
Outdoor unit is placed away from the indoor unit (heat exchanger 

and sensors) as far as 20m horizontally and 10m vertically.

Atecpool Split Heat Pump
MAX Split and Heat

Full year 
-15~60°C

Panasonic
Compressors

Self-
Cleaning

20m away 
from pool

Atecpool SHP MAX2400 and SHP MAX3000

Remarks: *The data above is only for reference. For specific data, please refer to the nameplate on the unit. Note: Manufacturer reserves the right to change above technical data without notice.

Model SHP MAX 2400 SHP MAX 3000

Performance Condition: Air 27°C/Water 27°C/Humidity 80%

Heating capacity (kW) 24.4 30.1

COP 6.9 6.9

Performance Condition: Air -15°C/Water 26°C/Humidity 70%

Heating capacity (kW) 18.7 24.3

COP 6.3 6.3

Connection

Copper pipe connection 3/4” + 3/8” 3/4” + 3/8”

Max. connection distance 20 m

Accesories

Wi-fi POOL VISION mobile app

Winter modul Operating air temperature -15°C~+40°C

Tropical kit - extra compressor cooling Up to +60°C ambient air

Technical Specifications

Advised pool volume (m³) 60-80 80-120

Sound level min. at 10m dB(A) 29 32

Operating air temperature (°C) -5°C~+40°C, with TROPICAL kit -5°C~+60°C

Compressor type Panasonic / Sanyo, scroll

Heat exchanger (Grade & Surface of Titanium) Titanium Twisted Gr 1- ASTM265; 1.2m2 Titanium Twisted Gr 1- ASTM265; 1.4m2

Cover Metal powder coated 180°C enamel

Refrigerant R410A

Performance Condition: Air 35°C/Water 28°C/Humidity 80%

Cooling capacity (kW) 21.7 26.8

Installation

Power supply 400V/3pH/50Hz 400V/3pH/50Hz

Water connection 50mm (6.4”)

Protection and cable size (20m) C 10 A (5G2.5mm2) C 16 A (3G2.5mm2)

Rated power input (kW) 3.51 4.34

Advised water flow (m3/h) 8-10 8-12

Net dimensions LxWxH (mm) 942x1250x360 - SPLIT 942x1250x360 - SPLIT

Net weight (kg) 118 120
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TREATMENT
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L’EAU TRAITEMENT

TRATAMIENTO DE 
AGUAS

WATER 
TREATMENT



The best water treatment for any water bodies, big or 

small, with integration of modular high end products 

and a suitable selection of chemicals from ATECPOOL.

The highest standard of service, full automation, 

and control systems with a wide selection of water 

treatment equipment make our treatment the best 

and hassle-free. Our water treatment equipment are 

calibrated and designed to comply with the values 

regulated by the World Health Organization (WHO) 

Health Department and the National Spa and Pool 

Institute (NSPI) for the prevention of germs and bacteria.

ATECPOOL is your best choice to ensure high  

quality water.

ATECPOOL CHEMICAL 
DOSING & CONTROL
Widest range of water treatment  
solutions for your pool



99atecpool.com

Salt Water Chlorinator Residential 
Atecpool’s domestic salt-chlorinators are the best disinfection solution for small, medium and large pools and spas. These 
saline-chlorinators ensure complete water disinfection and an optimal chlorine supply for each installation. Choose the model 
of domestic saline chlorinator that best suits the characteristics of your pool. 

All our household salt chlorinators have been designed with high-quality materials. They have the latest technology, such as a 
self-cleaning cell and programmable configuration, to reduce its maintenance and increase its efficiency

Salt Water Electrolysis 
AT-Series Salt Chlorinator

Code Description

ATEC15 AT-Series Salt Chlorinator 15g/h

ATEC20 AT-Series Salt Chlorinator 20g/h

ATEC30 AT-Series Salt Chlorinator 30g/h

ATEC50 AT-Series Salt Chlorinator 50g/h

Specifications
• New sealed power supply of high performance.

• Elimination of forced air ventilation: high resistance to corrosive atmospheres, notable decreases faults. IP65 rate.

• New easy user interface with a backlit LDC display.

• New wall mounting with independent stainless steel bracket.

• Detachable lead plug that allows faster and easier technical service installation.

• Self-cleaning cell.

• Cell connection without nuts, using thermo rubber waterproof connector.

Installation diagram

ATSGE - Serie Clorador de sal 
Los cloradores salinos domésticos Atecpool son la mejor solución 

de desinfección para piscinas o spas pequeños, medianos y grandes. 

Estos cloradores salinos aseguran una desinfección total del agua y un 

suministro de cloro óptimo para cada instalación. Elige el modelo de 

clorador salino doméstico que mejor se adapte a las características de 

tu piscina.

Todos nuestros cloradores salinos domésticos han sido diseñados 

con materiales de alta calidad. Disponen de la última tecnología, como 

celda autolimpiante y configuración programable, para reducir su 

mantenimiento y aumentar su eficiencia

Electrolyseur au sel -Série ATSGE 

Les électrolyseurs au sel domestiques Atecpool sont la meilleure solution 

de désinfection pour les petites, moyennes et grandes piscines ou spas. 

Ces électrolyseurs salins assurent une désinfection totale de l’eau et un 

apport optimal en chlore pour chaque installation. Choisissez le modèle 

d’électrolyseur domestique le mieux adapté aux caractéristiques de votre 

piscine.

Tous nos électrolyseurs au sel ménagers ont été conçus avec des 

matériaux de haute qualité. Ils disposent des dernières technologies, telles 

qu’une cellule autonettoyante et une configuration programmable, pour 

réduire sa maintenance et augmenter son efficacité

Electrólisis de agua salada Atecpool 
AT - Serie Clorador de sal

Electrolyseur au Sel
Electrolyseur Série AT
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Salt Water Electrolysis 
AT-Series Salt Chlorinator

Model ATEC15 ATEC20 ATEC30 ATEC50

Description

Power requirement / watts 220~240VAC / 
50~60Hz / 60 watts

220~240VAC / 
50~60Hz / 90 watts

220~240VAC / 
50~60Hz / 130 watts

220~240VAC / 
50~60Hz / 190 watts

Voltage output 24 VDC 24 VDC 24 VDC 24 VDC

Chlorine production per hour 15 gr/h 20 gr/h 30gr/h 50gr/h

Recommended volume 30-50 m3 50-90 m3 90-150 m3 150-200 m3

Recommended salt level  4gm/ltr - sea water

Cell expected life span 10.000 h

Minimum flow rate 6 m3/h 6 m3/h 6 m3/h 10 m3/h

Maximum operating pressure 2.5 Bar

Bar Pressure Drop 0.025 0.025 0.025 0.030

Current output 2,5 amp 3,5 amp 5 amp 8,5 amp

Cell cassette material Polycarbonate

Cell material Titanium grade 1

Reversal time Programmable 1 to 12 h

Connections 50 mm 50 mm 50 mm 63 mm

Weight 4,5 kg 4,5 kg 5 kg 13 kg

Packaging dimension 600 x 350 x 150 mm 645 x 640 x 220 mm

pH50
m3

200
m3 10.000hr

• Economical
• Easy installation
• Easy to use

“T” housing design, allowing easy installation

Transparent polycarbonate housing

Cell double seal

Displaced electrodes to improve water flow

Anti-corrosive cell connectors, 
injected with polyethylene

Transparent electrode fram for 
better visual inspection

Improved hydrodynamics, 
reducing calcium build-up

Bi-component cell lock, 
improving grip

Electrólisis de agua salada Atecpool 
AT - Serie Clorador de sal

Electrolyseur au Sel
Electrolyseur Série AT
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Salt Water Electrolysis 
AT-Series Salt Chlorinator Combined Pack

Atecpool Salt Chlorinator combined unit - 3 Packs

AT-Series Wireless Salt Water Chlorinator + pH Wireless Pump

AT-Series Salt Water Chlorinator + pH Basic Controller

AT-Series Salt Water Chlorinator + pH Redox Controller

pH Wireless Chlorinator

• Wireless Chlorinator with pH control connect to 
wireless pH dosing pump via radio frequency. 

• pH electrode connected to wireless chlorinator, 
shows pH display.

• Easy user-interface with backlit LCD.

• Self-cleaning cell.

• Wall-mounting with independent stainless steel 
bracket.

• Detachable plug for a faster service.

pH Basic Controller

• Autonomous pH regulator.

• Integrated peristaltic transparent acid pump 1.5 
l/h – 1.5 bar.

• Interchangeable peristaltic head without screws.

• Agile menu system and easy calibration.

• pH range: 0 - 14.

pH Redox Controller

• Autonomous pH and ORP regulator.

• pH range: 0 - 14.

• ORP range: 0 – 1000 mV

• ORP measurement of 0 to 1,000 mV.

• Integrated peristaltic transparent acid pump  
1.5 l/h & 1.5 bar.

• Interchangeable peristaltic head without screws.

• Agile menu system and easy calibration.

Elements included

• Control panel with peristaltic pump.

• pH probe.

• Acid aspiration tube.

• Acid injection tube.

• Suction filter with weight.

• Injection fitting.

• Probe holder.

• Collars (2) for 50 mm tube.

• pH4 and pH7 buffer solutions.

Elements included

• Control panel with peristaltic 
pump.

• pH probe.

• ORP probe.

• Acid suction tube.

• Acid injection tube.

• Suction filter with weight.

• Injection fitting.

• Probe holder (2).

• Collars (3) for 50 mm tube.

• pH4 and pH7 buffer solutions.

• Redox buffer solution.

pH Wireless Pump

• Long-range wireless dosing pump up to 50 mts.

• Peristaltic wireless pump will start and stop 
functioning depending on the set thresholds 
assigned from Salt Chlorinator menu.

• Allows installation away from the chlorinator, or 
outside the filtration room to avoid damages form  
the acid.

• Easy calibration and configuration through the 
chlorinator LCD.

• Proportional dosage control.

• Flow: 1.5 l/h. Pressure: 1.5 bar.

• Manual priming button.

Technical Features

• Power supply: 230 VAC, 50-60 Hz.

• Power consumption: 20 W.

• Packaging weight: 1 Kg.

• Packaging dimensions: 22x13x10 cm.

Technical Features

• Power supply: 230 VAC, 50-60 Hz.

• Power consumption: 20 W.

• Packaging weight: 1 Kg.

• Packaging dimensions: 22x13x10 cm.

1

Code: ATECPACK001

Code: ATECPACK002

Code: ATECPACK003

2

3

Electrólisis de agua salada Atecpool 
AT - Serie Clorador de sal

Electrolyseur au Sel
Electrolyseur Série AT
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Atecpool pH Measuring and Control Unit 
pH Control and Dosing

Atecpool pH Delta Specifications
• Digital screen, precise dosing with micro- 

controller technology, time adjustment, 
liquid level control and user password 
parameters.

• User-friendly button technology with easy 
menu.

• pH measurement with standard 
combination electrodes

• Totally digital and automatic calibration by 
using buffer solutions

• Start-up Delay function, adjustable timer for 
accurate readings according to chemical 
reaction time (0-60 min.).

• 4-20mA analog input

• Suction, injection parts and liquid level 
sensor accessories included.

• Volumetric proportional control when 
connected to flowmeters (water meter, 
flowmeter, etc.) (Volumetric control cable is 
not included product package)

• Adjustable BNC input (optional liquid level 
or flow contact)

• Easy and flexible installation and usage by 
the vertical mount design and alternative 
mounting advantage by base fixing bracket.

• Flow calibration can be done and 
monitored on the screen as ml/h.

Accessories included with Atecpool pH Delta:
(No pH Electrode/Probe Holder included)

Code Description

ATEC-DT45 pH Delta Dosing Pump 4,5l/h @ 0.5 Bar

ATEC-DT25 pH Delta Dosing Pump 2,5l/h @ 3 Bar

Injection Kit

Kit de inyección

Kit d’injection

PDVF Suction 
and Injection Kit

Kit de inyección y 
succión PDVF

Kit d’aspiration et 
d’injection PDVF

Pipe Kit

Kit de tubería

Kit de tuyaux

Suction Kit with 
Liquid Level Sensor

Kit de succión con sensor 
de nivel de líquido

Kit d’aspiration avec 
capteur de niveau de 
liquide

Atecpool pH Basic
The Atecpool pH Basic system allows you to measure the pH of your pool, and correct it by injecting acid using a metering pump. It is 
composed of a control unit that measures pH and contains the control software and an integrated acid metering pump. To take into account 
the delay in measurement and avoid excessive dosing, the pump has alternate periods of pause and run of 100 seconds when you have 
to inject acid. All control and measurement functions are performed on the controller and are configured using an LCD screen, a 4-key 
keyboard and a simple menu system.

Specifications
• Peristaltic pump head is easy to disassemble and replace.

• Stand by alarm display due to no flow in probe-holder.

• Included: Dosing Pump 1,5l/h at 1.5 Bar w/ pH Electrode, Probe Holder, 
Calibration Solution for pH and Fixing Brackets.

• Connection and installation kit.

• Dimensions: 218 x 125 x 95 mm.

• Input: 100-220 VAC +10%. 

• Power 5 W.

Code Description

ATEC-PH001 Ph Basic Dosing  Pump 1,5l/h @ 1.5 Bar

ATEC-PH001

ATSGE - Serie Clorador de sal 
El sistema Atecpool pH Basic permite medir el pH de la piscina y corregirlo 

inyectando ácido mediante una bomba dosificadora. Está compuesto por 

una unidad de control que mide el ph y contiene el software de control y 

una bomba dosificadora de ácido integrada. Para tener en cuenta el retraso 

en la medición y evitar una dosificación excesiva, la bomba obtuvo períodos 

alternos de pausa y funcionamiento de 100 segundos cuando hay que 

inyectar ácido. Todas las funciones de control y medición se realizan en el 

controlador y se configuran mediante una pantalla LCD, un teclado de 4 teclas 

y un sistema de menú simple.

Atecpool pH basique 

Le système Atecpool pH Basic permet de mesurer le pH de la piscine et de le 

corriger en injectant de l’acide à l’aide d’une pompe doseuse. Il est composé 

d’une unité de contrôle qui mesure le pH et contient le logiciel de contrôle 

et une pompe doseuse d’acide intégrée. Pour prendre en compte le retard 

de mesure et éviter un dosage excessif, la pompe a alterné des périodes de 

pause et de fonctionnement de 100 secondes lorsque vous devez injecter 

de l’acide. Toutes les fonctions de contrôle et de mesure sont effectuées 

sur le contrôleur et sont configurées à l’aide d’un écran LCD, d’un clavier à 4 

touches et d’un système de menus simple.
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Atecpool PR007 Pro Wi-Fi Panel de Control 
Atecpool PR007 es el nuevo e innovador instrumento multiparámetro 

totalmente digital para el control y regulación del tratamiento del 

agua de la piscina.

Atecpool PR007 Pro Wi-Fi Panneu de Commande 

Atecpool PR007 est le nouvel instrument multiparamètre entièrement 

numérique et innovant pour le contrôle et la régulation du traitement 

de l’eau de la piscine.

Atecpool Tratamiento de Agua
Panel de Control PR007

Traitement de l’eau
Panneau de Commande PR007

Atecpool PR007 Pro Wi-Fi Controller
Atecpool PR007 Pro Wi-Fi Controller  is the new and innovative, fully digital multiparameter ALL-IN-ONE 
SYSTEM for the control and regulation of pool water treatment. 

Water Treatment 
PR007 Pro Wi-Fi Controller

PR007 Pro Wi-Fi Controller for Water Treatment

• Control of pH / Redox / Chlorine / Temperature values.

• Automatic regulation of the recirculation pump.

• Swimming pool lighting management

• Other fully programmable outputs 

The instrument integrates the most important and complete functions for complete control of the pool. Equipped with 10-
inch touchscreen and an innovative graphic interface, all operations are intuitive and easy to set.

An innovative and safe tool, that includes numerous automatic alarms, and the possibility of customizable alerts on all 
controlled parameters.

• Power supply: 100÷240 Vac 50 Hz.

• Protection degree: IP65

Wi-fi
Integrated

Specifications
• All-In-One System.

• Wi-Fi Connection.

• Online Control Via App.

• Electrode/Probes for pH/RX/
CL/Temp / Flow/ Level not 
included.

• Accurate and reliable readings.

• Suitable for all types of pools.

• Touchscreen 10”

Features Details

Parameters Automatic reading and regulation of pH / redox / chlorine 
/ temperature

Winter function Automatic operation of the recirculation pump to prevent 
ice formation

Outputs N° 2 outputs mA range 0/4÷20 mA, N° 5 programmable 
outputs, N° 5 outputs dry relay

Pool covers Pool cover detection function

Circulation pump Automatic adjustment of the filtration pump. Operation 
status check

Level probe Level probe signal input

Flow sensor Automatic alarm that alerts and disables all outputs in 
case of no water flow

Menu Operating system in various languages (Italian, English, 
French, Spanish, Russian, Dutch, German)

Model PR007 Pro Wi-Fi

Description Wi-Fi Dosing Controller for pH/CL

With PR007 Pro Wi-Fi platform, the owner and / or installer of the pool is able to control and operate, on site or remotely, a set of 
different functions and parameters; from home, office or anywhere via smartphone, without having to access the technical room. 
Statistics and history of the operations carried out can be viewed in real time.

Control your pool when and where you want
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Injector
Manifold

Vaccum
Trigger Box

Atecpool Pzone Lite 
Ozone Generator

Dimensions

Atecpool Pzone Lite Ozone Generators
Pzone Lite system produces ozone when air is drawn across a special high-energy vacuum ultraviolet (VUV) lamp. 
A venturi injector is inserted on the return line, by-passing water back into the return line of the pool which creates 
suction that draws the ozone into the venturi, mixing the bubbles as the water returns to the pool. It is operated 
automatically by connecting the Pzone Lite system directly to the circulation pump or plugging into a timer. A check 
valve is employed to prevent water back up in the event of system failure. A siphon loop is recommended for added 
backpressure resistance. The system should run 8-12 hours per day for good results; 24 hours per day for high water 
clarity and minimum chemical usage.

Specifications
• Universal model – stock one unit for all 

residential in-ground pools

• Up to 95,000 gal

• Venturi Manifold Equipped

• Vacuum Trigger Box Equipped

• 120/240 VAC, 50/60 hz)

• Operating Temperature: -4ºC to 50ºC.

Atecpool Pzone Lite
Generador de Ozono

Atecpool Pzone Lite
Générateur d’ozone

Ozone
Generator

Atecpool Pzone Lite Generador de Ozono 

El sistema Pzone Lite produce ozono cuando el aire pasa a través de una lámpara especial ultravioleta 

de vacío (VUV) de alta energía, convirtiendo parte del aire en ozono. Se inserta un inyector venturi en la 

línea de retorno, desviando el agua hacia la línea de retorno de la piscina, lo que crea una succión que 

atrae el ozono hacia el venturi, mezclando las burbujas a medida que el agua regresa a la piscina. Se 

opera automáticamente conectando el sistema Pzone Lite directamente a la bomba de circulación o 

enchufándolo a un temporizador. Se emplea una válvula de retención para evitar que el agua retroceda 

en caso de falla del sistema. Se recomienda un bucle de sifón para mayor resistencia a la contrapresión. El 

sistema debe funcionar de 8 a 12 horas por día para obtener buenos resultados; 24 horas al día para una 

alta claridad del agua y un uso mínimo de productos químicos.

Atecpool Pzone Lite Générateur d’ozone 

Le système Pzone Lite produit de l’ozone lorsque l’air est aspiré à travers une lampe spéciale à ultraviolets 

sous vide (VUV) à haute énergie, convertissant une partie de l’air en ozone. Un injecteur à venturi est 

inséré sur la conduite de retour, contournant l’eau dans la conduite de retour de la piscine, ce qui crée une 

aspiration qui aspire l’ozone dans le venturi, mélangeant les bulles lorsque l’eau retourne dans la piscine. Il 

fonctionne automatiquement en connectant le système Pzone Lite directement à la pompe de circulation 

ou en le branchant sur une minuterie. Un clapet anti-retour est utilisé pour empêcher le retour d’eau en cas 

de défaillance du système. Une boucle de siphon est recommandée pour une résistance accrue à la contre-

pression. Le système doit fonctionner 8 à 12 heures par jour pour de bons résultats ; 24 heures sur 24 pour 

une grande clarté de l’eau et une utilisation minimale de produits chimiques.

Atecpool Pzone Lite Ozone Generators

* For indoor hotel pool with middle bather load & chlorine as secondary sanitizer only.

Code Pzone Lite 1 Pzone Lite 1.5 Pzone Lite 2 Pzone Lite 4

Ozone output 1 g/hr 1.5 g/hr 2 g/hr 4 g/hr

Matched Pool Volume * Up to 90 m³ Up to 135 m³ Up to 180 m³ Upto 360 m³

Equipped Generator QTY. One One One Two

Venturi Manifold 
Connection Size

Inlet & Outlet: 2.0”/ 50 mm Inlet & Outlet: 2.0”/ 50 mm Inlet & Outlet: 2.0”/ 50 mm Inlet & Outlet: 2.0”/ 50 mm

Power Requirement (Single 
Phase)

120/240V 50/60Hz -85W 120/240V 50/60Hz -105W 120/240V 50/60Hz -130W 120/240V 50/60Hz -260W

Optional Water Boost 
Pump Requirement

2 m3/h @ 30 m Head 2 m3/h @ 30 m Head 2 m3/h @ 30 m Head 2 m3/h @ 30 m Head

Weight Net/Gross 13/18 kg 13/18 kg 13/18 kg 22/32 kg

220
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Dimensions

Atecpool AZONE MAX 
Ozone Generators

Atecpool AZONE
Generador de Ozono

Atecpool AZONE
Générateur d’ozone

Atecpool Pzone Max  Ozone Generators
Pzone Max includes CD type ozone generator with oxygen module. The whole system 
comprises of ozone On/Off control, 4-20 ma Ozone Control & ozone safe interlock, 
external oil-less compressor, water back flow prevention device and venturi injector 
manifold. The ozone contacting vessel, degas valve and ORP controller are optional. 
Pzone Max produce ozone at 10g/hr & 20g/hr. Optional Degassing Column to remove air 
and/or excess ozone from system.

Injector
Manifold

Ozone
Generator

Specifications
• Up to 238,000 gal

• Venturi Injector Manifold

• Auto Drain Tube

• 120 VAC to 240 VAC, 50/60 hz

• Corona Discharge (CD)

• Integrated O2 Module

• External Oil-less Compressor

• Operating Temperature: -4ºC to 50ºC.

Atecpool Pzone Max Generador de Ozono 

Pzone Max incluye generador de ozono tipo CD con módulo de oxígeno. El sistema completo se 

compone de control de encendido/apagado de ozono, control de ozono de 4-20 ma e interbloqueo 

seguro de ozono, compresor externo sin aceite, dispositivo de prevención de reflujo de agua y 

colector de inyector venturi. El recipiente de contacto con ozono, la válvula de desgasificación 

y el controlador ORP son opcionales. Pzone Max produce ozono a 10 g/h y 20 g/h. Columna de 

desgasificación opcional para eliminar el aire y/o el exceso de ozono del sistema.

Atecpool Pzone Max Générateur d’ozone 

Pzone Max comprend un générateur d’ozone de type CD avec module d’oxygène. L’ensemble 

du système comprend un contrôle marche/arrêt de l’ozone, un contrôle de l’ozone 4-20 ma et un 

verrouillage sûr de l’ozone, un compresseur externe sans huile, un dispositif de prévention du reflux 

d’eau et un collecteur d’injecteur venturi. Le récipient de contact avec l’ozone, la vanne de dégazage 

et le contrôleur ORP sont facultatifs. Pzone Max produit de l’ozone à 10 g/h et 20 g/h. Colonne de 

dégazage en option pour éliminer l’air et/ou l’excès d’ozone du système.

Atecpool Pzone Max Ozone Generators

* For indoor hotel pool with middle bather load & chlorine as secondary sanitizer only.

Code Pzone Max10 Pzone Max20

Ozone output 10 g/hr 20 g/hr

Matched Pool Volume * Up to 450 m³ Up to 900 m³

Equipped Compressor QTY. (Flow @ Pressure) One (60 LPM @ 2 bar) One (60 LPM @ 2 bar)

Venturi Injector Manifold Size Inlet & Outlet: 1.5”/ 50 mm Inlet & Outlet: 1.5”/ 50 mm

Power Requirement (Single Phase) 120/240V 50/60Hz - 450 W 120/240V 50/60Hz - 550 W

Optional Water Boost Pump Requirement 2 m3/h @ 30 m Head 2 m3/h @ 30 m Head

ORP Controlled optional optional

Weight Net/Gross 24/30 kg 28/34 kg

External Oil-Less Compressor Weight Net/Gross 11.5/13.5 kg 11.5/13.5 kg

Packing 1 1
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Atecpool Invertek 
Salt Chlorinator

Atecpool Invertek
Electrolyseur

Atecpool Invertek 
Salt Chlorinator

Atecpool Invertek Salt Chlorinator
Invertek technology adopts an advanced PID algorithm for accurate control of 
chlorine production and pH regulation. With self adaptation to different situations and 
100% powerful inverter, Invertek saves more time whether during initial disinfection 
or after having heavy bathers load. It can also operate at a low salt level of 2g/L and 
keep crystal pure water without worries about frequent salt maintenance.

Specifications
•  It has a 130% powerful turbo inverter 

for fast disinfection in 5 hours.     

• Good performance even low to 1.5g/L 
salt level.

Dynamic Control
Embedded with dynamic 
inverter control, Invertek is 
intended to offer  
triple benefits. 

Running adaptively from 
0%-100%, the new type 
features more durable cell 
life, absolute energy-saving 
operation, and lasting 
water quality.

ATEC-IKS10

Model IKS10 IKS16 IKS22 IKS28

Description

Production (g/h, 3000PPM) 10.0 16.0 22.0 28.0

Salt Level (g/L) 2~5 (recommended 3g/L)

Technical specifications

Advised water flow (m³/h) 5~18

Power Supply 100-240V 50/60Hz

Power Consumption (W) 60 85 110 130

Operating Temperature (°C) -5°C ~ 42°C

Salinity Test Salt Level Detection (accuracy ±500PPM)

Self-cleaning Default 4h, 3 options in total (2/4/6h)

pH Dosing Pump Built-in/Integrated

Communications MODBUS RS485 / Wi-Fi / Dry Contact

Control Unit Dimension LxWxH (mm) 202 x 270 x 75

Electrolysis cell

Water connection (mm) 63/50

Electrodes 10 titanium plates

Water Temperature 10°C ~ 40°C

Maximum Pressure 3.0 Bar for Probe Cell, 4.5 Bar for Electrolysis Cell

Cell Life (h) 10000

Packaging specifications

Net Weight (kg) 7.3

Gross Weight (kg) 9

Packaging Dimension LxWxH (mm) 550 x 400 x 300

0% 100%

APP CONTROL

ORP/pH/
Temperature 
Reading

One-click 
Turbo/Boost

Salinity 
Reference

Logs  
Review
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The world’s first Robotic Pool Cleaner using Poseidon TM 

200-meter Deep-Sea Technology Underwater Special 

BLDC Motor.

Brightbot 6000 provides smart, thorough, and effort-free 

pool cleaning experiences, bringing limpidity back to 

your beloved pool. Our technology can turn that 

experience into an extremely rewarding one, by adding 

quality and safety with low maintenance routine, giving 

you and your family the best quality moments.

Atecpool Brightbot 6000 can be remote-controlled with 

ATECPOOL APP available to download in Google Play and 

App Store.

ATECPOOL CLEANING
EQUIPMENT

Ultimate cleaning robot
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Limpiador automático de piscinas 
Brightbot 6000 - Robot de piscina

Aspirateur de piscine Automatique 
Brightbot 6000 - Robot de piscine

BrightBot 6000
Exclusive APP

Scheduled
cleaning

Unattended
operation

One-key
return

Atecpool Brightbot 6000
Pool Robot

Atecpool Brightbot 6000 Pool Robot

Robotic pool cleaner independently developed 
by ATECPOOL for private, public, commercial,  
and other scenarios.

The world’s first Robotic Pool Cleaner using 
Poseidon TM 200-meter Deep-Sea Teachnology 
Underwater Special BLDC Motor. Controlling 
the cleaning process with an App “ATECPOOL 
Brightbot 6000” makes pool cleaning effort-
free. Supported by Brightbot S-Clean and 
S-Climb technologies, 6000 can easily handle 
various pool shapes and pool wall climbing. The 
brushless motor, dual water suction pump, and 
dual active brush can ensure thorough, effective, 
and reliable pool cleaning works. The double-
layer filter screen allows stratified filtering. The 
Tap ‘n’ Collect function allows you to remove 
Brightbot 6000 quickly and easily from a pool.

Optional caddy is available for easier transporting 
and storing.

Atecpool Brightbot 6000 Pool Robot

Multifunctional
Power Supply

Mode selection

Countdown

Wi-Fi state

Error indicator

Tap ‘n’ Collect

Pool size 300m2

Pool area Bottom/Wall/Waterline

Cleaning mode Fast/Regular/Super/Waterline/Bottom/Custom

Canister type Double layer/Removable/Washable

Active brush 2

Cable length / Code
18m / Brightbot6000-18

25m / Brightbot6000-25

Anti-tangle cable YES

Drive system Double + Stance

App YES

Wi-Fi YES

Caddy Optional

Regular cleaning (Cycle cleaning) YES

Scheduling YES

Manual mode YES (App control)

Wi-fi
Integrated

Brightbot 6000 Robot de piscina

Limpiador de piscinas robótico desarrollado 
independientemente por ATECPOOL para escenarios 
privados, públicos, comerciales y otros.

Brightbot 6000 robot de nettoyage piscine

Robot nettoyeur de piscine développé indépendamment 
par ATECPOOL pour des scénarios privés, publics, 
commerciaux et autres.
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Double Layer Filter Screen Enables Stratified Filtering; 
Large Capacity, No Canister-Full
 
Brightbot 6000 has double-layer filter screens. The inner rough 
filter can screen out tinny stones, gravels, and twigs, while the 
outer filter panels have greater fineness and can filter soil, debris 
and lipids. 

The 6L exra large canister sets you free from worrying about its 
capacity. It only needs one press to access the canister, and then 
you can give it daily cleanings. 

INTELLIGENTLY CONTROL 
WITH AN APP, 
JUST EFFORT-FREE
Atecpool Brightbot 6000 can be remote-controled with 
ATECPOOL App. 
Scheduled cleaning (timer and delay function), automation mode, 
and Tap ‘n’ Collect features are available in the App. Other than the 
intelligent one-tap cleaning, you can also clean your pool using the 
lag-free manual mode.

Brightbot 6000 S-Clean technology, suitable for 
various pool shapes.

S-Climb technology, cleaning pool walls 
smart and easily

Square
pool

Square
pool

Amoeba-shaped
pool

Wall Step Slope

Brightbot 6000 robotic pool cleaner adopts Brightbot brushless 
motors, which can reduce the interference of electric sparks. The 
brushless motors can provide smooth, stable and reliable power, 
giving 6000 a long service life.

Brushless Motor, Reliable and Durable Optional Caddy available

Can reduce the interference of an electric sparks

Can provide smooth, stable and reliable power

Can extend 6000´s service life
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Cleaning Accessories
Vacuum Heads

CS393CBX

CS3934

CS763

CS902

Cleanstar Heavy-Duty Aluminium Vacuum Heads 
• Made of anodized aluminium

• Ideal for in-ground pools, the unique 3-section articulated body enables vacuuming of the base of pool walls

• Extra heavy weight for easy gliding. Heavy-duty metal handle with pivot maintains good surface contact

• Non-slip wheels with stainless steel hardware

• Full-length underside brushes  help dislodge debris

• EZ-clip handle facilitates connection to standard  telepole. Fits 38mm/1½” and 50mm/2” vacuum hoses

• New reinforced nylon structure

Cleanstar Flexible Vacuum Heads
Extra wide flexible body with ball-bearing wheels for smooth and easy gliding. Extra strong 
spring-loaded metal handle. Fits 38mm/1½” vacuum hoses.

Cleanstar Aluminium Articulated Vacuum Head

Code Description Weight Volume

(kg) (m3)

CS393CBX 35cm / 14” CS Articulated Aluminium Vacuum Head 2.4 0.008

CS394CBX 45cm / 18” CS Articulated Aluminium Vacuum Head 2.8 0.008

Cleanstar Anodized Aluminium Vacuum Head

Code Description Weight Volume

(kg) (m3)

CS3934 35cm / 14” CS Aluminium Vacuum Head 2.0 0.008

CS3938 45cm / 18” CS Aluminium Vacuum Head 2.2 0.008

Cleanstar Premium Extra Weight Vacuum Head
Flexible articulated pool cleaner with 35 cm head, extra weight for 
better performance.

Code Description Weight Volume

(kg) (m3)

CS763 35cm / 14” CS Premium Extra Weight Vacuum Head 2.2 0.008

Cleanstar Flexible Vacuum Head 35 cm / 14”

Code Description Weight Volume

(kg) (m3)

CS902 35cm / 14” CS Flexible Vacuum Head 1.2 0.008

CS894

Code Description Weight Volume

(kg) (m3)

CS894 48cm / 19” CS Flexible Vacuum Head 1.6 0.008

Cleanstar Flexible Vacuum Head 48 cm / 19”

Accesorios de limpieza
Cabezales de aspiración

Accessoires de nettoyage 
Têtes d’aspiration
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CS451

Cleaning Accessories
Vacuum Heads and Handles

Telescopic Poles 

Triangular Vacuum Head
Transparent triangular shaped vacuum head, with brushes and clip type. 
Handle with swivel system. 1 1/2” hose connection and outer 2”.

Code Description Weight Volume

(kg) (m3)

00510927 Triangular Vacuum Head 1.0 0.008

Flexible Vacuum Head Deluxe 35 cm / 14”
Flexible vacuum head with side brushes made in blue and white polyethylene. 

35 cm head with 8 wheels, and side brushes. Handle with swivel system. 1 1/2” hose 
connection and outer 2”.

Aluminium Vacuum Head 
Vacuum head with wheels, anodised aluminium, clip type. 1 1/2” hose connection 
and outer 2”.

Code Description Weight Volume

(kg) (m3)

005109125 Flexo Vacuum head 1.1 0.008

Cleanstar Telescopic Pole Corrugated
Extra heavy duty tubes with 1.4 mm wall thickness. Anodized aluminium in golden 
colour. Ergonomically-shaped lock and grip in dual material. Inner core made of 
hard and durable ABS. Soft comfortable grip.

Telescopic Pole Blue Professional
Telescopic pole in aluminium up to 4.8 m. Corrugated professional model for large 
pools, extra strong with 1.4 mm thickness.

Code Description Weight Volume

(kg) (m3)

00105001 Telescopic Pole 1.2 - 2.4 mtr BLUE Professional 1.2 0.005

00105001-1 Telescopic Pole 2.4 - 4.8 mtr BLUE Professional 1.8 0.005

00105001-2 Telescopic Pole 3.6 - 7.2 mtr BLUE Professional 3.2 0.005

00510927

005109125

00500011

Code Description Weight Volume

(kg) (m3)

00500010 35cm / 14” Aluminium Vacuum Head 2.0 0.008

00500011 45cm / 18” Aluminium Vacuum Head 2.2 0.008

Code Description Weight Volume

(kg) (m3)

CS451 Telescopic Pole 1.8 - 3.2 mtr GOLDEN 1.3 0.005

CS401 Telescopic Pole 2.4 - 4.8 mtr GOLDEN 1.8 0.005

00105001

Accesorios de limpieza
Cabezales y Mangos de aspiración

Accessoires de nettoyage 
Têtes et poignées d’aspirateur
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Cleaning Accessories
Brushes and Leaf Rakes

CS161

Cleanstar Surface Leaf Skimmer Aluminium
Heavy gauge aluminium frame and handle. Heavy-duty nylon net.

Code Description Weight Volume

(kg) (m3)

CS161 CS Surface Leaf Skimmer 0.3 0.008

CS160

Cleanstar Deep Leaf Rake Aluminium
Heavy gauge aluminium frame and handle. Heavy-duty nylon net.

Code Description Weight Volume

(kg) (m3)

CS160 CS Deep Leaf Rake 0.4 0.008

Cleanstar Wall Brush Curved Metal Back
With long-lasting nylon bristles. Gold anodized aluminum handles.

Code Description Weight Volume

(kg) (m3)

CS494 45cm / 18” CS Metal Back Wall Brushes 0.6 0.008

CS495 60cm / 24” CS Metal Back Wall Brushes 1.0 0.008

CS496 90cm / 36” CS Metal Back Wall Brushes 1.2 0.008

CS494

CS495

CS496

Wall Brush Curved
Curved brush 45 cm clip type. Nylon bristles.

Code Description Weight Volume

(kg) (m3)

00510930 45 cm Wall Brush Curved 0.3 0.008

00510930

Algae Brush S.S. Bristles
Algae model brush 26 cm. Stainless Steel bristles. Clip type.

Code Description Weight Volume

(kg) (m3)

00510933 26cm Algae Brush SS Bristles 0.2 0.008

00510933

Wall Brush Straight
Straight brush 26 cm Clip type. Nylon bristles.

Code Description Weight Volume

(kg) (m3)

00510932 26cm Wall Brush Straight 0.2 0.008

00510932

Accesorios de limpieza
Cepillos y rastrillos de hojas

Accessoires de nettoyage 
Brosses et râteaux à feuilles
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Cleaning Accessories
Floating Hose & Test Kit

Surface Leaf Net
Leaf Net Surface model. Manufactured in blue Polypropylene. The 
polyester net is welded to the leaf net frame. 

Code Description Weight Volume

(kg) (m3)

00510934 Surface Leaf Net 0.22 0.008

00510934

Deep Leaf Net Deluxe
Leaf Net Deep model. Manufactured in blue Polypropylene. The polyester net is 
welded to the leaf net frame. 

Code Description Weight Volume

(kg) (m3)

00510935 Leaf Net Deep 0.3 0.008

00510935

Cleanstar Floating Hose
High-performance vacuum hose Ø38mm / 1 ½” with smooth internal walls 
to improve flow. Includes glued cuffs at each end. Shrink-wrap packaging.

Code Description Weight Volume

(kg) (m3)

CS353 Cleanstar Floating Hose 10 mtr 3.0 0.008

CS355 Cleanstar Floating Hose 12 mtr 4.5 0.008

CS396 Cleanstar Floating Hose 15 mtr 5.6 0.008

CS357 Cleanstar Floating Hose 30 mtr 11.2 0.008
CS353

Cleanstar 3-Way Test Kit pH & CL/BR
Measures pH, bromine, & chlorine. Easy to read, and a more accurate 
scale. Includes 20ml (0.7 FI. Oz.) phenol red & OTO reagents. Reagent 
bottles equipped with safety tops, for extra security.

Code Description Weight Volume

(kg) (m3)

CS529 CS 3-Way Test Kit 0.4 0.008CS529

Cleanstar 2-Way Test Kit Refills OTO & pH RED
20ml (0.7 FI. Oz.) phenol red & OTO reagents. Reagent bottles equipped 
with safety tops, for extra security.

Code Description Weight Volume

(kg) (m3)

CS102 CS 2-Way Test Refills 0.2 0.008

CS102

Accesorios de limpieza
Manguera flotante y kit de prueba

Accessoires de nettoyage 
Tuyau flottant et kit de test
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Accesorios de limpieza
Fotómetro inteligente

Accessoires de nettoyage 
Photomètre intelligent

PoolLab Pool Tester - Specifications
• Photometer PoolLAB 2.0

• Measurement of 24 parameters: 
  - Chlorine (free, combined and total) 
  - pH 
  - Alkalinity 
  - Cyanuric acid 
  - etc...

• Interchangeable cuvette

• 4 wavelengths

• 3 measuring chambers (parallel 
measurement)

• Bluetooth and WiFi

• IP68 protection

• Easy to use

• Powerful App and software

• Large colour display

PoolLab Pool Tester - Measurement of parameters
PoolLab Tester offers the following pre-installed parameters:

• Cyanuric acid

• Alkalinity

• Aluminium *

• Ammonium *

• Bromine *

• Chlorine (free, combined and total)

• Chloramine

• Copper *

• Chlorine dioxide *

• Calcium hardness *

• Total hardness *

• Phosphate *

• Iron *

• Active Oxygen *

• Nitrate * - Oxygen nitrate * - Oxygen 
nitrate * - Chlorine (free, combined, and 
total) Nitrate *

• Ozone *

• Hydrogen Peroxide *

• pH

• pHMB *

• Potassium *

• QACs *

• Sulphate *

• Urea *

• Zinc * - Urea * - Zinc * - Zinc * - Zinc * - 
Zinc * - Zinc * - Zinc * - Zinc * - Zinc

*Requires reagents not included with the photometer.

PoolLab Pool Tester
Smart Photometer

Atecpool PoolLab 2.0 Pool Tester with App, Bluetooth and Wi-Fi connection
The fixed, but interchangeable, 3-cavity cover allows quick sampling by simply immersing the IP68 waterproof PoolLAB
2.0 in water. It has 9 keys giving direct access to ZERO operation (only one per measurement series is required) and to
the 24 different pool water parameters.

Code Description

LAB310  PoolLab Digital Test Kit

Wi-fi
Integrated

Code Description

HI989 Salinity-Temperature Portable Tester

HI912 pH-Temperature Portable Tester

Code HI989 HI912

Range 0.00 - 20.00 mS/cm / 0.00 - 10.00 ppt 0.00 - 14.00 pH

Temperature 0.0 - 60.0 ºC

Precision 0.01 mS/cm / 0.01 ppt 0.01 pH

Temperature 0.1 ºC

Calibration versus calibration solution 12 .88 mS /cm @25 ºC One (60 LPM @ 2 bar)

Operation temperature 0 - 60ºC

Temperature compensation 2% / ºC SI

Battery 4 X 1.4V / type A76, LR44, V13GA > 100 hours

HI989 HI912



118 atecpool.com

Accesorios de limpieza
Kits de prueba

Accessoires de nettoyage 
Trousses de test

Kits de prueba 

Todos los reactivos de Pool Tester y Mini-Tester se desarrollan y fabrican 

íntegramente en Alemania y se empaquetan en blísters de aluminio que se 

abren a presión, lo que proporciona una larga vida útil de 5 a 10 años, así como 

una fácil manipulación.

Nuestros reactivos fueron el primer fabricante de tabletas de reactivos que 

introdujo el blíster de presión para tabletas y fue premiado por ello hace 

algunos años.

Trousses de test 

Tous les réactifs Pool tester et Mini-Tester sont entièrement développés et 

produits en Allemagne et conditionnés dans des blisters en aluminium à 

pression offrant une longue durée de conservation de 5 à 10 ans ainsi qu’une 

manipulation facile.

Nos réactifs ont été le premier fabricant de comprimés de réactifs à introduire 

le blister de comprimés et ont été récompensés pour cela il y a quelques 

années

Pool Tester & Mini-tester
All Pool tester and Mini-Tester reagents are entirely developed and produced in Germany, and packaged in push-
through aluminium blisters providing long shelf life of 5 to 10 years as well as easy handling.

Our reagents were the first reagent tablets manufacturer to introduce the tablet push-through-blister and received an 
award for it some years ago.

Pool Tester
Test blocks

Pool Tester Specifications
• Classic metod to reliably test your pool and spa water.

• All our pool testers have a white background. As such, 
reading the result is easy and won‘t be disturbed by 
background colors.

• Chambers behind the color charts can be filled with 
water as well, to automatically adjust the scale colors, in 
case the water to be tested is pre-colored.

• Pool testers work with German-made, rapidly dissolving 
reagents.

Code Description Measurement ranges

Pool Tester

PT100 Pooltester pH and chlorine/bromine. 8 pH scale values, 16
Chlorine/Bromine scale values. Tablets for 30 tests (each).

pH 6.8 - 8.2
Cl (f/c) 0.1 - 6.0
Br 0.22 - 13.2

PT500 Pooltester pH, chlorine/bromine and alkalinity. Each 8 scale values.
Tablets for 20 tests (each).

pH 6.8 - 8.2
Cl (f/c) 0.1 - 6.0
Br 0.22 - 13.2
Alk 0 - 250

PT200 Pooltester pH and active oxygen (MPS). Each 8 scale values.
Tablets for 30 tests (each).

pH 6.8 - 8.2
MPS 0 - 15

PT300 Pooltester pH, Hydrogen Peroxide (H2O2) and PHMB (Biguanide). 2 2
Each 8 scale values. Tablets for 20 tests (each).

pH 6.8 - 8.2
PHMB  10 - 100
H2O2   5 - 50

PT400 Pooltester pH and (free) Copper/ Zinc values (differential process).
Each 8 Scale values, incl. stirring rod to crush the tablets. Tablets for
20 tests (each).

pH 6.8 - 8.2
Cu  0.0 - 1.0
Cu/Zn 0.0 - 1.0

MiniTester

PTM100 Mini-Tester for the measurement of pH and Chlorine / Bromine
values. Each 6 scale values. Tablets for 20 tests (each).

pH 6.8 - 8.0
Cl (f/c) 0.5 - 5.0
Br 1.1 - 11.0

PTM200 Mini-Tester pH and Active Oxygen (MPS). Each 6 scale values.
Tablets for 20 tests (each)

pH 6.8 - 8.2
O2 1.5 - 15.0

PTM900 Mini-Tester pH and Chlorine Dioxide. Each 6 scale values. Tablets
for 20 tests (each).

pH 6.8 - 8.2
Chlor. Diox. 1.0 - 9.5

All reagent tablets are available in pack sizes of 50 / 100 / 250 / 500 tablets as well as mixed packs, matching the original quantity of 

tablets per tester as shown in the table under “content“.
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Atecpool™ Brand
Mission, Vision and Quality Policy

ATECPOOL, inspired by water, is set to lead the swimming pool industry by positioning as the 

number one pool brand in the world.

MISSION:
To deliver high quality products and services at competitive prices. We will ensure longevity 

through the loyalty of our customers, won by our dedication to timeliness, attention to detail 

and the highest levels of professionalism, integrity and honesty.

QUALITY POLICY:
ATECPOOL takes pride and honour in declaring our commitment to customer satisfaction by 

providing high quality products. ATECPOOL continually improves quality and is committed to 

strategic improvement of Quality Management Systems by adopting a fast change cycle of 

technology. ATECPOOL stands for establishing and implementing international standards of 

quality measurement, leading to an optimized utilization of resources. 

ISO 9001: 2015

VISION:



SPAIN

NETHERLANDS

UAE

INDIA

VIETNAM

MALAYSIA

Atecpool™ Brand
Atecpool International Group

OUR BRANCHES AROUND THE WORLD
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FIND US AROUND THE WORLD:

ATECPOOL NETHERLANDS
The Netherlands

Looskade 20 - 6041
LE Roermond - The Netherlands
Tel. +31 475 799 408
E-mail: info@atecpool.com

A-TECHNOLOGIES FZCO
Middle East Distribution
United Arab Emirates

Jebel Ali Free Zone
P.O. Box: 18400 Dubai
United Arab Emirates
Tel. +971 4 8860880
Email: info@atecpoolme.com

ATECPOOL INTERNACIONAL  ESPAÑA
Head Office 
Spain

World Trade Center 
2° Planta - Muelle de Barcelona
E-08039 Barcelona, Spain
Tel. +34 93 344 3358
Email: info@atecpool.com

ATECPOOL INDIA
India

Pools and Water Concepts Private Limited
Reha Estate NH-17, Gounlloy  Nuvem
Salcete Goa - 403604 - India
Tel. +91 98194 19287
Email: pwc.goa@gmail.com


